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		  Datasheet File OCR Text:


		    arcotronics 25 edk  aluminium electrolytic capacitors 09/2006 smd surface mount lead terminals C general purpose 85c / 2000 h description  features capacitor for high density printed circuit board.  low pr o?le vertical chip. applications   marking coupling, decoupling, by-pass, ?ltering.   series (g), rated voltage (vdc), capacitance (f)     negative polarity: black line dia gram of dimensions  (units=mm)   rated voltage  4 to 450 vdc   operating temperature  -40 to 85c   capacitance range  0.1f to 1000f   capacitance tolerance    20% at 120hz / 20c   endurance test  2000 hours (see conditions in t est method and performance)     i = 0.01 cv (a) or 3 a whichever is greater for rated voltage  100 v     i = 0.04 cv + 100 (  a) for rated voltage  160 v   leakage current  c = rated capacitance ( f); v = rated voltage (vdc)     (after than d.c. rated working voltage at 20c has been applied for 2 min)                        4 vdc rated voltage - 5 vdc surge voltage   rated capacitance  case size  d.f.  r.c.  l.c.   120 hz 20c  dxl  120 hz 20c  120 hz 85c  20c 2 min.  arcotronics p/n   (f)  (mm)  (tan %)  (ma rms )  (a)   22  4 x 5.4  35  19  3  edk226m004a9baa   33  4 x 5.4  35  26  3  edk336m004a9baa   47  4 x 5.4  35  34  3  edk476m004a9baa   100  5 x 5.4  35  61  4  edk107m004a9daa   220  6.3 x 5.4  35  82  9  EDK227M004A9GAA electrical characteristics impedance z characteristics at 120 hz compensation factor of ripple current (r.c.) vs. frequency compensation factor of ripple current (r.c.) vs. temperature technical data and ordering codes  ?d  l  h  h1  a  b  c  p  4,0  5,4 +0,25/-0,1  5,5 max  4,3 0,2  0,65 0,1  1,8 0,2  0,35 0,2  1,0 0,2  5,0  5,4 +0,25/-0,1  6,5 max  5,3 0,2  0,65 0,1  2,2 0,2  0,35 0,2  1,5 0,2  6,3  5,4 +0,25/-0,1  7,8 max  6,6 0,2  0,65 0,1  2,6 0,2  0,35 0,2  1,8 0,2  6,3  7,7 0,3  7,8 max  6,6 0,2  0,65 0,1  2,6 0,2  0,35 0,2  1,8 0,2  8,0  6,2 0,3  9,5 max  8,3 0,2  0,65 0,1  3,4 0,2  0,35 0,2  2,0 0,2  8,0  10,2 0,3  10 max  8,3 0,2  0,90 0,2  3,4 0,2  0,70 0,2  3,4 0,2  10,0  10,2 0,3  13 max  10,3 0,2  0,90 0,2  3,5 0,2  0,70 0,2  4,6 0,2  12,5  13,5 0,5  15,2 max  12,8 0,2  1,25 0,2  4,9 0,2  1,0 0,2  4,6 0,2  12,5  16,0 0,5  15,2 max  12,8 0,2  1,25 0,2  4,9 0,2  1,0 0,2  4,6 0,2  16,0  16,5 1.0  18,7 max  16,3 0,2  2,0 0,2  5,8 0,2  1,0 0,2  6,0 0,2   rated voltage (vdc)  4  6.3  10  16  25  35  50  63  100  160  200  250  400  450   z (-25c) / z (20c)  7  4  3  2  2  2  2  2  2  3  3  3  6  6   z (-40c) / z (20c)  15  8  6  4  4  3  3  3  3  6  6  6  10  10   rated voltage  60 hz  120 hz  1 khz  10 khz   4 to 100 vdc   0.80  1.00  1.15  1.25   160 to 450 vdc   0.70  1.00  1.40  1.60   rated voltage  50c  75c  85c   4 to 100 vdc   1.36  1.25  1.00   160 to 450  vdc  1.60  1.25  1.00

   arcotronics 26 edk  aluminium electrolytic capacitors 09/2006 smd surface mount lead terminals C general purpose 85c / 2000 h                       10 vdc rated voltage - 13 vdc surge voltage      rated capacitance  case size  d.f.  r.c.  l.c.   120 hz 20c  dxl  120 hz 20c  120 hz 85c  20c 2 min.  arcotr onics p/n   ( f)  (mm)  (tan %)  (ma rms )  (a)   15  4 x 5.4  30  23  3  edk156m010a9baa   22  4 x 5.4  30  28  3  edk226m010a9baa   33  4 x 5.4  30  29  3  edk336m010a9baa   33  5 x 5.4  20  43  3  edk336m010a9daa   47  5 x 5.4  30  43  5  edk476m010a9daa   100  6.3 x 5.4  26  70  10  edk107m010a9gaa   220  6.3 x 7.7  26  220  22  edk227m010a9haa   220  8 x 6.2  26  250  22  edk227m010a9laa   330  8 x 10.2  26  330  33  edk337m010a9maa   470  10 x 10.2  26  400  47  edk477m010a9paa                       16 vdc rated voltage - 20 vdc surge voltage     rated capacitance  case size  d.f.  r.c.  l.c.   120 hz 20c  dxl  120 hz 20c  120 hz 85c  20c 2 min.  arcotr onics p/n   ( f)  (mm)  (tan %)  (ma rms )  (a)   4.7  4 x 5.4  16  20  3  edk475m016a9baa   10  4 x 5.4  16  28  3  edk106m016a9baa   22  4 x 5.4  26  27  4  edk226m016a9baa   22  5 x 5.4  16  39  4  edk226m016a9daa   33  5 x 5.4  26  45  5  edk336m016a9daa   33  6.3 x 5.4  16  66  5  edk336m016a9gaa   47  6.3 x 5.4  16  70  8  edk476m016a9gaa   100  6.3 x 5.4  20  70  16  edk107m016a9gaa   150  6.3 x 7.7  26  109  24  edk157m016a9haa   220  6.3 x 7.7  20  215  35  edk227m016a9haa   220  8 x 10.2  20  280  35  edk227m016a9maa   330  10 x 10.2  20  380  53  edk337m016a9paa   470  8 x 10.2  20  365  75  edk477m016a9maa   470  10 x10.2  20  420  75  edk477m016a9paa                        6.3 vdc rated voltage - 8 vdc surge voltage     rated capacitance  case size  d.f.  r.c.  l.c.   120 hz 20c  dxl  120 hz 20c  120 hz 85c  20c 2 min.  arcotr onics p/n   ( f)  (mm)  (tan %)  (ma rms )  (a)   22  4 x 5.4  26  20  3  edk226m6r3a9baa   33  5 x 5.4  26  22  3  edk336m6r3a9daa   47  5 x 5.4  26  46  3  edk476m6r3a9daa   100  6.3 x 5.4  26  71  6  edk107m6r3a9gaa   220  8 x 6.2  35  250  14  edk227m6r3a9laa   330  8 x 6.2  35  300  21  edk337m6r3a9laa   470  8 x 10.2  35  380  30  edk477m6r3a9maa   680  10 x 10.2  35  458  43  edk687m6r3a9paa   1000  10 x 10.2  35  700  63  edk108m6r3a9paa

   arcotronics 27 edk  aluminium electrolytic capacitors 09/2006 smd surface mount lead terminals C general purpose 85c / 2000 h                     25 vdc rated voltage - 32 vdc surge voltage      rated capacitance  case size  d.f.  r.c.  l.c.   120 hz 20c  dxl  120 hz 20c  120 hz 85c  20c 2 min.  arcotr onics p/n   ( f)  (mm)  (tan %)  (ma rms )  (a)   1  4 x 5.4  16  9  3  edk105m025a9baa   2.2  4 x 5.4  16  14  3  edk225m025a9baa   4.7  3 x 5.4  16  11  3  edk475m025a9aaa   4.7  4 x 5.4  14  22  3  edk475m025a9baa   10  5 x 5.4  14  28  3  edk106m025a9daa   22  5 x 5.4  14  45  5  edk226m025a9daa   22  6.3 x 5.4  14  55  6  edk226m025a9gaa   33  6.3 x 5.4  14  65  8  edk336m025a9gaa   47  6.3 x 5.4  20  70  12  edk476m025a9gaa   47  8 x 6.2  16  96  12  edk476m025a9laa   68  6.3 x 7.7  20  95  17  edk686m025a9haa   100  6.3 x 7.7  16  135  25  edk107m025a9haa   100  8 x 6.2  16  145  25  edk107m025a9laa   100  8 x 10.2  16  180  25  edk107m025a9maa   220  8 x 10.2  16  300  55  edk227m025a9maa   220  10 x 10.2  16  310  55  edk227mo25a9paa   330  10 x 10.2  16  350  82  edk337m025a9paa   470  10 x 10.2  16  450  117  edk477m025a9paa                         35 vdc rated voltage - 44 vdc surge voltage      rated capacitance  case size  d.f.  r.c.  l.c.   120 hz 20c  dxl  120 hz 20c  120 hz 85c  20c 2 min.  arcotr onics p/n   ( f)  (mm)  (tan %)  (ma rms )  (a)   2.2  4 x 5.4  12  8  3  edk225m035a9baa   3.3  4 x 5.4  12  10  3  edk335m035a9baa   4.7  4 x 5.4  12  22  3  edk475m035a9baa   10  5 x 5.4  12  30  4  edk106m035a9daa   22  5 x 5.4  14  47  8  edk226m035a9daa   22  6.3 x 5.4  12  60  8  edk226m035a9gaa   33  8 x 6.2  14  130  12  edk336m035a9laa   47  6.3 x 5.4  14  135  16  edk476m035a9gaa   47  8 x 6.2  14  165  16  edk476m035a9laa   100  6.3 x 7.7  14  145  35  edk107m035a9haa   100  10 x 10.2  14  210  35  edk107m035a9paa   220  10 x 10.2  14  310  77  edk227m035a9paa   330  10 x 10.2  14  380  115  edk337m035a9paa                     50 vdc rated voltage - 63 vdc surge voltage      rated capacitance  case size  d.f.  r.c.  l.c.   120 hz 20c  size dxl  120 hz 20c  120 hz 85c  20c 2 min.  arcotr onics p/n   ( f)  (mm)  (tan %)  (ma rms )  (a)   0.1  4 x 5.4  12  1  3  edk104m050a9baa   0.22  4 x 5.4  12  2  3  edk224m050a9baa   0.33  4 x 5.4  12  3  3  edk334m050a9baa   0.47  4 x 5.4  12  5  3  edk474m050a9baa   1  4 x 5.4  12  10  3  edk105m050a9baa   2.2  4 x 5.4  12  16  3  edk225m050a9baa   3.3  4 x 5.4  12  16  3  edk335m050a9baa   4.7  4 x 5.4  12  20  3  edk475m050a9baa   4.7  5 x 5.4  12  23  3  edk475m050a9baa   10  6.3 x 5.4  12  35  5  edk106m050a9gaa   22  8 x 6.2  12  110  11  edk226m050a9laa   33  8 x 10.2  12  120  16.5  edk336m050a9maa   47  6.3 x 7.7  12  98  23.5  edk476m050a9haa   47  10 x 10.2  12  130  23.5  edk476m050a9paa   100  8 x 10.2  12  165  50  edk107m050a9maa   100  10 x 10.2  12  190  50  edk107m050a9paa   220  10 x 10.2  12  300  110  edk227m050a9paa

   arcotronics 28 edk  aluminium electrolytic capacitors                       160 vdc rated voltage - 200 vdc surge voltage      rated capacitance  case size  d.f.  r.c.  l.c.   120 hz 20c  dxl  120 hz 20c  120 hz 85c  20c 2 min.  arcotronics p/n   (f)  (mm)  (tan %)  (ma rms )  (a)   33  12.5 x 13.5  20  240  310  edk336m160a9raa   47  12.5 x 16  20  370  400  edk476m160a9saa   68  16 x 16.5  20  500  540  edk686m160a9t aa                       200 vdc rated voltage - 250 vdc surge voltage      rated capacitance  case size  d.f.  r.c.  l.c.   120 hz 20c  dxl  120 hz 20c  120 hz 85c  20c 2 min.  arcotronics p/n   (f)  (mm)  (tan %)  (ma rms )  (a)   22  12.5 x 13.5  20  240  280  edk226m200a9raa   33  12.5 x 16  20  310  370  edk336m200a9saa   47  16 x 16.5  20  340  480  edk476m200a9t aa   68  16 x 16.5  20  340  650  edk686m200a9taa                       250 vdc rated voltage - 300 vdc surge voltage      rated capacitance  case size  d.f.  r.c.  l.c.   120 hz 20c  dxl  120 hz 20c  120 hz 85c  20c 2 min.  arcotronics p/n   (f)  (mm)  (tan %)  (ma rms )  (a)   10  12.5 x 13.5  20  150  200  edk106m250a9raa   22  12.5 x 13.5  20  150  320  edk226m250a9raa   33  12.5 x 16  20  240  430  edk336m250a9saa   47  16 x 16.5  20  340  570  edk476m250a9taa                       400 vdc rated voltage - 450 vdc surge voltage      rated capacitance  case size  d.f.  r.c.  l.c.   120 hz 20c  dxl  120 hz 20c  120 hz 85c  20c 2 min.  arcotronics p/n   (f)  (mm)  (tan %)  (ma rms )  (a)   4.7  12.5 x 13.5  25  120  180  edk475m400a9raa   10  12.5 x 13.5  25  120  260  edk106m400a9raa   22  16 x 16.5  25  140  460  edk226m400a9t aa   33  16 x 16.5  25  140  630  edk336m400a9taa                       450 vdc rated voltage - 500 vdc surge voltage      rated capacitance  case size  d.f.  r.c.  l.c.   120 hz 20c  dxl  120 hz 20c  120 hz 85c  20c 2 min.  arcotronics p/n   (f)  (mm)  (tan %)  (ma rms )  (a)   4.7  12.5 x 13.5  25  120  180  edk475m450a9raa   10  12.5 x 16  25  130  280  edk106m450a9saa   22  16 x 16.5  25  140  500  edk226m450a9t aa                                                         63 vdc rated voltage - 79 vdc surge voltage      rated capacitance  case size  d.f.  r.c.  l.c.   120 hz 20c  dxl  120 hz 20c  120 hz 85c  20c 2 min.  arcotronics p/n   (f)  (mm)  (tan %)  (ma rms )  (a)   4.7  6.3 x 5.4  18  20  3  edk475m063a9gaa   10  6.3 x 5.4  18  20  6  edk106m063a9gaa   22  8 x 10.2  18  30  14  edk226m063a9maa   33  8 x 10.2  18  30  21  edk336m063a9maa   47  8 x 10.2  18  30  30  edk476m063a9maa   100  10 x 10.2  18  60  63  edk108m065a9paa                                                        100 vdc rated voltage - 125 vdc surge voltage      rated capacitance  case size  d.f.  r.c.  l.c.   120 hz 20c  dxl  120 hz 20c  120 hz 85c  20c 2 min.  arcotronics p/n   (f)  (mm)  (tan %)  (ma rms )  (a)   3.3  8 x 10.2  18  30  3  edk335m100a9maa   4.7  8 x 10.2  18  50  5  edk475m100a9maa   10  6.3 x 7.7  18  40  10  edk106m100a9haa   10  8 x 10.2  18  55  10  edk106m100a9maa   22  10 x 10.2  18  60  22  edk226m100a9paa   33  10 x 10.2  18  65  33  edk336m100a9paa smd surface mount lead terminals C general purpose 85c / 2000 h statements of suitability for certain applications are based on our knowledge of typical operating conditions for such applic ations, but are not intended to constitute     and we specifically disclaim     any warranty concerning suitabi lity for a specific customer application or use. this information is intended for use only by customers who  have the requisite experience and capability to determine the correct products for their application. any technical advice in ferred from this inform ation or otherwise  provided by us with reference to the use of our products is given gratis, and we assume no obligation or liability for the ad vice given or results obtained.  




		


		
			

			▲Up To 
				Search▲    



		 
	
Price & Availability of EDK227M004A9GAA 
	[image: ]
	
			


	


	
			
		


				
	
				All Rights Reserved © 
				IC-ON-LINE 2003 - 2022  



	



	
			[Add Bookmark] [Contact 
				Us] [Link exchange] [Privacy policy]
	
				Mirror Sites :  [www.datasheet.hk]   
				[www.maxim4u.com]  [www.ic-on-line.cn] 
				[www.ic-on-line.com] [www.ic-on-line.net] 
				[www.alldatasheet.com.cn] 
				[www.gdcy.com] 
				[www.gdcy.net]





	

	


.
.
.
.
.




		 	We use cookies to deliver the best possible 
	web experience and assist with our advertising efforts. By continuing to use 
	this site, you consent to the use of cookies. For more information on 
	cookies, please take a look at our 
	Privacy Policy.	
	X




 
 























