

	
			
			
			[image: ]	

	
				
			 
				
			
				
	
		
			
	 
	Part Number	Hot Search : 
			

						AN885			00PAG			120CA			OPB848TX			106K0			68HC705			CMO5CMD			H83397			

			
	
	Product Description

			
	
	Full Text Search




				


		
		
		


			




			
				 	
				To Download 
				DTA123JCA Datasheet File

	
				 
				If you can't view the 
				Datasheet, Please click here to try to view without PDF Reader .	
				 



[image: ]


			
				
					





				　



			 



	

	



		



			
				


				


			



		
 
		





		  Datasheet File OCR Text:


		                                                                                transistor(pnp)     features  1)  built-in bias resistors enable the c onfiguration of an  inverter circuit  without connecting external input  resistors(see equivalent circuit).  2)  the bias resistors cons ist of thin-film resistors with complete isolation  to allow  positive  biasing of the input. they also have the advantage of  almost completely eliminating parasitic effects.  3)  only the on/off conditions need to  be set for operation, making device  design easy.      pin connenctions and marking                   sot-523  sot-323  sot-23  to-92s  sot-23  sot-23-3l  dta123je  dta123jua  dta114eca  DTA123JCA  dta123jka  dta123jsa  addreviated symbol: 132  addreviated symbol: e32  addreviated symbol: e32  addreviated symbol: e32                                                                                                                                                                                                                                          dta123je/dta123jua/  dta123jka/DTA123JCA/dta123jsa               1  date:2011/05 www.htsemi.com semiconductor jinyu

 absolute maximum ratings(ta=25  )   limits (dta123j    )  parameter symbol  e ua ka ca sa  unit supply voltage  v cc  -50 v  input voltage  v in  -12~+5 v  i o  -100  output current  i c(max)  -100  ma  power dissipation  pd 150 200 300 mw  junction temperature  tj 150     storage temperature  tstg -55~150     electrical characteristics (ta=25  )  parameter symbol min. typ max. unit  conditions  v i(off)     -0.5  v cc =-5v, i o =-100a  input voltage  v i(on)  -1.1      v  v o =-0.3v, i o =-5 ma   output voltage  v o(on)   -0.1 -0.3 v  i o /i i =-5ma/-0.25ma  input current  i i    -3.6 ma  v i =-5v  output current  i o(off)     -0.5 a  v cc =-50v, v i =0  dc current gain  g i  80        v o =-5v, i o =-10ma  input resistance  r 1  1.54 2.2 2.86 k ?  -  resistance ratio  r 2 /r 1  17  21  26    -  transition frequency  f t   250  mhz v o =-10v, i o =-5ma, f=100mhz typical characteristics                                                                                                       2  date:2011/05 www.htsemi.com semiconductor jinyu                                                                                                                                                                                                                                         dta123je/dta123jua/  dta123jka/DTA123JCA/dta123jsa  
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