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		  Datasheet File OCR Text:


		    gt605g ~ gt610g 6 a mp glass passivated quick connect rectifier 6 amp glass passivated qu ick connect  rectifier                             features  ?   packag e  sui t able  for ass e mbl y   ?  glass  p a ssivated  junction  ?   high current capability  ?   pla s ti c pa cka ge has u n d e rwrite rs lab o rato r y   f l a mmab ility  classificatio n  94 v - o  ?  ro hs   co mpl i ant  mechanical data  cas e :  pplastic transf e r mold ed   te rmina ls :  plated 0.2 5 ? fa st on terminals   polarity :  cathod e en d in dicate d b y  c o l o r band  weight:  3.37 gram  maximum ratings & electrical characteristics  ( t  am b i ent =25o c un les s  note d )   sy mbol   de sc ription  gt  605g  gt  61 g gt  62 g gt  64 g gt  66 g gt  68 g gt  61 0 g   unit   condit i ons   v rrm   max .  rec u rrent peak  revers e volta ge  5 0   1 0 0   2 0 0   4 0 0   600 8 0 0   100 0   v       v rms   max. rms volt age  35  70  1 4 0   2 8 0   420 560  700  v     v dc   max. dc bl ock i ng vo ltag e  50  100  200  400  600 800  100 0  v     6 . 0   t a = 6 0  c   i f( a v )   max. aver age  f o r w a r d  rectifie d curre nt  22  a  t l = 60c  i fsm   peak f o r w ar d surge c u rrent    400  a   8.3ms sing le  h a lf  sine- w a ve on   rated lo ad  v f   max. instanta n eous f o r w a r d  voltag e   1 . 0   v   i f  at 6.0 a  i r   max .  dc reverse current   10   a   at rated  v rrm   c j   t y pic a l ju nctio n  cap a cita nce    150  pf   at  f= 1.0  m h z  an d  v r = 4. 0   v o lts   r  -j a   maximum t hermal  resistance  2 0      c/w       t j, t st g   operatin g junc tion an d  storage t e mperature r a n g e   -55 to 150     c     rev b / ww       taitron componen t s incorporated   www.taitr o ncomponents.com   page 1 of 3  tel:      (800) - 24 7 - 22 32  (800) - taitron (661) - 25 7 - 60 60    fax:  (800)-taitf ax    (800)-82 4 -83 2 9   (661)-25 7 -64 15 

 6  a mp glass p assivated q uick connect r ectifier gt605g ~ gt610g   ty pical characteristics curves                           number of cy cl es at 60hz   fig.2- max. non - re pe titiv e  for w a rd  surge cur r e n t     i fsm   pe ak forward surge current  (a)      tempera t ure  (  c )  fig.1- for w a rd curre nt  derating  curv e   i av   av era g e f o rward  rectified  cu rren t   ( a )                                              instan tan e o u s for w a r d  voltage ( v )   fig.3- t y pica l instanta ne ous for w a rd   char acteristi cs   ins t a n ta ne ous  forwa rd   current  (a )                  percentage o f  peak  rev e rse voltage  ( % )            fig.4- ty p i cal re v e rse cha r ac ter i stics  in stan tan e o u s  reve rse   cu rr en t  (  a )                                       rev b / ww     www.taitroncomponents.co m   page 2 of 3
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