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		  Datasheet File OCR Text:


		  ?  meets mil-std-1553 applications ?  single ratio (see schematic), thru-hole package  ?  level c  - for high reliability commercial and      industrial applications ?  also available in level m and t (see website) ?  package a is 4-lead; package b is 6-lead (center tap)  ?  applicable specifcations:     mil-std-1553b     mil-std-202     iso 9001:2008 product performance is limited to specifed parameter. data is subject to change without prior notice. summa ry p e rf orma nce  spe cif ica tions  impedance (see talbel below)  droop 20%  overshoot  1v max  common mode reject (cme) 45db  frequency range (no load) 75khz to 1 mhz  operating temperature range -55c to 130 c  weight 5grams  insulation resistance 10k m w @250vdc  dielectirc withstanding voltage 100vrms data bus interface  pulse transformer 13200 estrella ave., bldg. b       tel: (310) 325-1043         www.mpsind.com gardena, ca 90248         fax: (310) 325-1044         sales@mpsind.com gc300x 0903al elect rical specificat ion @ 25c mps military turns ratios dcr inpedance dimension part number designation 3% w  max w min number pri: sec gc3005 m21038/27-05c 1 : 1.41 1-2  2.2 4-3  2.7 4-3  3k a gc3006 m21038/27-06c 1ct : 1ct 1-5  2.5 6-2  2.8 6-2  3k b gc3007 m21038/27-07c 1ct : 1.41ct 1-5  2.2 6-2  2.7 6-2  3k b gc3008 m21038/27-08c 1ct : 1.661ct 1-5  1.5 6-2  2.4 6-2  3k b gc3009 m21038/27-09c 1ct : 2ct 1-5  1.3 6-2  2.6 6-2  3k b gc3028 m21038/27-28c 1ct : 1.5ct 1-3  0.9 6-2  2.5 6-2  3k b gc3029 m21038/27-29c 1ct : 1.79ct 1-5  0.9 6-2  2.5 6-2  3k b gc3030 m21038/27-30c 1ct : 2.5ct 1-5  1.0 6-2  2.8 6-2  3k b

 product performance is limited to specifed parameter. data is subject to change without prior notice. gx300x 0903 al dimensions unless otherwise specifed, all tolerances are: inch: .xx :  0.010   .xxx : 0.003 mm: x,x :  0,254   x,xx : 0,076 dimension  a                                              dimension  b data bus interface  pulse transformer 13200 estrella ave., bldg. b       tel: (310) 325-1043         www.mpsind.com gardena, ca 90248         fax: (310) 325-1044         sales@mpsind.com 0.400  [10.160] 0.200  [5.080] 0.50  [12.70] max 0.340  [8.636] 2                                4                                      1                                3 0.35  [8.89] max ?0.020 [?0.508] 0.25  [6.35] max mps m21038/27-xxx gx30xx dc 0.100  [2.540] 0.200  [5.080] 0.400  [10.160] 0.50  [12.70] max 0.340  [8.636] 5                                6 3                                4 1                                2 0.35  [8.89] max ?0.020 [?0.508] 0.25  [6.35] max mps m21038/27-xxx gx30xx dc 1 3 4 2 pri : sec 1 3 2 4 5 6 pri : sec
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