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		  Datasheet File OCR Text:


		  crystal filter antenna filter cf22 _071105_d170 _e1 mm AF10-12D af10-24d AF10-12D af10-24d model nominal  frequency range  (khz) 40 to 80 110 to 170 ripple (db) 1 2 1 2 insertion loss (insertion attenuation)  (db) 4 4 6 6 terminating  impedance ( // pf) 50 // 0 50 // 0 50 // 0 50 // 0 package  type d-170 d-170 d-170 d-170 3db passband  width 6 12 6 12 20db stop bandwidth 25 50 25 50 operating  temperature  range (c) C10 to +50 C10 to +50 C10 to +50 C10 to +50 AF10-12D af10-24d model guaranteed attenuation 200 khz max. and 20 db or more 500 khz max. and 10 db or more 201 g51 541 401 480.5 2C3 151 60.5 d-170 with two plugs (g53-1) attached (a) (b) (a) (b) C30 C20 C10 0 10 20 30 (khz) (khz) C400 C200 0 200 400 (db) 40 30 20 10 (b) (a) attenuation frequency range 40 mhz or more and less than 50 mhz 50 mhz or more and less than 60 mhz 60 mhz or more and less than 70 mhz 70 mhz or more and less than 80 mhz 110 mhz or more and less than 170 mhz 40 mhz or more and less than 80 mhz 110 mhz or more and less than 170 mhz model AF10-12D af10-24d code for placing an order AF10-12D-[   ]m-fn15-311 AF10-12D-[   ]m-fn15-312 AF10-12D-[   ]m-fn15-307 AF10-12D-[   ]m-fn15-308 AF10-12D-[   ]m-fn15-491 af10-24d-[   ]m-fn15-091 af10-24d-[   ]m-fn15-436 specify a frequency in mhz in the brackets. n  dimensions n  features this compact crystal filter for small antennas has been developed to remove  interference caused by nonlinearity of a receiver and has low insertion loss across a  wide frequency range. l  it can be manufactured for a wide frequency range from 40 to 280 mhz. l  compact and light. l  low insertion loss. l  excellent temperature characteristics. n  specifications n  characteristics n  list of codes for placing an order
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