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		  Datasheet File OCR Text:


		  metallized polyester film capacitor-ac-mfa   suntan ?   non-inductive, coated with epoxy resin or flame retardant epoxy power    TS02A   f e a t u r e s  ?  high reliability with self-healing performance  ?  high moisture resistance  ?  competitive price  ?  high capacitance stability  ?  recomendable for high frequency circuit use  ?  possibility production of special specifications      specifications capacitance range  capacitance tolerance  temperature range   rated voltage   insulation resistance   dissipation factor   dielectric strength   0.01 to + 4.7 mfd   5%,   10%,   20%   -40   to +85    ac 250v   2,000 m ?   1% max.  at 1khz   175% of rated voltage for 5sec.     vac  mfd   code l  h  t  p  d  vac mfd  code l h t p  d  0.01  103  12  7  4  10  0.6  0.56  564  23  16.5  11  20  0.8  0.015 153  12 8  5 10  0.6   0.68 684  23 19.5 11  20  0.8   0.018  183  12  9  5  10  0.6   0.82  824  23  21  11  20  0.8   0.022 223  12 9  5 10  0.6   1.0 105  26 21.5 13.5 22.5  0.8   0.027  273  12  9  5  10  0.6   1.5  155  30  24  14  26.5  0.8   0.033 333  12.5 10 6 10  0.6   1.8 185  30 26 15 26.5  0.8   0.039  393  12.5  11  7  10  0.6   2.2  225  30  27  17  26.5  0.8   0.047 473  12.5 11 7 10 0.6  2.7 275  30 29 19 26.5  0.8   0.056  563  12.5  12  7  10  0.8  3.3  335  35  33  19  31.5  0.8   0.068 683  13 12 7 10  0.8   3.9 395  35 31 21 31  0.8   0.082  823  13  12  8  10  0.8   4.7  475  35  34  22  31  0.8   0.1 104  17 12 6 15  0.8             0.15  154  18  14  7  15  0.8             0.18 184  18 14 8 15  0.8             0.22  224  18  16  8  15  0.8             0.27 274  18 16 9 15  0.8             0.33  334  18  17  9  15  0.8             0.39 394  23 15 9 20  0.8             0.47  474  23  16  10  20  0.8             note: specification are subject to change without notic e. for more detail and update, please visit our website.        suntan ?   technology company limited     website: www.suntan.com.hk      email: info@suntan.com.hk      tel: (852) 8202 8782      fax: (852) 8208 6246  
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