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		  Datasheet File OCR Text:


		    dim.a 1.25 [ 31.75 ]   catalog p/n: 860l-860-xxx01yy   see tables  notes: unless otherwise specified      1. material:             cable boot: buna n rubber             patch plug:             body, contact: brass per astm b16              insulator: teflon per astm d1710               ferrule: commercial bronze, astm b135 or astm b36      2. finish specifications:              body: .000100min nickel per ams-qq-n-290                          over copper flash per astm b734 (rohs)               contact:  .000030 min. gold per astm b488, over nickel per ams-qq-n-290 (rohs)              others : .000050 min nickel per  mil-c-26074 over .000050 min copper per astm b734 (rohs)      3. for use with belden 1855a and gepco vdm230 or equivalent.          4. electrical specifications:               nominal impedance: 75 ohms               frequency range: dc to 4.5 ghz      5. compliant to smpte 424m (3g-sdi) specification. part number dim a   1.25 860l-860-01201yy 12.00 860l-860-02401yy 24.00 860l-860-03601yy 36.00 860l-860-04801yy 48.00 860l-860-06001yy 60.00 860l-860-07201yy 72.00 860l-860-12001yy 120.00 860l-860-30001yy 300.00 yy color 01 brown 02 red 03 orange 04 yellow 05 green 06 blue 07 violet 08 grey 09 white 10 black a   mini digital a/v patch cable assembly dcam kpl 07/09/12 by date appd er042624 description b rev 03/28/11 wpm date approved xx/xx/xx xxx date approved 03/28/11 dcam date approved 03/25/11 cy date drawn customer  sales drawing per asme y14.5m-1994 unless otherwise specified: dimensions are in inches [mm] tolerances: decimal: .xx [x.x]  .01 [0.3]                   .xxx [x.xx]  .005 [0.13]                   .xxxx [x.xxx]  .xxxx angles:  2                          scale: 1:1         sht rev of b 1 1 sd860l-860-xxx01yy winchester electronics corporation 62 barnes industrial road north wallingford, connecticut  06492 third angle dmf026  b
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