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		  Datasheet File OCR Text:


		        series am sr b -78-z   up to 7.5watt | dc - dc converter     www.aimtec.com     tel: + 1   514  620 2722   toll free:  +  1 888 9 aimtec           (924 6832)   f 051e r12 .e   1   of  4     n orth america only         features:   ?   no  h eatsink  r equired   ?     operating temperature  - 40c to +85 c   ?   3 pin sip  p ackage   ?   very high efficiency up to 9 4 %   ?   non - i solated   ?   pin compatible to multiple manufacturers   ?   low ripple and noise   ?   extra low no load current   ?   highly  regulated  o utputs   ?   very h igh switching frequency   ?   rohs  c ompliant     models   single output     model   input  voltage (v)   output voltage   (v)   output  current max   (ma)   efficiency   vin max   (%)   efficiency   vin min   (%)   max  capacitive  load   amsrb - 78 3. 3 z   4.5   ~  28   3.3   500   75   89   100f   amsrb - 78 05z   7   ~  28   5   500   80   92   100f   amsrb - 78 12z   14   ~  28   12   500   90   94   100f   amsrb - 78 15z   17   ~  28   15   500   92   94   47f   note: all specifications  in this datasheet  are measured at an ambient temperature of 25c, humidity       series am sr b -78-z   up to 7.5watt | dc - dc converter     www.aimtec.com     tel: + 1   514  620 2722   toll free:  +  1 888 9 aimtec           (924 6832)   f 051e r12 .e   2   of  4     n orth america only     general specifications   (continued)   param eters   conditions   typical   maximum   units   humidity       95   %   case material   non - conductive black plastic (ul94v - 0 rated)   weight   1.8   g   dimensions  (l x w x h)   0.4 6   x 0. 29   x 0.40 inches     11. 68   x 7. 5 0   x 10. 15   mm   mtbf    >  4   000   000 hrs (mil - hdbk - 217f, ground be nign,  t=+25   o c)   soldering t emperature   1.5 mm from case for 10 sec     260   o c     safety specifications   parameters   agency approvals   ce,  en 55022, en 55024   standards   electrostatic discharge immunity   iec 61000 - 4 - 2   rf, electromagnetic field immunity   iec 61000 - 4 - 3   electrical fast transient/burst immunity   iec 61000 - 4 - 4   surge immunity   iec 61000 - 4 - 5   rf, conducted disturbance immunity   iec 61000 - 4 - 6   power frequency magnetic field immunity   iec 61000 - 4 - 8           standard application circuit                          external c apacitor values   model number   c1   (ceramic capacitor)   c2   (ceramic capacitor)   amsrb - 7805z   22 uf/50v   47 uf/16v                                   amsrb -78-z c 1 + v input ground c 2 + v output 1 2 3   ground

       series am sr b -78-z   up to 7.5watt | dc - dc converter     www.aimtec.com     tel: + 1   514  620 2722   toll free:  +  1 888 9 aimtec           (924 6832)   f 051e r12 .e   3   of  4     n orth america only     derating     - 20 0 20 40 60 80 100 100 80 60 40 20 0 70 o c safe operating area - 25 85   free air convection ambient temperature  o c   amsrb-7803z &  AMSRB-7805Z o c 65 amsrb-7812z &  amsrb-7815z       dimensions   11.68 (0.46) 5.08 (0.20) 2.54 (0.10) 7.50 (0.29) printed       face 0.50 (0.02) 0.50 (0.02) 0.25 (0.01) 2.00 (0.08) 7.50 (0.29) 10.15 (0.40) 9.65 (0.38) 4.10 (0.16) 0.50 (0.02) notes: all dimensions are typical in  millimeters  (inches ) 1. pin diameter : 0.50.05 (0.020.002) 2. pin pitch tolerance : 0.35 (0.014) 3. case tolerance : 0.5(0.02)  

       series am sr b -78-z   up to 7.5watt | dc - dc converter     www.aimtec.com     tel: + 1   514  620 2722   toll free:  +  1 888 9 aimtec           (924 6832)   f 051e r12 .e   4   of  4     n orth america only         emi & ems class b solution circuit   pin out spec ifications         pin   positive output   1   +v input   2   ground   3   +v output                                                                         note: 1.   datasheets are updated as needed and as such, specifications are subject to change without notice.     once printed or downloaded, datasheets are   no longer controlled  by aimtec; refer to www.aimtec.com for the most current product specifications.    2.   product labels shown, including safety agency certifications on labels, may vary based on the  date manufactured.   3.   mechanical drawings and specifica tions are for reference only.    4.   all specifications are measured at an ambient temperature of 25c, humidity
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