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		  Datasheet File OCR Text:


		  a 0.40 to 1.60mm (.016 to .063") pitch pcb and wire connectors mx07 a-31 1.00mm (.039") pitch  slimstack ? board-to-board  receptacle  52602  smt, dual row vertical stacking features and benefts  	 stacking 	heights:	20.0mm	  	 sizes 	24	to	140	circuits  	 leaf-style 	design	protects	pins	  	 anti-flux 	design	  	 low 	insertion	force  	 polarization	pegs	assist	placement	 reference information  packaging:	 tube	 mates	with:	53397	and	53408	 designed	in:	millimeters	 electrical  voltage: 	100v	 current:	0.5a	 contact	resistance:	70	milliohms	max.		 dielectric	withstanding	 voltage:	200v	ac	 insulation	resistance:	1000	megohms	min.	 physical  housing:	white	glass-filled	 lcp,	ul	 94v-0	 contact:	phosphor	bronze	 plating:	gold	(0.25 m m	min.)	over	nickel	 operating	 temperature:	-55	to	+85?c	 circuits  order no.  lead-free 		24	 52602-027 9 yes 		50	 52602-057 9 		60	 52602-067 9 120	 52602-127 9 140	 52602-147 9 note:	contact	molex	for	embossed	tape	specifications note:	use	only	one	connector	per	daughterboard	in	order	to	insure	proper	mating	alignment www.molex.com/product/bb/slimstack.htm l 1.00mm (.039") pitch  slimstack ? board-to-board  plug 53408  smt, dual row vertical stacking features and benefts  	 stacking 	heights:	18.0,	20.0mm	  	 sizes 	24	to	140	circuits  	 leaf-style 	design	protects	pins	  	 antiflux 	design	  	 low 	insertion	force  	 polarization	pegs	assist	placement	 reference information  packaging:	 tube	 mates	with:		 52584	(h=18.0mm) 	 52602	(h=20.0mm) designed	in:	millimeters electrical  voltage: 	100v	 current:	0.5a	 contact	resistance:	70	milliohms	max.	 dielectric	withstanding	 voltage:	200v	ac	 insulation	resistance:	1000	megohms	min.	 physical  housing:	white	glass-filled	 lcp,	ul	 94v-0	 contact:	phosphor	bronze	 plating:	gold	(0.25 m m)	over	nickel	 operating	 temperature:	-55	to	+85?c	 circuits  order no.  lead-free 		24	 53408-027 9 yes 		50	 53408-057 9 		60	 53408-067 9 		80	 53408-087 9 100	 53408-107 9 120	 53408-127 9 140	 53408-147 9 note:	contact	molex	for	embossed	tape	specifications note:	use	only	one	connector	per	daughterboard	in	order	to	insure	proper	mating	alignment
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