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		  Datasheet File OCR Text:


		  note: all specifications are subject to change without notice. 11-1 11 full-size sbcs (picmg 1.3) features specifications intel? 3rd generation core? i7/i5/i3 lga 1155 processor   intel? b75 chipset   dual-channel ddr3 dimm socket x 2 (up to 16gb)   intel? b75 integrated intel? hd graphics   gigabit ethernet x 2   sata 6.0gb/s x 1, sata 3.0gb/s x 2 (backplane x 2),  cfast?    x 1 com x 2, usb 3.0 x 4, usb 2.0 x 4, lpt x 1   picmg 1.3   atx 2.1 power requirement   full-size sbc with intel? 3rd generation  core? i7/i5/i3 processor packing list system form factor picmg 1.3 full-size sbc processor intel? 3rd generation core? i7/i5/i3 lga 1155 processor system memory 240-pin dual-channel ddr3 1333/1600 dimm socket x 2, up to 16gb chipset intel? b75 graphics intel? b75 integrated intel? hd graphics i/o chipset winbond w83627dhg-p ethernet realtek 8111e 10/100/1000base-tx, rj-45 x 2 on bracket bios ami plug & play spi bios C128 mbits rom digital i/o 8-bit programmable (4-in / 4-out) audio hdac daughter board (optional) mic-in/ line-in/ line-out wake on lan yes watchdog timer 1~255  stepsby   software  programming h/w status monitoring system temp. voltage, and cooling fan status monitoring expansion interface picmg 1.3 battery lithium battery power requirement atx 2.1 board size 13.3 x 5 (339mm x 126mm) gross weight 1.2lb (0.5kg) operation temperature 32 f ~ 140 f (0 c ~ 60 c) storage temperature -4 f ~ 158 f (-20 c ~ 70 c) operation humidity 5% ~ 90% relative humidity, non-condensing mtbf 60,000 consumption (typical) 77w, with intel? core? i7-3770; 3m cache display chipset intel? b75 graphic engine integrated intel? hd graphics resolution up to 2048 x 1536 @ 75hz for crt output interface dvi x 1 on bracket, vga (optional) i/o storage sata 6.0gb/s x 1, sata 3.0gb/s x 2 (backplane x 2), cfast? x 1 serial port com ports x 2 com 1: rs-232, with box header com 2: rs-232/422/485, with box header usb usb3.0 x 4 (internal 10 x 2 pin header x2)  usb2.0 x 4 (onboard dual type-a connector x 2,internal 5 x 2-pin header x 1) (4 usb on backplane) parallel port lpt port x 1 ethernet rj45 w/ led x 2 keyboard/ mouse 4 x 2 pin header x 1 FSB-B75H 1701260307 ?	 flat cable, 9p/db9p male & 25p db25p female, 10p 2mm & 26p 2mm/idc no fold 1701100305 ?	 flat cable, 9p/db9p male, 10p/2.0mm pitch/idc no fold, 30cm with bracket 1709100201 ?	 usb cable, 20cm, 2.0mm pitch, with bracket 1709070460 ?	 sata cable, 1.27mm pitch, 46cm with lock product cd ?	 FSB-B75H ?	 dvi or vga 10/100/1000base-tx lan x 2 usb2.0 x 2 intel? lga1155 socket cfast? sata3.0 gb/s x 2 sata6.0 gb/s x 1 usb3.0 x 4 ddr3 dimm x 2 usb2.0 x 2 

 11-2 dimension unit: mm ordering information FSB-B75H optional accessories tf-per-u01h ?	 hd codec audio daughter board 175920000d ?	 cpu fan + heatsink passive backplane options p/n  description master interface slots power connector, atx extend function tf-bp-214sh-p3e2i6 rackmount, picmg 1.3, 14-slot, backplane, 3 pci, 2 pci-e, 6 isa, single segment, atx picmg 1.3 3/2/6/2 (pci/pci-e/isa/picmg 1.3) atx tf-bp-208rh-p4e3 rackmount, picmg 1.3, 8-slot, backplane, 4 pci, 2 pci-e[x1], 1 pci-e[x16], single segment, atx picmg 1.3 4/2/1 (pci/pci-e [x1]/pci-e [x16]/ picmg1.3)  atx tf-bp-206vh-p4 rackmount, picmg 1.3, 6-slot backplane, 4 pci, single segment, atx picmg 1.3 4/1 (pci/ picmg 1.3) atx tf-bp-206vh-e4 rackmount, picmg 1.3, 6-slot backplane, 4 pci-e, single segment, atx picmg 1.3 4/1 (pci-e/ picmg 1.3) atx tf-bp-206sh-p3 wallmount, picmg 1.3, 6-slot, backplane, 3 pci, 2 pci-e, single segment, atx picmg 1.3 3/2/1 (pci/pci-e/picmg 1.3) atx part number cpu ram fan/fanless display storage lvds lan usb rs-232 rs-232/422/485 expansion slot power temp. FSB-B75H-a10-d socket dimm fan dvi sata 6.0gb/s x 1, sata 3.0gb/s x 2  (backplane x 2), cfast? x 1  gbe x 2 usb 3.0 x 4   usb 2.0 x 4 1 1 picmg 1.3 atx 0c ~ 60c FSB-B75H-a10-v socket dimm fan vga sata 6.0gb/s x 1, sata 3.0gb/s x 2  (backplane x 2), cfast? x 1  gbe x 2 usb 3.0 x 4   usb 2.0 x 4 1 1 picmg 1.3 atx 0c ~ 60c
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