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		  Datasheet File OCR Text:


		  high-reliability power inductors  ml563pka 3316 power inductor core material  ferrite terminations   tin-silver-copper over copper weight   0.95  C 1.25 g ambient temperature  C55c to +105c with i rms current, +105c  to +155c with derated current storage temperature   component: C55c to +155c.    tape and reel packaging: C55c to +80c resistance to soldering heat  max three 40 second refows at  +260c, parts cooled to room temperature between cycles moisture sensitivity level (msl)   1 (unlimited foor life at ML563PKA224MLZ  220  618  727  5.3  6.6  0.50 0.70 0.65  0.53  0.73 ml563pka274mlz  270  819  963  4.6  5.8  0.44 0.54 0.62  0.43  0.62 ml563pka334mlz  330  935  1100  4.4  5.5  0.42 0.48 0.58  0.41  0.57 ml563pka394mlz  390  1105  1300  3.9  4.8  0.41 0.46 0.53  0.38  0.53 ml563pka474mlz  470  1360  1600  3.6  4.3  0.35 0.44 0.48  0.34  0.47   document ml196-1  revised 04/22/11  ? ? coilcraft, inc. 2012 1102  silv er  lak e road car y,  il  60013 phone   800-981-0363 fa x  847-639-1508 email   c ps@coilcraft.com www . coilcraft-cps . com this pr oduct may not be used in medical or hig h risk applications without prior coilcraft appr oval. specifications subject to change without notice. please check our web site for latest infor mation.

 ml563pka series (3316) 3316 power inductor   document ml196-2  revised 04/22/11 irms derating dimensions are in inches  mm -40 -55 -20 02 04 06 08 0 100 160 140 120 ambient  temperature  (c) pe r cent   of  rated rms i 120 110 100 90 80 70 60 50 40 30 20 10 0 25c recommended land p attern 0.060 1,52 0.160 4,06 0.330 8,38 0.400 10,16 0.390 9,91 max 0.225 5,71 max 0.150 3,81 0.120 3,05 typ 0.520 13,21 0.460 11,68 max max 0.360 9.14 min dot indicates star t  ? ? coilcraft, inc. 2012 1102  silv er  lak e road car y,  il  60013 phone   800-981-0363 fa x  847-639-1508 email   c ps@coilcraft.com www . coilcraft-cps . com this pr oduct may not be used in medical or hig h risk applications without prior coilcraft appr oval. specifications subject to change without notice. please check our web site for latest infor mation.
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