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		  Datasheet File OCR Text:


		  211 ? 2009 littelfuse, inc. specifications are subject to change without notice. axial lead & cartridge fuses 471 series please refer to www.littelfuse.com/series/471.html for current information. pico ?   ll > time-lag > 471 series 471 series 471 series,  pico ?  ii, time-lag fuse description agency approvals agency agency file number ampere range e10480 500ma - 5a lr 29862 500ma - 2.5a ps e jet 1896-31007-1001 1a - 5a features electrical characteristics t .pefsbufjoosvti xjuituboe t 4nbmmtj[f t 8jefsbohfpgdvssfou sbujohtbwbjmbcmf 	n"up"
 t 3p)4dpnqmjbou t )bmphfogsffbwbjmbcmf t 8jefpqfsbujoh ufnqfsbuvsfsbohf t -pxufnqfsbuvsf   efsbujoh applications % of ampere  rating opening time 100% )pvst
 min. 200% 4fdpoet
 max. ampere  rating (a) amp  code max voltage  rating  (v) interrupting rating nominal  cold  resistance  (ohms) nominal  melting  i 2 t (a 2  sec) nom voltage  drop   (mv) agency approvals ps e .500 .500 125 bnqfsftbu7"$ boe7%$ 0.189 0.159 xx 1.00  001. 125 0.085 0.722 xxx  1.50  01.5 125 0.054 1.610 xxx  2.00  002. 125 0.039 2.500 xxx  2.50  02.5 125 0.030 4.390 xxx  3.00  003. 125 0.023 6.960 xx 4.00  004. 125 0.012 10.600 xx  5.00  005. 125 0.008 15.400 xx electrical characteristics 5if4fsjft1*$0 ? **5jnf-bh'vtfjteftjhofegps bqqmjdbujpotuibusfrvjsfnpefsbufjoosvtixjuituboe boejtjobtqbdftbwjohtvcnjojbuvsfqbdlbhf t 'mbuoqbofmejtqmbz57 t -$%npojups t -jhiujohtztufn t .fejdbmfrvjqnfou t *oevtusjbmfrvjqnfou ps e revised: july 27, 2011

 introduction to circuit protection introduction to circuit protection transientology 212 ? 2009 littelfuse, inc. specifications are subject to change without notice.  axial lead & cartridge fuses 471 series please refer to www.littelfuse.com/series/471.html for current information. pico ?  ll > time-lag > 471 series average time current curves temperature rerating curve soldering parameters wave parameter lead-free recommendation preheat: 	%fqfoetpo'mvy"dujwbujpo5fnqfsbuvsf
 	5zqjdbm*oevtusz3fdpnnfoebujpo
 5fnqfsbuvsf.jojnvn 100   $ 5fnqfsbuvsf.byjnvn 150   $ 1sfifbu5jnf tfdpoet solder pot temperature: 260   $.byjnvn solder dwell time: tfdpoet recommended hand-solder parameters: 4pmefs*spo5fnqfsbuvsf?$?$   )fbujoh5jnftfdpoetnby note:  these devices are not recommended for ir or  convection reflow process. recommended process parameters: 100 10 1 0.1 0.01 0.001 0.1 1 10 100 1000 0.5a 1a 1.5a 2a 2.5a 3a 4a 5a time in seconds current in amperes /puf  %fsbujohefqjdufejouijtdvswfjtjobeejujpoupuiftuboeb seefsbujohpggps dpoujovpvtpqfsbujpo

 213 ? 2009 littelfuse, inc. specifications are subject to change without notice. axial lead & cartridge fuses 471 series please refer to www.littelfuse.com/series/471.html for current information. pico ?   ll > time-lag > 471 series 471 series materials &odbqtvmbufe
&qpyz$pbufe#pez 4pmefs$pbufe$pqqfsxjsfmfbet 3p)4dpnqmjbou1spevdu1vsf5jodpbufe $pqqfsxjsfmfbet flammability   rating 6-7 solderability .*-45%
.fuipe lead pull force .*-45%
.fuipe
5ftu$poejujpo "	xjmmxjuituboebmctbyjbmqvmmuftu
 product characteristics operating temperature o?$up?$ shock .*-45%
.fuipe
5ftu $poejujpo*	(tqfblgps njmmjtfdpoet
 vibration .*-45%
.fuipe	o )[
.fuipe
5ftu$poejujpo$ 	o)[bu(t1fbl
 moisture resistance .*-45%
.fuipe resistance to soldering  heat 8juituboettfdpoetbcpwf ?$boevqup?$
nbyjnvn dimensions f l 1a 1a t 1a t 27.78 (1.094") 27.78 (1.094") 7.11 (.280") 62.7 (2.468") 52.4 (2.062")* 0.64 (.025") 6.35 (.25") tape 5.0 (.197") 6.35 (.25") tape 2.8 (.110") max f l 1a 27.78 (1.094") 27.78 (1.094") 7.11 (.280") 62.7 (2.468") 52.4 (2.062")* 0.64 (.025") 6.35 (.25") tape 5.0 (.197") 6.35 (.25") tape 2.8 (.110") max 471 series (rohs version) markings 471 series (rohs and halogen-free version) markings part numbering system 0471 xxxx n r t1 l rohs + hf lead length type of packaging quantity current rating series t1: 52.4mm (2.062)* r = reel a = ammo pack n = 5000 p = 2000 refer to amp code column of  electrical characteristics table packaging packaging option packaging specification quantity &  packaging code 5nn	
5bqfboe3ffm &*" 1mfbtfsfgfsupbwbjmbcmfrvboujujft bcpwfjo1bsu/vncfsjoh4ztufnw /puft 5ejnfotjpojtef?ofebtuifmfohuipguifdpnqpofoucfuxffo uifuxpubqft5ifgvmmdpnqpofoumfohuijtnn	





		


		
			

			▲Up To 
				Search▲    



		 
	
Price & Availability of 0471005NAT6L 
	[image: ]
	
			


	


	
			
		


				
	
				All Rights Reserved © 
				IC-ON-LINE 2003 - 2022  



	



	
			[Add Bookmark] [Contact 
				Us] [Link exchange] [Privacy policy]
	
				Mirror Sites :  [www.datasheet.hk]   
				[www.maxim4u.com]  [www.ic-on-line.cn] 
				[www.ic-on-line.com] [www.ic-on-line.net] 
				[www.alldatasheet.com.cn] 
				[www.gdcy.com] 
				[www.gdcy.net]





	

	


.
.
.
.
.




		 	We use cookies to deliver the best possible 
	web experience and assist with our advertising efforts. By continuing to use 
	this site, you consent to the use of cookies. For more information on 
	cookies, please take a look at our 
	Privacy Policy.	
	X




 
 























