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 molex welcome connectors interconnects electrical,electronic, fiber optic and industrial compone...e, switch, socket, pcmcia, cable, simm, dimm, plcc, i/o, input/output, microminature, industrial   products   >  board-to-board   > datasheet ]   help     status   active    pcb orientation   right angle    pitch / center spacing   2.54mm (.100")    circuits / positions   2, 3, 4, 5, 6, 7, 8, 9, 10, 11, 12, 13, 14, 15, 16, 17, 18, 19, 20, 21, 22, 23, 24, 25    mated height (h)   2.49mm (.098")    mated width (w)   2.29mm (.090")    rows   1    polarized to mating part   yes, no    lock to mating part   none    designed in   inches    temperature range   0c to +75c    plating contact   gold (au), tin (sn)    durability [cycles]   25    current-max [amps]   2.5a    voltage-max [volts]   250v    contact resistance [ohms]   20 milliohms max.    withstanding voltage   1500v    insulation resistance [ohms]   50,000 megohms min.    mating force-max. (per circuit)   2.0n (0.45 lb)    unmating force-min. (per circuit)   0.6n (0.13 lb)    receptacle - orientation   bottom entry    receptacle - mounting   through hole    receptacle - pcb thickness   1.60mm (.063")    receptacle - surface mount compatible   no    receptacle - polarized to pcb   no    receptacle - pcb retention   *    receptacle - stagger tails   no    receptacle - product specification   ps-10-07    receptacle - packaging   tray    receptacle - ul file no.   e29179    receptacle - csa file no.   lr19980    receptacle - housing material   nylon    receptacle - flammability   ul 94v-0    receptacle - contact   brass    header - orientation   right angle    header - mounting   through hole    header - pcb thickness   1.60mm (.063")    header - surface mount compatible   yes    header - polarized to pcb   no    header - pcb retention   none    header - stagger tails   no    shrouded   no    breakaway   yes   pin header   yes   pin size   0.64mm (.025") square    header - product specification   ps-10-07    header - packaging   bag    female receptacle 4455b male header 42376 features and benefits receptacle:  l      sizes 2 to 25 circuits  l      end-to-end stackable  l      mating header must be long enough to  accommodate board thickness  l      see 42625 series for high temperature  version header:  l      sizes 2 to 36 circuits  l      surface mount compatible  l      available with kinked pc tails  l      .361 and .405" standard mating lengths  l      tin and 15 or 30" gold plating  l      voids optional file:///h|/imaging/bitting/html_club/20020918/09162002/mole/09162002/mole_4455b_42376.htm (1 of 2) [9/18/02 12:02:50 pm]

 molex welcome connectors interconnects electrical,electronic, fiber optic and industrial compone...e, switch, socket, pcmcia, cable, simm, dimm, plcc, i/o, input/output, microminature, industrial   header - ul file no.   e29179    header - csa file no.   lr19980    header - housing material   polyester, glass-filled   header - color   black    header - flammability   ul 94v-0    header - contact   phosphor bronze    application tooling   cutting tools for breakaway headers    product name   kk?    molex series   4455b, 42376    marketing series and version   4455, 42376  [ ? copyright 2002 molex incorporated ]   file:///h|/imaging/bitting/html_club/20020918/09162002/mole/09162002/mole_4455b_42376.htm (2 of 2) [9/18/02 12:02:50 pm]
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