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		  Datasheet File OCR Text:


		    re v   date  change detail      ref. b-7732a        h   11/05/09  edit print from 125c to 150c add 3.ghz and  jkt .018 to .016 & p/n  / gt      general cable   20 forge park, franklin, ma 02038  phone: 508-541-7100  fax: 508-541-8122   g   7/27/06  changed srl from min to nom - tg  f   8/25/05  update spec to new format - rz  title:  495027   e   04/08/04  edit wall thickness / gt  d   02/20/03  revise attn and spec to format / gt  description:  14 awg C dual shielded Crg-11/u type  plenum precision sd coaxial cable  c   12/02/02  revise spec to new format and print legend /pf  eng approval:   g. tokatli      b   08/07/02  revised spec from, print & attn / gt  mktg approval:        a   06/18/01  initial release - gt  final approval:       page   1 of 2  general cable reserves the right to modify this inf ormation without prior notification and does not ma ke a warranty or representation of any kind, whethe r implied or expressed with respect to the informat ion contained  herein.  general cable assumes no risks, and will n ot be liable for direct or indirect, special; incid ental or consequential damages, any defect or perso nal injury resulting from the use of this document                                   product specification for a 75    extended distance precision coaxial cable rg-11/u  type, also used for   digital and analog interconnects, catv and video ap plication plenum rated cable      description:  1/c 14 awg solid bare copper, foam fep  insulation, aluminum/polyester/aluminum tape,   tinned copper braid shield and pvdf copolymer jacke t.    a.   construction:       1.0  conductor:  14 awg solid bare copper; od: .064"  nom.    2.0  insulation:  .108 wall foam fep; od: .280" nom .     3.0  shield #1:  aluminum/polyester/aluminum, 100% c overage    4.0  shield #2:  34 awg tinned copper braid 95% nom.  coverage    5.0  jacket:    .016 wall pvdf/copolymer; color:  se e table 1                od: .344" nom.    6.0  marking   surface printed:  helix/hitemp (f) p/n 495027  C  14 awg 150c  cmp (u l) c(ul) C catvp C 3.0 ghz   C 75 ohm precision coaxial cable  mm/yy   xxxxxxfeet     mm/yy: date of mfg  xxxxxxfeet: indicates sequential footage every two  feet.    b.   electrical and physical characteristics:     1.0  impedance:    75    +/- 3       2.0  capacitance:    16.2 pf/ft nom.    3.0  velocity of propagation:  84% nom    4.0  conductor dcr:    2.58   /kft nom.    5.0  shield dcr:    1.50   /kft nom.    6.0  inductance:    .097 h/ft    7.0  time delay:    1.21 ns/ft  8.0  srl:      23db nom. up to 850 mhz.            20db nom. up to 3.0 ghz.   

   re v   date  change detail      ref. b-7732a        h   11/05/09  edit print from 125c to 150c add 3.ghz and  jkt .018 to .016 & p/n  / gt      general cable   20 forge park, franklin, ma 02038  phone: 508-541-7100  fax: 508-541-8122   g   7/27/06  changed srl from min to nom - tg  f   8/25/05  update spec to new format - rz  title:  495027   e   04/08/04  edit wall thickness / gt  d   02/20/03  revise attn and spec to format / gt  description:  14 awg C dual shielded Crg-11/u type  plenum precision sd coaxial cable  c   12/02/02  revise spec to new format and print legend /pf  eng approval:   g. tokatli      b   08/07/02  revised spec from, print & attn / gt  mktg approval:        a   06/18/01  initial release - gt  final approval:       page   2 of 2  general cable reserves the right to modify this inf ormation without prior notification and does not ma ke a warranty or representation of any kind, whethe r implied or expressed with respect to the informat ion contained  herein.  general cable assumes no risks, and will n ot be liable for direct or indirect, special; incid ental or consequential damages, any defect or perso nal injury resulting from the use of this document               9.0     attenuation (nom):    (mhz)     db/100 ft.   db/100m             1.0    0.12    0.39  3.58     0.24    0.79  5.0    0.30    0.98      7.0    0.36    1.18      10.0    0.43    1.41      67.5    1.09    3.58  71.5    1.12    3.68      88.5    1.27    4.17      100.0    1.36    4.46      135.0    1.63    5.35  143.0    1.69    5.54  180.0   1.94    6.36  270.0    2.49    8.17  360.0    3.01    9.87  540.0    3.89    12.76  750.0    4.85    15.91      1000.0    5.91    19.38            1500.0    7.88    25.45  2000.0    9.31    30.54  2250.0    10.61    34.80  3000.0    12.35    40.51    10.0  temp. & voltage rating:  -30c to +150c / 300  volts max.    11.0  cable weight:    78.0 lbs/kft nom.    c.  agencies approvals:   ul- subject 444, nec article 800 type cmp                  and csa communication cable type c(ul)           ul- subject 1655, nec article 820 type catvp    d.  flame rating :    approved for plenum use per nec article 800 by   passing nfpa 262.    table 1           general cable p/n       jacket color           495027.41.86        natural 
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