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		  Datasheet File OCR Text:


		  www.vishay.com 85 ddlk 03.. vishay draloric document number: 22042 revision 11-aug-00 for technical questions, contact  slcap@vishay .com design: feed-through capacitor solderable, varnished rated voltage u r : 400v dc    (280v rms ) dielectric strength between leads: 1250v dc    1s dissipation factor tan       : ceramic class 1: see general information ceramic class 2:   25 ?10 -3 insulation resistance r is : ceramic class 1:   1 ?10 10 ? ceramic class 2:   5 ?10 9 ? category temperature range  ? a : ceramic class 1: (- 55 to + 125)?c ceramic class 2: (- 25 to + 85)?c climatic category en 60068-1: 40 / 085 / 04 permissible reactive power: ddlk 0307: 4var (class 2), 67var (class 1) ddlk 0312: 5.4var (class 2), 90var (class 1) ddlk 0316: 7.1var (class 2), 120var (class 1) direct current i dc : 10a l 1  (mm) l 2  (mm) ddlk 0307 7 39 +1 ddlk 0312 12 65 +1 ddlk 0316 16 65 +1 ceramic dielectric       nominal value capacitance tolerance p 100 to n 750 < 10pf   0.5pf   1pf   10pf   10%   20% r 700 to r 2000 - 20 + 50% r 4000 to r 6000 - 20 + 50% - 20 + 80% ceramic singlelayer feed-through capacitors 400v dc permissible power loss: ddlk 0307: 135mw ddlk 0312: 135mw ddlk 0316: 150mw marking: none class ceramic capacitance values (pf) dielectric ddlk 0307 ddlk 0312 ddlk 0316 p 100  1.5 to 10 to 12 to 36 np 0 5 to 15 n 075 5 to 20 1 b n 150  6.8 to 20 to 62 to 100 n 470 12 to 30 n 750 20 to 62 to 130 to 200 1 f n 1500 68 to 100 to 150 to 180 r 700 180 to 360 to 680 to 1500 2 r 2000 390 to 910 to 1600 to 3900 r 4000 680 to 1800 to 3600 to 6800 ddlk 0307 400v dc 680pf - 20 + 50% r 2000 ordering information l1 l2 = = = = ?   3.3 max. ?   0.8   ?  5.8  -0.1 ?   4.1  +0.3 solderable tinned   dimensions in mm  
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