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		  Datasheet File OCR Text:


		  OX-4000-EAE-2580-20M00 preliminary version: subject to technical modificat ion. ocxo www.vectron.com 20-may-26 by g?hrig, detlef  index : p2       print ed 2011-05-26 ? page 1 of 3 vectron international  ? product specifications  ox-4000-eae-2580 nominal frequency (f0)  20 mhz frequency stabilities  parameter  frequency stability  operating temp. range  vs. operating temp. range (df/f@25 c)  -25 to 25 ppb  -40 ... 85 c  parameter  value  condition  initial tolerance  (df/f0)  -200 to 200 ppb  @25 c  vs. supply voltage change (df/f)  -10 to 10 ppb   static; 3.3 v 5 %  vs. load change (df/f)  -10 to 10 ppb   static; load  5 %  vs. aging / daily (df/f)  < 1 ppb   after 30 days ; @ 25 c  vs. aging / month (df/f)  < 25 ppb   after 30 days ; @ 25 c  vs. aging / year (df/f)  < 100 ppb   after 30 days ; @ 25 c  vs. aging / 10 years (df/f)  < 1 ppm   after 30 days ; @ 25 c  drift 24h over -40..85c:  2.4 v  harmonics  95%  solvent resistance  mil-std-883 meth 2015 solv. 1,3,4  esd  hbm jesd22-a114-a class 2 10* 2000v    moisture sensit.  level 1 jesd22-a113-b  rohs compliance  100% rohs compliant

 OX-4000-EAE-2580-20M00 preliminary version: subject to technical modificat ion. ocxo www.vectron.com 20-may-26 by g?hrig, detlef  index : p2       print ed 2011-05-26 ? page 2 of 3 vectron international  ? product specifications  ox-4000-eae-2580 absolute maximum ratings  parameter  min  typ  max  units  condition  supply voltage (vs)  6  v  operable temperature range  -40  85  c  storage temperature range  -40  85  c enclosure  type g125c  height 8.5 mm  all units in mm  pin connections  pin     1: n.c.  pin     7: gnd(case)  pin     8: rf-output  pin     14: vs (supply voltage)  marking      ox-4000-eae-2580      20,000 mhz      * vi ayyww      * pin-1 marking

 OX-4000-EAE-2580-20M00 preliminary version: subject to technical modificat ion. ocxo www.vectron.com 20-may-26 by g?hrig, detlef  index : p2       print ed 2011-05-26 ? page 3 of 3 vectron international  ? product specifications  ox-4000-eae-2580 standard shipping method      10 * 8 array / 80 units per tray notes: unless otherwise stated all values are valid after  warm-up time and refer to typical conditions for su pply voltage, frequency control voltage, load, temperature (25c) . preliminary version: subject to technical modificatio n.
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