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		  Datasheet File OCR Text:


		  ids-3112 12" svga / xga industrial open frame monitor   ? 12.1" svga / xga lcd panel with led backlight for 20% power savings, and  environmental protection   ? -20 c ~ +60 c wide range operating temperature   ? 5-wire resistive touch screen solution   ? combo touch interface, both rs-232 and usb   ? dual signal interface with vga & dvi   ? integrated bracket for easy installation   ? versatile mounting method for rear mounting and vesa mounting   ? anti-refective treatment (optional)   ? ultra-high brightness: 1200 cd/m 2  for outdoor applications (optional) introduction the advantech ids-3112 embedded open frame monitor series offers fexible options for lcd, touchscreen, signal interface and chassis mounting. the series supports rear and  vesa mounting. the integrated brackets provide the benefts of easy installation, and fexibility for different applications. specifcations display model  ids-3112 (xga) ids-3112 (svga) ids-3112e (svga) size 12.1" led panel 12.1" led panel  12.1" led panel resolution  1024 x 768 (xga) 800 x 600 (svga) 800 x 600 (svga) viewing angle 80/80 (h), 70/70 (v) 80/80 (h), 65/75 (v) 80/80 (h), 65/75 (v) brightness 600 (cd/m 2 ) 450 (cd/m 2 )  450 (cd/m 2 ) color support 16.2m/262k colors 16.2m/262k colors 16.2m/262k colors contrast ratio 700:1 700:1 700:1 response time  16 [msec] 35 [msec] 35 [msec] backlight life (hrs)  50,000 hrs 50,000 hrs 50,000 hrs touchscreen t/s type 5-wire resistive touch screen surface hardness  3h durability  10 million touches  transparency 80%  3% environment operating temperature -20 ~ 60 c (-4 ~ 140 f) -20 ~ 60 c (-4 ~ 140 f) 0~ 45 c (32 ~ 113 f) storage temperature -30 ~ 70 c (-22 ~ 158 f) -30 ~ 70 c (-22 ~ 158 f) -20 ~ 60 c ( -4 ~ 140 f) humidity  5 ~ 95% @ 40 c, non-condensing vibration  5-500hz, 0.026g2/hz, 2.16grms, x, y, z 1 hour per axis system i/o  vga x 1; dvi-d x 1; 12v dc  jack  x 1; usb x 1; rs-232 x 1 (usb  & rs-232 are reserved for the  connection to enable touch usage  only) vga x1; dvi-d x 1; 12 v dc  jack  x 1; usb x 1; rs-232 x 1 (usb  & rs-232 are reserved for the  connection to enable touch usage  only) vga x 1; 12 v dc  jack x 1; usb x  1; rs-232 x 1   (usb & rs-232  are reserved for the connection to  enable  touch usage only) osd keys; menu, up, down, auto  adjust, monitor power on/off menu function: brightness,  contrast, screen setting, color  temp, language osd settings,  vga/dvi, recall, auto adjust keys; menu, up, down, auto  adjust, monitor power on/off  menu functions: brightness,  contrast, screen setting, color  temp, language osd settings,    vga/dvi, recall, auto adjust. keys: menu, up, down, auto  adjust, monitor power on/off menu functions: brightness,  contrast, color adjust,  color  temp, auto color, and language power 36 w power adapter, with ac 100 ~ 240 v input and dc +12v @ 3 a output emc compliance ce/fcc/ccc new rohs compliant 2002/95/ec  all product specifications are subject to change without notice  industrial display solutions all product specifications are subject to change without notice  last updated : 5-feb-2013 features

 ids-3112 ids-3112 (xga) series  ids-3112 (svga) series ids-3112e (svga) series packing list part number description 1700002215  1 x m cable usb-a(m)/usb-a(m) 180cm 1700019430  1 x vga cable 15p(m) 180 cm 1962055040  4 x clamper 1935042520  4 x screw of clamper m4_25l 1992610005  1 x cable clamp 1933030500  1 x screw of cable clamp 1992602010  1 x cable tie * usb cable is only included with ids-3112r and ids-3112er series. note: package  contents are subject to change without prior notice ordering information model name description ids-3112n-60xga1e 12.1" xga 600 cd/m 2  led open frame monitor ids-3112r-60xga1e 12.1" xga 600 cd/m 2  led open frame touch monitor ids-3112n-45sva1e  12.1" svga 450 cd/m 2  led open frame monitor IDS-3112R-45SVA1E  12.1" svga 450 cd/m 2  led open frame touch monitor ids-3112en-45sva1e  12.1" sxga 450 cd/m 2  led open frame monitor ids-3112er-45sva1e  12.1" svga 450 cd/m 2  led open frame touch monitor optional items part number description 1700001524 3-pin power cord (usa) 170203183c 3-pin power cord  (eu) 1700008921 3-pin power cord with pse (japan) 1757003553 adaptor ac100-240v 36w +12v/3a w/o pfc 9na 1700000243  dvi cable 2.0 meter 1700091800  cable 9p/9p 1.8m m/f (t/s rs-232 cable) 234.0 (30.7)(n) 100.0 75.0 100.0 75.0 143.1 160.1 80.0 80.0 92.1 57.9 302.2 (33.6)(r) 252.0 320.2 184.5(panel active area) 246.0(panel active area) m4 104.4 138.6 ?3.5 246.0(panel active area) 184.5(panel active area) 320.2 252.0 (33.6)(r) 302.2 57.9 92.1 80.0 80.0 160.1 143.1 104.4 138.6 75.0 100.0 75.0 100.0 ?3.5 (30.7)(n) 234.0 m4 (33.6)(r) 246.0(panel active area) 184.5(panel active area) 320.2 252.0 302.2 234.0 80.0 80.0 57.9 92.1 104.4 138.6 160.1 143.1 75.0 100.0 75.0 100.0 (33.6)(r) 30.7(n) ?3.5 m4  www.advantech.com/products online download dimensions unit: mm 
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