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		  Datasheet File OCR Text:


		  slot sbc & passive backplanes all product specifications are subject to change without notice  last updated : 25-apr-2011 features   ? low power fanless eva-x4300   ? onboard 128/64 ddr2 ram   ? 10/100 mbps ethernet   ? 1024 x 768 @ 18/24-bit ttl/lvds support pca-6742 advantech eva-x4300 isa half-size sbc with  vga/lcd/lan/cfc/usb and pc/104 specifcations processor system cpu advantech eva-x4300 up to 300 mhz max. speed 300 mhz l1 cache 32 kb chipset advantech eva-x4300 up to 300 mhz bios award integrated 256 kb rom in advantech eva-x4300 bus pci 32-bit/33 mhz isa 8/16-bit 8 mhz memory technology default onboard ddr2 128 mb socket - graphics controller chipset integrated vga controller vga mode: sm712 graphics chip supports 1024 x 768 @ 24-bit true color lcd mode: smi sm712 2d graphics chip supports 1024 x 768 @ 18/24-bit tft vram 4 mb display memory lvds yes (optional) ttl up to 24-bit ttl for tft lcd dual display supports crt+lcd simultaneously display  ethernet interface 10/100 mbps controller realtek rtl8100cl connector rj-45 x 1 eide mode pio 4 channel 1 sata (150 mb/s) port - i/o interface usb 4 ports (usb 2.0 and usb1.1 under dos) serial 4 com (1 x rs-232/422/485 on one 2.54 mm pitch wafer box, 1 x rs-232 on rear i/o, 2 x rs-232 on  one 2.0 mm pitch wafer box) parallel 1 (via super i/o) fdd - gpio 8 bit; coms level (0 ~ 3.3 v) ps/2 6-pin din socket on bracket for ps/2 keyboard and mouse. (via super i/o) 6-pin (2.54 mm) wafer box connector for keyboard only watchdog timer output system reset/irq11 interval programmable, 1~255 sec/min   miscellaneous audio output - solid state disk compactflash socket (type i/ii), shared with secondary ide  power requirement typical +5 v @ 1.6 a max +5 v @ 2 a environment operating non-operating (storage) temperature 0 ~ 60 c (32 ~ 140 f) (operating humidity:    40 c @ 85% rh non-condensing) -40 c ~ 85 c and 60 c @ 95% rh   non-condensing physical dimensions 185 mm (l) x 122 mm (w) (7.3" x 4.8") os dos, win ce 5.0 rohs compliant 2002/95/ec jfp1 lpt1 inv1 lpt1 jacse1 gpio1 vga1 lanled1 lan1 com2 com1 kbms2 kbms1 jsetcom2 vgasw1 cmos1 vgasw2 jtag1 pwr1 sysfan1 pc104 jwdt1 jobs1 jfp2 usb34 usb12 lvds1 lcd1 com34  

 www.advantech.com/products online download board diagram pca-6742 ordering information p/n cpu lvds ttl usb gpio fe lan fdd PCA-6742LV-00A1E eva-x4300 - - 4 - - - pca-6742ve-00a1e eva-x4300 (optional) 24-bit 4 1 rtl 8100c - pca-6742ve-00a1e PCA-6742LV-00A1E bracket view optional accessories part number  description 1703100260 usb cable with 2 ports (2.0 mm pitch)  1700008762 dual-com port cable kit for com 3-4 pca-satap2-00a1e ide/sata adapter for cpu cards  packing list part number  description quantity 1701260305 com2 + lpt cable x  1 1700060202 y-cable for ps/2 keyboard, ps/2 mouse x  1 1701400452 eide (hdd) cable x  1 9689000002 jumper pack x  1 1700008887 usb cable with 4 ports (2.0 mm pitch) x  1 - utility cd x  1 - startup manual  x  1 eva-x4300 581p bga 300 mhz smi  sm712 ddr2 16-bit x1 com1 rs-232  com2 rs-233/422/485  external spi flash ps2 k/b m/s lan x1 ide x1 cf x1 gpio usb x4 vga (db15) ttl (24-bit) pc/104 connector isa golden finger vga port lcd i/f pci ddr2 isa bus spi primary ide usb 2.0 10/100 lvds trans.  lvds connector lpc super i/o w83627hg lpt1 com3 com4 rtl8100c secondary ide optional  
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