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		  Datasheet File OCR Text:


		   motorola, inc., 2000 order this document by mc68HC08AS32ad/d motorola semiconductor technical data addendum to mc68HC08AS32 advance information this addendum provides corrections to the mc68HC08AS32 advance information, motorola document order number mc68HC08AS32/d. the mc68HC08AS32 is now available in m temperature range. therefore, temperature speci?ations need to be changed in two tables. 1. page 373, change the operating temperature range from ?0 to 105 to ?0 to 125. from: 21. 3 functional operating range to: 21. 3 functional operating range rating symbol value unit operating temperature range t a ?0 to 105  c operating voltage range v dd 5.0   10% v rating symbol value unit operating temperature range t a ?0 to 125  c operating voltage range v dd 5.0   10% v           f r e e s c a l e   s e m i c o n d u c t o r ,   i                                                                                               freescale semiconductor, inc. f o r   m o r e   i n f o r m a t i o n   o n   t h i s   p r o d u c t ,     g o   t o :   w w w . f r e e s c a l e . c o m n c . . .

  non-disclosure agreement required addendum mc68HC08AS32ad/d  motorola, inc., 2000 motorola reserves the right to make changes without further notice to any products herein. motorola makes no warranty, representation or guarantee r egarding the suitability of its products for any particular purpose, nor does motorola assume any liability arising out of the application or use of any product or circuit, and speci cally disclaims any and all liability, including without limitation consequential or incidental damages. "typical" parameters which may be provided in motorola data sheets and/or speci ?ations can and do vary in different applications and actual performance may vary over time. all operating parameters, including "typicals" must be validated for each customer applica tion by customer's technical experts. motorola does not convey any license under its patent rights nor the rights of others. motorola products are not designed, intended, or authorized for use as components in systems intended for surgical implant into the body, or other applications intended to support or sustain life, or for any other application in which the failu re of the motorola product could create a situation where personal injury or death may occur. should buyer purchase or use motorola products for any such unintended or unauthorized applicati on, buyer shall indemnify and hold motorola and its of?ers, employees, subsidiaries, af?iates, and distributors harmless against all claims, costs, damages, and expenses, and rea sonable attorney fees arising out of, directly or indirectly, any claim of personal injury or death associated with such unintended or unauthorized use, even if such claim alleges that mot orola was negligent regarding the design or manufacture of the part. motorola and are registered trademarks of motorola, inc. motorola, inc. is an equal opportuni ty/af?mative action employer. how to reach us: usa/europe/locations not listed:  motorola literature distribution; p.o. box 5405, denver, colorado 80217. 1-303-675-2140 or 1-800-441-2447 japan:  motorola japan ltd.; sps, technical information center, 3-20-1, minami-azabu, minato-ku, tokyo 106-8573 japan. 81-3-3440-3569 asia/pacific: motorola semiconductors h.k. ltd.; silicon harbour centre, 2 dai king street, tai po industrial estate, tai po, n.t., hong kong. 852-26668334 technical information center: 1-800-521-6274 home page:  http://www.motorola.com/semiconductors/ 2. page 374, change the stop information. only the relevant portion of the table is shown. from: 21.5 5.0-volt dc electrical characteristics control timing to: 21.5 5.0-volt dc electrical characteristics control timing characteristic symbol min typ max unit v dd +v dda /v ddref supply current run (3) wait (4) stop (5)  25  c ?0  c to 105  c 25   c with lvi enabled ?0   c to +105   c with lvi enabled i dd             30 15 5 50 400 500 ma ma  a  a  a  a characteristic symbol min typ max unit v dd +v dda /v ddref supply current run (3) wait (4) stop (5)  25  c ?0  c to 105  c      ?0  c to 125  c 25   c with lvi enabled ?0   c to +125   c with lvi enabled i dd               30 15 5 50 100 400 500 ma ma  a  a  a  a  a           f r e e s c a l e   s e m i c o n d u c t o r ,   i                                                                                               freescale semiconductor, inc. f o r   m o r e   i n f o r m a t i o n   o n   t h i s   p r o d u c t ,     g o   t o :   w w w . f r e e s c a l e . c o m n c . . .
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