

	
			
			
			[image: ]	

	
				
			 
				
			
				
	
		
			
	 
	Part Number	Hot Search : 
			

						TMR1303			A332MP			39100			PVM5YXX			LG3330			HDSP2110			SE258			SE258			

			
	
	Product Description

			
	
	Full Text Search




				


		
		
		


			




			
				 	
				To Download 
				SF2216K Datasheet File

	
				 
				If you can't view the 
				Datasheet, Please click here to try to view without PDF Reader .	
				 



[image: ]


			
				
					





				　



			 



	

	



		



			
				


				


			



		
 
		





		  Datasheet File OCR Text:


		  www.rfm.com  e-mail: info@rfm.com page 1 of 6 ?2010 by rf monolithics, inc.  SF2216K  11/10/10 electrical characteristics     characteristic sym notes min typ max units  center frequency f c 1603 mhz  insertion loss, 1597 to 1609 mhz il max 7.5 11.5 db  amplitude ripple, 1597 to 1609 mhz 2.3 6.5 db p-p  group delay ripple, 1597 to 1609 mhz 15 50 ns p-p  rejection referenced to 0 db: db      10 to 1000 mhz      1000 to 1500 mhz 28 34 25 29      1574 to 1577 mhz 20 31      1625 to 1640 mhz 15 30      1640 to 1660 mhz 25 30      1710 to 2000 mhz 25 27  vswr, 1597 to 1609 mhz 1.8:1 2.3:1  terminating source impedance z s 50 ?  terminating load impedance z l 50 ?  case style                    sm1411-5  lid symbolization  ? = year/month manufacturing code  a ? sm1411-5 case ? rf filter designed for front end glonass applications � excellent rejection � 1.45 x 1.15 mm surface-mount case � complies with directive 2002/95/ec (rohs) absolute maximum ratings  rating value units  maximum incident power in passband +10 dbm  maximum dc voltage on any non-ground terminal 3 vdc  operating temperature range -30 to +85 c  storage temperature range in tape and reel -40 to +85 c  soldering temerature profile, 5 cycles/10 seconds maximum 265 c 1603 mhz saw filter SF2216K 1. us and international patents may apply. 2. rfm, stylized rfm logo, and rf monolithics, inc. are registered  trademarks of rf monolithics, inc. pb caution: electrostatic sensitive device. observe precautions for handling. notes: preliminary

 www.rfm.com  e-mail: info@rfm.com page 2 of 6 ?2010 by rf monolithics, inc.  SF2216K  11/10/10 frequency response plots

 www.rfm.com  e-mail: info@rfm.com page 3 of 6 ?2010 by rf monolithics, inc.  SF2216K  11/10/10 input vswr plot output vswr plot

 www.rfm.com  e-mail: info@rfm.com page 4 of 6 ?2010 by rf monolithics, inc.  SF2216K  11/10/10   ch1 s 21  de l 5 0 n s/ re f  39 .4 n s             cen te r 1 603 . 0 00 0 00 m hz s pan 40 . 0 00 0 00 m hz           cor       smo               23 au g 20 10   13 :59:16 1 2 2 : -7 . 612 7 ns 1 2 . 00 0 000 m h z ref=1 ch1 markers mean : 41 . 706 ns s. dev : 4 . 3999 ns p-p : 14 . 6 84 n s     sf2 216 k-demo resp group delay plot

 www.rfm.com  e-mail: info@rfm.com page 5 of 6 ?2010 by rf monolithics, inc.  SF2216K  11/10/10                       	 
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  " case and pcb footprint dimensions dimension mm inches min nom max min nom max a 1.3500 1.4000 1.4500 0.0531 0.0551 0.0571 b - 0.0750 - - 0.0030 - c 0.1700 0.250 0.3300 0.0067 0.0098 0.0130 d 1.0500 1.1000 1.1500 0.0413 0.0433 0.0453 e - 0.2875 - - 0.0113 - f 0.2450 0.3250 0.4050 0.0096 0.0128 0.0159 g - 0.100 - - 0.0039 - h - 0.5000 - - 0.0197 - i 0.6000 0.6500 0.700 0.0236 0.0256 0.0276 j - 1.3500 - - 0.0531 - k - 0.3500 - - 0.0138 - l - 0.1500 - - 0.0059 - m - 0.2875 - - 0.0113 - n - 0.4250 - - 0.0167 - 0 - 1.0000 - - 0.0394 - materials solder pad plating 0.3 to 1.0 m gold over 1.27 to 8.89 m nickel lid plating 2.0 to 3.0 m nickel body al 2 o 3  ceramic pb free 
    
 
     sm1411-5 1.4 x 1.1 mm 5-terminal surface-mount case drawing test circuit pcb footprint a ?

 www.rfm.com  e-mail: info@rfm.com page 6 of 6 ?2010 by rf monolithics, inc.  SF2216K  11/10/10 reel dimensions - 7 inch reel, 3000 filters tape dimensions




		


		
			

			▲Up To 
				Search▲    



		 
	
Price & Availability of SF2216K 
	[image: ]
	
			


	


	
			
		


				
	
				All Rights Reserved © 
				IC-ON-LINE 2003 - 2022  



	



	
			[Add Bookmark] [Contact 
				Us] [Link exchange] [Privacy policy]
	
				Mirror Sites :  [www.datasheet.hk]   
				[www.maxim4u.com]  [www.ic-on-line.cn] 
				[www.ic-on-line.com] [www.ic-on-line.net] 
				[www.alldatasheet.com.cn] 
				[www.gdcy.com] 
				[www.gdcy.net]





	

	


.
.
.
.
.




		 	We use cookies to deliver the best possible 
	web experience and assist with our advertising efforts. By continuing to use 
	this site, you consent to the use of cookies. For more information on 
	cookies, please take a look at our 
	Privacy Policy.	
	X




 
 























