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		  Datasheet File OCR Text:


		  bc857bv pnp plastic-encapsulate transistors features ?  epitaxial die construction  ?  complementary npn type available (bc847bv)  ?  ultra-small surface mount package  ?  lead free plating  maximum ratings @ 25 o c unless otherwise specified  symbol rating rating unit  v ceo  collector-emitter voltage  -45  v  v cbo  collector-base voltage  -50  v  v ebo  emitter-base voltage  -5  v  i c  collector current-continuous  -0.1  a  p c  collector dissipation  0.15  w  r  ja thermal resistance junction to ambient  833   /w t j   operating junction temperature  -55 to +150  t stg   storage temperature  -55 to +150  electrical characteristics @ 25 o c unless otherwise specified  symbol parameter min typ max units v (br)ceo collector-emitter breakdown voltage     (i c =-10madc, i b =0) -45 --- --- vdc v (br)cbo collector-base breakdown voltage     (i c =-10uadc, i e =0) -50 --- --- vdc v (br)ebo collector-emitter breakdown voltage     (i e =-1uadc, i c =0) -6 --- --- vdc i cbo   collector cutoff current     (v cb =-30vdc, i e =0vdc) --- --- -15 nadc h fe dc current gain     (i c =-2madc, v ce =-5vdc) 200 --- 475 --- v ce(sat)   collector-emitter saturation voltage     (i c =-10madc, i b =-0.5madc) (i c =-100madc, i b =-5madc) --- --- --- --- -0.1 -0.4 vdc v be(sat)    base-emitter saturation voltage      (i c =-10madc, i b =-0.5madc) (i c =-100madc, i b =-5madc) --- --- -0.7 -0.9 --- --- vdc v be base-emitter voltage  (i c =-2madc, v ce =-5vdc) (i c =-10madc, v ce =-5vdc) -0.6 --- --- --- -0.75 -0.82 vdc f t transition frequency    (v ce =-5vdc, i c =-10madc, f=100mhz)  100 --- --- mhz c ob output capacitance      (v cb =-10vdc, f=1.0mhz, i e =0) --- --- 4.5 pf  nf  noise figure   (v ce =-5v,i c =-0.2ma, f=1khz, r s =2k  , bw=200hz) --- --- 10 db  dimensions inches mm dim min max min max note a .006 .011 0.15 0.30 b .043 .049 1.10 1.25 c .061 .067 1.55 1.70 d .020  0.50 g .035 .043 0.90 1.10 h .059 .067 1.50 1.70 k .022 .023 0.56 0.60 l .004 .011 0.10 0.30 m .004 .007 0.10 0.18 sot-563 	
 omp onents 20736 marilla  street chatsworth 
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