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		  Datasheet File OCR Text:


		  band option    (k option shown- see notes) material and finish transition: see table ii o-ring: silicone/na retaining clip: high-grade engineering thermoplastic/na tools and assembly notes conduit retaining clip and conduit o-rings to be supplied unassembled glenair assembly procedure ap74-010 is recommended for adapter to conduit termination glenair 600 series backshell assembly tools are recommended for assembly and installation cage code 06324 ?2011 glenair, inc. printed in u.s.a. 30 series 72 guardian glenair, inc. ? 1211 air way ? glendale, ca 91201-2497 ? 818-247-6000 ? fax 818-500-9912 direct-attachment guardian t transition 710-860 d irect attachment guardian  t  t ransition  for series 72 annular convoluted  t ubing a end b end c end .135  typ .380  typ .060  typ conduit  o-ring 2x  typ conduit  r etaining clip   typ tubing shown for  reference onl y accom odates 600-052-1 band shrink sleeve or boot  groove c onduit   i.d. ty p a  ma x typ c max b max how to order product  series basic no. finish (table ii) b = band k = precoiled (omit for none) a end,  conduit  entry size (table i) b end,  conduit  entry size (table i) c end,  conduit  entry size (table i) shrink boot (omit if not  required)   see table i 710 - 860 m 09 09 09 b t   

 cage code 06324 ?2011 glenair, inc. printed in u.s.a. 31 series 72 guardian glenair, inc. ? 1211 air way ? glendale, ca 91201-2497 ? 818-247-6000 ? fax 818-500-9912 710-860 d irect attachment guardian  t  t ransition  for series 72 annular convoluted  t ubing t able i e ntry  size a  m ax conduit  i .d. b  m ax c  m ax shrink  boot ref min max 06    .53  (13.5)   .16  (4.1)   .19   (4.8)   f.359   (59.9)   1.180  (30.0) 770-001s103 09   .63  (16.0)   .f4   (6.1)   .f8  (7.1)   f.454  (6f.3)   1.ff7   (31.f) 770-001s103 1f   .73  (18.5)   .33  (8.4)   .37  (9.4)   f.559   (65.0)   1.f80  (3f.5) 770-001s104 16   .86  (f1.8)   .45  (11.4)   .50  (1f.7)   f.689   (68.3)   1.345  (34.f) 770-001s104 f0   .98  (f4.9)   .57  (14.5)   .6f  (15.7)   f.809  (71.3)   1.405  (35.7) 770-001s105 f4   1.15  (f9.f)   .69   (17.5)   .75  (19.1)   f.979  (75.7)   1.490  (37.8) 770-001s106 f8   1.f7  (3f.3)   .81  (f.6)   .87  (ff.1)   3.099  (78.7)   1.550  (39.4) 770-001s107 3f   1.40  (35.6)   .93  (f3.6)   1.00  (f5.4)   3.ff9   (8f.0)   1.615  (41.0) 770-001s107 40   1.6f  (41.1)   1.18  (3.0)   1.f5  (31.8)   3.449  (87.6)   1.7f5   (43.8) 770-001s107 t able ii sym m aterial finish description m aluminum electroless nickel mt nickel-ptfe nf cad/olive drab over electroless nickel zn zinc nickel/olive drab over electroless nickel znu zinc nickel/black over electroless nickel z1 stainless steel passivate   
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