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		  Datasheet File OCR Text:


		  shielded power inductors  C  xal1580  document 891-1   document 891-1  revised 07/25/12        dcr 3   srf       inductance 2   (mohms)   typ 4   isat 5    irms (a) 6       part number 1   20% (h)  typ     max  (mhz)  (a)  20c rise  40c rise    height 7 xal1580-401me_  0.40  0.50  0.70  53.0 111  47.0  60.0  0.315   /   8.0 xal1580-741me_  0.74  0.72 0.86  35.1  86.0  43.2  59.7  0.315   /   8.0 XAL1580-102ME_  1.0  0.93 1.12  30.0  73.5  40.6  57.5  0.315   /   8.0 xal1580-132me_  1.3  1.15 1.38  26.2  65.0  34.6  46.7  0.307   /   7.8 xal1580-182me_  1.8  1.61 1.93  21.3  57.0  33.2  43.8  0.303   /   7.7 xal1580-202me_  2.0  1.91 2.29  20.1  51.0  29.5  39.9  0.303   /   7.7 xal1580-302me_  3.0  2.62 3.10  16.0  43.0  25.6  34.4  0.295   /   7.5 xal1580-452me_  4.5  3.82 4.58  12.5  34.2  20.4  27.0  0.295   /   7.5 xal1580-532me_  5.3  4.35 5.22  11.8  33.0  19.5  26.5  0.295   /   7.5 xal1580-612me_  6.1  5.66 6.79  11.7  31.0  16.9  22.6  0.291   /   7.4 core material composite terminations   rohs compliant tin-silver (96.5/3.5) over copper.  other terminations available at additional cost. weight   10.6 g ambient temperature  C40c to +90c with i rms current, +90c to  +130c with derated current. storage temperature   component: C40c to +130c.    tape and reel packaging: C40c to +80c resistance to soldering heat  max three 40 second refows at  +260c, parts cooled to room temperature between cycles moisture sensitivity level (msl)   1 (unlimited foor life at  document 891-2    document 891-2  revised 07/25/12 shielded power inductors  C  xal1580 typical l vs current 01 02 03 05 06 07 08 09 0 120 110 100 40 0 0.2 0.1 0.4 0.5 0.3 0.6 current (a) inductance (h) 0.40  h 0 2 1 3 4 5 6 7 8 current (a) inductance (h) 6.1  h 05 10 15 20 35 30 40 25 0 0.2 0.4 0.6 0.8 1.0 current (a) inductance (h) 0.74  h 01 02 03 05 06 07 08 09 0 100 40 0 0.2 0.4 0.6 0.8 1.0 1.2 1.4 current (a) inductance (h) 1.0  h 01 02 03 05 06 07 08 09 0 40 0 0.4 0.8 1.2 1.6 2.0 current (a) inductance (h) 1.3  h 5 0 10 15 20 45 40 50 55 60 65 70 25 30 35 5 0 10 15 20 45 40 50 55 60 65 70 25 30 35 0 2.0 1.5 1.0 0.5 2.5 3.0 current (a) inductance (h) 1.8  h 5 0 10 15 20 45 40 50 55 60 65 70 25 30 35 0 2.0 1.5 1.0 0.5 2.5 3.0 current (a) inductance (h) 2.0  h 5 0 0 1 2 3 4 5 10 15 20 25 35 40 45 50 55 60 30 current (a) inductance (h) 3.0  h 0 2 1 3 4 5 6 7 8 current (a) inductance (h) 4.5  h 05 10 15 20 35 30 40 45 50 25 0 2 1 3 4 5 6 7 8 current (a) inductance (h) 5.3  h 05 10 15 20 35 30 40 25  us uk t aiwan china singapore +1-847-639-6400   sales@coilcraft.com +44-1236-730595   sales@coilcraft-eur ope.com +886-2-2264 3646   sales@coilcraft.com.tw +86-21-6218 8074   sales@coilcraft.com.cn + 65-6484 8412   sales@coilcraft.com.sg ? coilcraft inc. 2012 this pr oduct may not be used in medical of high risk applications without prior coilcraft appr oval. specification subject to change without notice. please check out web site for latest infor mation.

 document 891-3    document 891-3  revised 07/25/12 shielded power inductors  C  xal1580 irms derating -40 -20 02 04 06 08 0 100 140 120 ambient  temperature  (c) 120 110 100 90 80 70 60 50 40 30 20 10 0 25c pe r cent   of  rated rms i 0.638 0.008 16,2 0,2 0.598 0.008 15,2 0,2 dash n umber xxx see height tab le xal1580-741 0.315 / 8.0 xal1580-102 0.315 / 8.0 xal1580-132 0.307 / 7.8 xal1580-182 0.303 / 7.7 xal1580-202 0.303 / 7.7 xal1580-302 0.295 / 7.5 xal1580-452 0.295 / 7.5 xal1580-532 0.295 / 7.5 xal1580-612 0.291 / 7.4 height max pa rt  number ( xal1580-401 0.315 / 8.0 inches / mm) a dash b number (in / mm) (in / mm) 0.008 in 0,20 mm -401 0.518 / 13.16 0.557 / 14.16 -741 0.518 / 13.16 0.557 / 14.16 -102 0.518 / 13.16 0.557 / 14.16 -132 0.502 / 12.76 0.534 / 13.56 -182 0.494 / 12.56 0.522 / 13.26 -202 0.494 / 12.56 0.522 / 13.26 -302 0.479 / 12.16 0.498 / 12.66 -452 0.471 / 11.96 0.487 / 12.36 -532 0.471 / 11.96 0.487 / 12.36 -612 0.467 / 11.86 0.481 / 12.21 r ecommended land p attern inches mm dimensions are in 0.299 7,6 0.118 0.004 3,00 0,10 0.125 3,18 0.417 10,6 a (see tab le) b (see tab le) typical l vs frequency  us uk t aiwan china singapore +1-847-639-6400   sales@coilcraft.com +44-1236-730595   sales@coilcraft-eur ope.com +886-2-2264 3646   sales@coilcraft.com.tw +86-21-6218 8074   sales@coilcraft.com.cn + 65-6484 8412   sales@coilcraft.com.sg ? coilcraft inc. 2012 this pr oduct may not be used in medical of high risk applications without prior coilcraft appr oval. specification subject to change without notice. please check out web site for latest infor mation.
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