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		  Datasheet File OCR Text:


		  smt power inductors power beads - pa2202.xxxnl series current rating: over 75apk inductance range: 120nh to 360nh height: 6.0mm max footprint: 12.1mm x 10.0mm max electrical specifications @ 25c ? operating temperature -40c to +130c 7 notes: 1. the rated current as listed is either the saturation current or the heating current depending on which value is lower. 2. the nominal dcr is measured from point  a  to point  b , as shown below on the mechanical drawing. 3. the saturation current is the typical current which causes the inductance to drop by 20% at the stated ambient temperatures (25c and 100c). this current is determined by placing the component in the specified ambient environment and applying a short duration pulse current  (to eliminate self-heating effects) to the component.  4. the heating current is the dc current which causes the part temperature  to increase by approximately 40c. this current is determined by solder- ing the component on a typical application pcb, and then applying the current to the device for 30 minutes. 5. in high volt*time applications, additional heating in the component can occur due to core losses in the inductor which may neccessitate derating the current in order to limit the temperature rise of the component. to determine the approximate total losses (or temperature rise) for a given application, the coreloss and temperature rise curves can be used. 6. optional tape & reel packaging can be ordered by adding a " t " suffix to the part number (i.e. pa2202.121nl becomes pa2202.121nl t ). pulse complies to industry standard tape and reel specification eia481. 7. the temperature of the component (ambient plus temperature rise) must be within the stated operating temperature range. inductance inductance saturation current  3 heating  4 part @0a dc @irated irated  1 dcr  2 (a typ) current number (nh 15%) (nh typ) (a dc ) (m  ) 25c 100c (a typ) pa2202.121nl 120 120 36 84 75 pa2202.181nl  180 180 36 64 52 pa2202.211nl  215 215 36 0.48  6.5% 53 47 36 pa2202.231nl  230 230 36 47 44 pa2202.321nl  325 282 31 34 31 pa2202.361nl  365 315 27 30 27 	
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     dimensions: inches mm unless otherwise specified, all tolerances are  .010 0,25 weight  . . . . . . . . . . .2.7 grams tape & reel  . . . . . . . .600/reel usa 858 674 8100  ? ? germany 49 7032 7806 0  ? ? singapore 65 6287 8998 ? ? shanghai  86 21 32181071 ? ? china 86 755 33966678 ? ? taiwan 886 3 4643715 www.pulseeng.com p664.a (1/08)
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