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		  Datasheet File OCR Text:


		  1121 benfield blvd., millersville, md 21108 phone: 410-987-5600 fax: 410-987-1201 e-mail:  info@gouldfo.com  web: www.gouldfo.com 980/1550nm wdms  the fiber amplifier wdm allows a pump laser to amplify the desired signal wavelength. wdm specifications wavelengths 980/1550nm  980/1550nm 1060/1550nm fiber type corning puremode?  spectran corning puremode? hi 1060 fiber  d0980b hi 1060 fiber bandpass (nm)        +10 +10 +5 insertion loss (db) < 0.3 < 0.2 < 0.5 isolation (db)      > 20 > 20 > 15 directivity (db)      > 60  > 60 > 60 port configuration  1x2 1x2  1x2 packaging 16, 22, 25 or 31 12, 22, 25 or 31 13, 22, 25 or 31 coupler2 and coupler3  packaging also available package style 16(55mm l x 2.9mm dia,250mm bar e fiber) styles 22(dia. 3.9mm x 76.2mm l, 900mm hytrel? loose tube leads), style 25 (76.2mm l x 10.7mm w x 7.6mm d, 900mm hytrel? loose tube leads), style 31 (95.8mm l x  10.7mm w x 7.6mm d, 2.9mm kevlar? leads) fiber characteristics  fiber type   puremode? spectran hi 1060 d0980b core 5m 5m cladding 125 + 1m 125 + 2m coating 250 + 5m 245 + 15m cut off wavelength  920 + 50nm 930 + 30nm numerical aperture  0.14 approx 0.16 nominal product number: 980/1550 corning puremode? wdms 4 0 - 2 2 7 9 8 - 5 5 - 1 ___ ___ ___ 1 package style 16,22,15 or 31 connector 0=none 1=mu 2=st 3=fc 4=sc 5=lc 6=fc/apc 7=sc/apc 9=lc/apc

 1121 benfield blvd., millersville, md 21108 phone: 410-987-5600 fax: 410-987-1201 e-mail:  info@gouldfo.com  web: www.gouldfo.com product number: 980/1550 spectran d0980b wdms 4 0 - 2 5 3 9 8 - 5 5 - 1 ___ ___ ___ 1 product number: 1060/1550 corning puremode? wdms 4 0 - 2 2 7 0 6 - 5 5 - 1 ___ ___ ___ 1 click here to find out how you can acheive hig her density in smaller packaging. try our unique packaging options, the coupler2 and  the coupler3 which houses two and three couplers in one invar tube. for custom options and additional information, please contact us at: phone: 1-410-987-5600 fax: 1-410-987-1201 click here to use our contact form all data listed in this data sheet is subjected to  change without notice. gould reserves the right to revise or update the data sheet. copyright 2002 by gould fiber   optics. package style 13,22,15 or 31 connector 0=none 1=mu 2=st 3=fc 4=sc 5=lc 6=fc/apc 7=sc/apc 9=lc/apc package style 12,22,15 or 31 connector 0=none 1=mu 2=st 3=fc 4=sc 5=lc 6=fc/apc 7=sc/apc 9=lc/apc
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