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		  Datasheet File OCR Text:


		  cannon speedy d idc contacts 2 dimensions shown in mm specifications and dimensions subject to change. www.ittcannon.com speedy d connectors terminate ribbon cables without stripping and without splicing. they are intermateable with all d subminiature types offered on the market. the extremely low profile is another typical feature of the speedy d. t echnical data materials shell steel, with pure tin matt insulator high quality thermoplast, flame retardant, ul94v-0 contacts copper alloy contact area gold-plated over nickel termination area pure tin, matt mechanical f eatures coupling f riction, accessories polarizing keystone shape shell t ermination idc wire sizes a wg 26 (0,13mm2), a wg 28 (0,08mm2) solid or stranded ribbon cable conductor spacing 1,27mm temperature rating to din iec 68 part 1 -55/125 electrical data current rating 1.5 a at 25  c, 1 a at 70  ambient temperature contact resistance 15 mohm (milli ohm) voltage rating 780 vac insulation resistance 5 x 10 3 mohm (mega ohm) air/creepage paths minimum 0,9mm standard contact arrangements contact size 20 face view pin insert shell size no. of contacts e 9 a 15 b 25 c 37 1 2 3 4 5 6 7 8 9 10 11 12 13 14 15 16 17 18 19 20 21 22 23 24 25 1 2 3 4 5 6 7 8 9 10 11 12 13 14 15 16 17 18 19 20 21 22 23 24 25 26 27 28 29 30 31 32 33 34 35 36 37 1 2345678 9 10 11 12 13 14 15 12345 6789

 cannon speedy d rohs compliant ordering key 3 dimensions shown in mm specifications and dimensions subject to change. www.ittcannon.com d b sf y C 25 p C a190 C k87 series d subminiature shell size e C9 contacts a C 15 contacts b C 25 contacts c C 37 contacts contact termination sf C flat cable termination mounting method without letterC through-hole ?3.05 eClinch nut 4?C xClinch nut m3 yCloat mounting number of contacts 9; 15; 25; 37 contact type pCin sCocket contact finish (=p er formance class) without code Cperformance class 3 a191 C performance class 2 a190 C p erformance class 1 shielding and shell finish a197 C shell with pure tin, matt, (socket connector only) k87 C shielding with grounding indents. pure tin, matt, (pin connector only) modification f204 C supplied with strain relief contact finishes/performance class without code C performance class 3 (50 mating cycles) is standard version of speedy d a191 C performance class 2 (200 mating cycles) a190 C performance class 1 (500 mating cycles)

 12 1 6 1 6 , 2 2 2 2 1 , 8 5 , 5 9 - 0 , 4 ?,2 0,02 ?,2 +0.1 b c a d e c a 0,2 m d 0,1 m b - e 0 , 1 5 m b - e 0 , 1 5 m 8 , 0 2 + 0 , 2 5 3 , 0 5 + 0 , 1 5 1 2 , 9 - 0 , 7 r 2 , 6 2 - 0 , 1 6 b a c c 0,1 m 12 3 4 1 10 11 itt   cannon 4 3 2 1 12 12 12 12 8 , 2 3 + 0 , 2 5 3 , 0 5 + 0 , 1 5 r 2 , 6 2 + 0 , 1 2 , 8 4 1 0  0 , 9 + 0 , 2 0 , 8 + 0 , 2 1 , 1 5 m a x . 6 , 1 - . 0 , 2 5 6 , 3 - . 0 , 2 5 5 - . 0 , 3 5 - . 0 , 3 1,27 d n x 1,27 = e cannon speedy d pin connector / socket connector 4 dimensions shown in mm specifications and dimensions subject to change. www.ittcannon.com abcde no. of contacts ?,3 ?,3 0,15 9 p 30,8 25,0 16,8 19,4 8 x 1,27 = 10,18 s 30,8 25,0 16,25 19,4 15 p 39,1 33,3 25,1 27,7 14 x 1,27 = 17,78 s 39,1 33,3 24,55 27,7 25 p 53,0 47,0 38,85 41,4 24 x 1,27 = 30,48 s 53,0 47,0 38,3 41,4 37 p 69,3 63,5 55,3 57,9 36 x 1,27 = 45,72 s 69,3 63,5 54,75 57,9 pCin sCocket mounting methods dimensions standard through-hole e clinch nut 4-40unc x clinch nut m3 y dual float mount ?,05 +0,15 4-40unc-b 2 , 8  0 3 m3 2 , 8  0 3 3,30 max, ? 2,26    0,08

 cannon speedy d idc contacts 5 dimensions shown in mm specifications and dimensions subject to change. www.ittcannon.com receptacle no. of  contacts through-hole float mount clinch nut 4C0* 9 desf- 9 s-a197 desfy- 9 s-a197 desfe- 9 s-a197 15 dasf-15 s-a197 dasfy-15 s-a197 dasfe-15 s-a197 25 dbsf-25 s-a197 dbsfy-25 s-a197 dbsfe-25 s-a197 37 dcsf-37 s-1a97 dcsfy-37 s-a197 dcsfe-37 s-a197 or metric thread replace e by x plugs ( pin connector only) no. of  contacts with grounding indents float mount clinch nut 4C0* 9 desf- 9p-k87 desfy- 9p-k87 desfe-9p-k87 15 dasf-15p-k87 dasfy-15p-k87 dasfe-15p-k87 25 dbsf-25p-k87 dbsfy-25p-k87 dbsfe-25p-k87 37 dcsf-37p-k87 dcsfy-37p-k87 dcsfe-37p-k87 o r metric thread replace e by x performance class performance class 1: a190 into order ref. p erformance class 2: a191 into order ref . e.g.desfp-a190-k87 or desfs--191--197 cable strain relief no. of contact order no. 9 029-8757-009 15 029-8757-015 25 029-8758-025 37 029-8757-037

 cannon speedy d mounting combinations 6 dimensions shown in mm specifications and dimensions subject to change. www.ittcannon.com a b c h fig. size pin socket +0,76 +0,76 +0,76 _0,76/-0 1a a , e standard standard 6,35 7,63 6,99 6,99 1b b, c, d standard standard 6,04 7,71 7,06 6,68 2 a, e standard float 5,53 C 6,18 C 2 b, c, d standard float 5,23 C 6,25 C 2 a , e float standard 5,53 C 6,18 C 2 b, c, d float standard 5,23 C 5,87 C 3 a, e standard float C 8,59 7,95 C 3 b, c, d standard float C 8,66 7,64 C 3 a, e float standard C 8,59 7,95 C 3 b, c, d float standard C 8,51 7,87 C remark: a , b, c and h are dimensions between panels and represent the recommended limit to be used in the design of the connector mounting method. standard pin assemblies contain 0,38 mm thick front shells on e and a sizes and 0,61 mm thick shells on b, c and d sizes. b pin socket front mount rear mount front mount rear mount a h pin socket front mount rear mount front mount rear mount c pin socket front mount rear mount front float mount rear float mount c pin socket front mount rear mount front float mount front float mount b a c figure 1a figure 1b figure 2 figure 3

 cannon speedy d panel cut-outs 7 dimensions shown in mm specifications and dimensions subject to change. www.ittcannon.com c d 10  a b e 10 d a b c e 0,81r front mounting cutout rear mounting cutout standard r f panel standard float mount code y r f panel f C front mounting r C rear mounting mounting a b c d rad. e no. of contacts ?,2 ?,2 ?,2 +0,1 0,2 9 front 22,2 25,0 13,0 3,0 2,1 rear 20,5 25,0 11,4 3,0 3,4 15 front 30,5 33,3 13,0 3,0 3,4 rear 28,8 33,3 11,4 3,0 3,4 25 front 44,3 47,0 13,0 3,0 2,1 rear 42,5 47,0 11,4 3,0 3,4 37 front 60,7 63,5 13,0 3,0 2,1 rear 59,1 63,5 11,4 3,0 3,4 50 front 58,3 61,1 15,8 3,0 2,1 rear 56,3 61,1 14,9 3,0 3,4 float a b c d rad. e no. of contacts mounting ?,2 0,2 ?,2 +0,1 ?,2 9 front 23,0 25,0 13,8 2,2 2,1 rear 21,3 25,0 12,2 2,2 3,4 15 front 31,3 33,3 13,8 2,2 2,1 rear 29,6 33,3 12,2 2,2 3,4 25 front 45,1 47,0 13,8 2,2 2,1 rear 43,3 47,0 12,2 2,2 3,4 37 front 61,5 63,5 13,8 2,2 2,1 rear 59,8 63,5 12,2 2,2 3,4 50 front 59,2 61,1 16,6 2,2 2,1 rear 57,1 61,1 14,9 2,2 3,4 mounting
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