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		  Datasheet File OCR Text:


		  features an d b enefits ? 	 wire-to-wire	and	 wire-to-board	pin	and 	 	 receptacle 	 connector	 system ? 	 contacts	 are	on	3	mm	 centerline	spacing	and 	 are 	 available	in	 strip	 form	or	loose	 piece ? 	 panel	mount	or	 free-hanging	 versions ? 	 dual	beam	 receptacle	 contact	design	 for 	 	 improved 	 reliability ? 	 pcb	mount	pin	header	 assemblies	 available	in 	 both	 vertical	and	right	angle	 styles	and	 surface 	 mount	or	 through	hole	 versions ? 	 available	in	 low	 profle	design	 ( te.com/products/micromatenlok micro mate-n-lok connector system te connectivity contacts wire size  range awg  (mm2) insulation  diameter  range receptacle pin contact base part no. (pn) plating application  tooling* hand tool strip form loose piece tin 15 gold 30 gold 26-30   0.12-0.05 .035-.060   0.89-1.52 x 794607 794611 pn-1 1-pn-1 1-pn-2 680894-x 91502-1 20-24   0.50-0.20 .035-.060   0.89-1.52 x 794606 794610 pn-1 1-pn-1 1-pn-2 680893-x 91501-1 22-18   0.3-0.9 .059-.110    1.50-2.79 x 2008625 pn-1 pn-2 pn-3 1530194-1 26-30   0.12-0.05 .035-.060   0.89-1.52 x 794609 794613 1-pn-0 1-pn-1 1-pn-2 1385377-x 91502-1 20-24   0.50-0.20 .035-.060   0.89-1.52 x 794608 794612 1-pn-0 1-pn-1 1-pn-2 1385194-x 91501-1 *for application tooling, use -1 for ampomator cls machine, -2 for amp-o-lectric model k terminator, -3 for amp-o-lectric model g terminator. note:    to select a contact and plating, frst select the contact base part number and add appropriate plating prefx and suffx. for example, for a loose piece receptacle with 30 gold plating, select  base part number 794610 and add the plating prefx and suffx for 30 gold to obtain part number 1-794610-2.

 te.com/products/micromatenlok micro mate-n-lok connector system te connectivity at nm  e elanaton 2-pn-2 2 position header 2-pn-3 3 position header 2-pn-4 4 position header 2-pn-5 5 position header 2-pn-6 6 position header 2-pn-7 7 position header 2-pn-8 8 position header 2-pn-9 9 position header 3-pn-0 10 position header 3-pn-1 11 position header 3-pn-2 12 position header note:    to select the complete part number:   ? use 2- prefx for single row headers up to 9 positions.   ? use 3- prefx for single row headers from 10 to 12 positions.   ? the -x suffx indicates number of positions.   (example: 2-1445050-5 would be a 5 position header.  3-1445050-1 would be an 11 position header.) trwpbspl op part no. (pn) position single  row plating style vertical right  angle smt thru- hole smt  hold  down metal  hold  down plastic  hold  down packing type mating half tin 15 gold 30 gold tray tape &  reel x-1445050-x 2-12 x x x x x x x-1445022-x x-1445051-x 2-12 x x x x x x x x-1445022-x x-1445052-x 2-12 x x x x x x x x-1445022-x x-1445053-x 2-12 x x x x x x-1445022-x x-1445054-x 2-12 x x x x x x x-1445022-x x-1445055-x 2-12 x x x x x x x-1445022-x x-1445056-x 2-12 x x x x x x x x-1445022-x x-1445057-x 2-12 x x x x x x x-1445022-x x-1445058-x 2-12 x x x x x x x-1445022-x x-1445084-x 2-12 x x x x x x x-1445022-x x-1445085-x 2-12 x x x x x x x x x-1445022-x x-1445086-x 2-12 x x x x x x x x-1445022-x x-1445087-x 2-12 x x x x x x-1445022-x x-1445088-x 2-12 x x x x x x x-1445022-x x-1445089-x 2-12 x x x x x x x-1445022-x x-1445090-x 2-12 x x x x x x x x-1445022-x x-1445091-x 2-12 x x x x x x x-1445022-x x-1445092-x 2-12 x x x x x x x-1445022-x  x-1445093-x 2-12 x x x x x x x-1445022-x x-1445094-x 2-12 x x x x x-1445022-x x-1445095-x 2-12 x x x x x x x x-1445022-x x-1445096-x 2-12 x x x x x x-1445022-x x-1445097-x 2-12 x x x x x x x-1445022-x x-1445098-x 2-12 x x x x x x x-1445022-x x-1445099-x 2-12 x x x x x x x x-1445022-x x-1445100-x 2-12 x x x x x x x-1445022-x x-1445101-x 2-12 x x x x x x x-1445022-x

 te.com/products/micromatenlok micro mate-n-lok connector system te connectivity o le o eaes part no. (pn) position double  row plating style vertical right  angle smt thru- hole smt  hold  down metal  hold  down plastic  hold  down packing type mating half tin 15 gold 30 gold tray tape &  reel x-794618-x 2-24* x x x x x x x-794617-x x-794619-x 2-24* x x x x x x x-794617-x x-794620-x 2-24* x x x x x x x-794617-x x-794621-x 2-24* x x x x x x x-794617-x x-794622-x 2-24* x x x x x x x-794617-x x-794623-x 2-24* x x x x x x x-794617-x x-794624-x 2-24* x x x x x x x x-794617-x x-794625-x 2-24* x x x x x x x x-794617-x x-794626-x 2-24* x x x x x x x x-794617-x x-794627-x 2-24* x x x x x x x-794617-x x-794628-x 2-24* x x x x x x x x-794617-x x-794629-x 2-24* x x x x x x x x-794617-x x-794630-x 2-24* x x x x** x x-794617-x x-794631-x 2-24* x x x x** x x-794617-x x-794632-x 2-24* x x x x** x x-794617-x x-794633-x 2-24* x x x x x x x-794617-x x-794634-x 2-24* x x x x x x x-794617-x x-794635-x 2-24* x x x x x x x-794617-x x-794636-x 2-24* x x x x x x x-794617-x x-794637-x 2-24* x x x x x x x-794617-x x-794638-x 2-24* x x x x x x x-794617-x x-794677-x 2-24* x x x x x x x-794617-x x-794678-x 2-24* x x x x x x x-794617-x x-784679-x 2-24* x x x x x x x-794617-x x-794680-x 2-24* x x x x** x x x-794617-x x-794681-x 2-24* x x x x** x x x-794617-x x-794682-x 2-24* x x x x** x x x-794617-x  0 337 3-pn-2 2 position header 3-pn-4 4 position header 3-pn-6 6 position header 3-pn-8 8 position header 4-pn-0 10 position header 4-pn-2 12 position header 4-pn-4 14 position header 4-pn-6 16 position header 4-pn-8 18 position header 5-pn-0 20 position header 5-pn-2 22 position header 5-pn-4 24 position header note:    to select the complete part number:   ? use 3- prefx for dual row headers up to 8 positions.   ? use 4- prefx for dual row headers from 10 to 18 positions.   ? use 5- prefx for dual row headers from 20 to 24 positions.   ? the -x suffx indicates number of positions.   (example: 3-794630-4 would be a 4 position header.  4-794630-4 would be a 14 position header. 5-794630-4  would be a 24 position header.) *available in even positions only.   **with retention feature on solder tail.

 te.com/products/micromatenlok micro mate-n-lok connector system te connectivity housings no. of circuits part no. plug receptacle single row double row free hanging panel mount with mates 2-12 x-1445049-x x x x x-1445022-x 2-12 x-1445048-x x x x x-1445022-x 2-24* x-794616-x x x x x-794617-x 2-24* x-794615-x x x x x-794617-x 2-12 x-1445022-x x x x-1445049-x, x-1445048-x    all single row headers 2-24* x-794617-x x x x-794616-x, x-794615-x,    all double row headers note:   use the prefx and suffx to indicate position size. (example: 794617-2 would be a 2 position housing and 2-794617-4 would be a 24 position housing.) select 18 awg receptacle housings no. of position part no. 1 18 awg circuits 2 black top latch side latch 2 2008570-2 1, 2 x x 3 2008570-3 1, 3 x x 4 2008570-4 1, 4 x x 5 2008570-5 1, 3, 5 x x 6 2008570-6 1, 3, 6 x x 2 2008571-2 1, 2 x x 3 2008571-3 1, 3 x x 4 2008571-4 1, 4 x x 5 2008571-5 1, 3, 5 x x 6 2008571-6 1, 3, 6 x x notes:  1.   for natural color add 1- prefx to base part number.   2.     remaining circuits accommodate 20 awg wire or smaller using standard contacts. low profile receptacle  housings positions color & part no. natural black 2 2029102-2 2029047-2 3 2029102-3 2029047-3 4 2029102-4 2029047-4 low profile right  angle surface mount positions color & part no. natural black 2 2029104-2 2029030-2 3 2029104-3 2029030-3 4 2029104-4 2029030-4 additional c onnector  k its  av ailable kit part no. kit description 2-2110852-2 micro mate-n-lok single row plug and receptacle connector kit 2-2110852-3 micro mate-n-lok dual row plug and receptacle connector kit 2-2110852-4 micro mate-n-lok through hole single row vertical header and receptacle connector kit 2-2110852-5 micro mate-n-lok through hole single row right angle header and receptacle connector kit 2-2110852-6 micro mate-n-lok through hole dual row vertical header and receptacle connector kit 2-2110852-7 micro mate-n-lok through hole dual row right angle header and receptacle connector kit 2-2110852-8 micro mate-n-lok surface mount single row right angle header and receptacle connector kit 2-2110852-9 micro mate-n-lok deluxe single and dual row vertical and right angle header, plug and receptacle kit

 for more information te technical support center usa:	 +1	(800)	 522-6752 canada:	 +1	(905)	 475-6222 mexico	 +52 	(0)	 55-1106-0800 latin/s. 	america:	 	 +54	(0)	 11-4733-2200		 germany:	 +49 	(0)	 6251-133-1999 uk:		 +44	(0)	 800-267666 france: 		 +33	(0)	 1-3420-8686 netherlands:	 +31 	(0)	 73-6246-999 china:		 +86	(0)	 400-820-6015 part 	numbers	in	this	 brochure	 are	 rohs	 compliant*,	 unless	 marked	 otherwise. *as 	defned	 www.te.com/leadfree questions that will help you better select the product that you need: what are the current and voltage requirements for your  application?     the 	 micro	 mate-n-lok	3	mm	 connector	 system	has	a	 maximum	 current	 rating	of	5	amps	per	line	and	is	 rated	 for	 250	 volts	 ac/dc.	 	 what are the wire type and size requirements?   the 	 micro	 mate-n-lok	3	mm	 connector	 system	 contacts	 are 	 approved	 for	use	with	 22-18	 [0.3-0.9],	 24-20	 [0.2-0.6]	 and	30-26	 [0.05-0.15]	 awg	 wire	with	a	maximum	 insulation	 diameter 	of	 .110	 [2.79].	 	 what are the number of positions?   the 	 micro	 mate-n-lok	3	mm	 connector	 system	is	 available	 in	 2-12	position	single	 row	and	 2-24	position	dual	 row	 confgurations 	on	a	 3.0	mm	 pitch.	 	 what are the operating temperature requirements?   the 	 micro-mate-n-lok	3	mm	 connector	 system	has	a	 maximum	 operating	 temperature	of	105c.		 for	 more	 information 	 regarding	 operating	 temperatures	 refer	 to	 product 	 specifcation	 108-1836. what packaging types are offered for headers and housings?  	 the 	 micro	 mate-n-lok	3	mm	 connector	 system	 offers	tape	and	 reel 	 packaging	 for	 surface	mount	headers,	 tray	 packaging	 for	 thru-board 	headers	and	bulk	 packaging	 for	all	 receptacle	and	 plug	housings.	 	 what is the beneft of choosing low-profle receptacle housings?  	 the 	 micro	 mate-n-lok	3	mm	 connector	 system	 offers	a	 low	 profle 	 receptacle	housing	 for	 applications	 that	need	 to	meet	 minimal	height	 requirements.		 this	 low	 profle	design	 offers	 a	 mated	height	of	only	 4.7	mm	and	is	 available	in	2,	3	and	4	 positions,	in	black	or	 natural	 color.	 	 what is the beneft of using an 18 awg select circuit receptacle  housing? 	 the 	 micro	 mate-n-lok	3	mm	 connector	 system	 offers	a	special	 18	 awg	 wire-to-board	select	 circuit	housing	 for	 low	 voltage	 lighting	 applications.		designed	 to	 accommodate	18	 awg	 ul1007	 wire 	in	select	 circuits	of	the	2,	3,	4,	5	and	6	position	housings,	 this	 product	is	ideal	 to	 minimize	 millivolt	 drops	on	long	 wire	runs	 sometimes	 required	 by	 low	 voltage	 conventional	and	solid	 state	 lighting.	 te.com ?	 2011	 tyco	 electronics	 corporation,	a	te	 connectivity	 ltd.	 company.	all	rights	 reserved. 1773458-4 		cis		 lug		fp		1m		 10/2011 amp-o-lectric,	 ampomator,	 mate-n-lok,	te	 connectivity	and	the	te	 connectivity	 (logo)	 are	 trademarks.	 other	logos,	 product	and	 company	names	mentioned	 herein	 may	be	 trademarks	of	their	 respective	 owners. while te has made every reasonable effort to ensure the accuracy of the information in this brochure, te does not guarantee that it is  error-free, nor does te make any other representation, warranty or guarantee that the information is accurate, correct, reliable or current.    te reserves the right to make any adjustments to the information contained herein at any time without notice. te expressly disclaims all  implied  warranties  regarding  the  information  contained  herein,  including,  but  not  limited  to,  any  implied  warranties  of  merchantability  or  ftness for a particular purpose. the dimensions in this brochure are for reference purposes only and are subject to change without notice.  specifcations are subject to change without notice. consult te for the latest dimensions and design specifcations.
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