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		  Datasheet File OCR Text:


		  communication components key features ? low insertion loss ? built-in position monitor ? latching and non-latching configurations ? high durability jdsu scn series 1xn optical switch is the ideal switching solution to increase network flexibility. the switch can be mounted directly on printed circuit boards (pcbs). its advanced mirror and prism design minimizes insertion loss and provides maximum reliability under demanding central office conditions. the switch is also equipped with status contacts, providing an electrical readout of the switch position to facilitate monitoring, and a latching configuration to ensure the switch remains in position following a power loss. on request, jdsu provides customized modular assemblies that incorporate taps, wdms, splitters, and other components. applications ? configurable optical add/drop  multiplexing ? optical network protection and  restoration ? network monitoring ? transmitter and receiver equipment  protection compliance ? telcordia gr-1073 1xn optical switch scn series north america : 800 498-jdsu (5378) website : www.jdsu.com worldwide : +800 5378-jdsu

 (specifications in mm unless otherwise noted.) dimensions diagram 2 1xn optical switch 53 60 93 17.55 6.75 2.54 2.54 4x 4-40unc  6 15.5 100 1 15 16 20 3.70 20 15 8.4 2 110 103 73 15.5 6.8 2.54 27.6 2.54 80 4x 4-40unc  6 12 15 16 8x5= 40 5  typ 20 3.7 8.4 15 1x4 switch 1x8 switch pinout pin description function 1 +5 v dc power supply 2 agnd analog ground 3 nc no connection 4 nc no connection 5 a0 control input 6 a1 control input 7 a2 control input 8 nc no connection 9 nc no connection 10 nc no connection 11 b0 status output 12 b1 status output 13 b2 status output 14 nc no connection 15 nc no connection 16 nc no connection note: pins 7 and 13 are not used for 1x4 switch

 3 1xn optical switch configurations selected port 12345678 control signals a2 00001111 a1 00110011 a0 01010101 status signals b2 00001111 b1 00110011 b0 01010101 specifications parameter 1x4 switch 1x5, 1x6, 1x7, 1x8 switch wavelength range 1290 to 1330 nm and/or 1525 to 1610 nm insertion loss 1,2 maximum 0.9 db  1.3 db  switching time maximum 6 ms  8 ms crosstalk 1 minimum 55 db 55 db return loss 1 minimum 50 db 50 db polarization dependent loss (pdl) 1 maximum 0.1 db  0.2 db repeatability maximum 0.05 db  0.05 db supply voltage 4.5 to 5.5 v dc 4.5 to 5.5 v dc drive frequency maximum 10 hz 10 hz operating temperature 0 to 70 c 0 to 70 c storage temperature -40 to 85 c -40 to 85 c fiber type 900   m tight buffer 900   m tight buffer dimensions 100 x 60 x 15 mm 110 x 80 x 15 mm 1. excluding connectors. 2. defined at room temperature and 1310/1550 nm. add additional 0.5 db over whole temperature and wavelength range.

 north america : 800 498-jdsu (5378) website : www.jdsu.com worldwide : +800 5378-jdsu ordering information for more information on this or other products and their availability, please contact your local jdsu account manager or jdsu directly at 1-800-498-jdsu (5378) in north america and +800-5378-jdsu worldwide or via e-mail at customer.service@jdsu.com. sample: scn-0013l10 1xn optical switch scn-00 1 code output port number 33  44  55  66  77  88  code input port number 11 code switching type lla tc hi n g nno n -la tc hi n g   code connector type 0no  c o nnect or 1f c /p c 2f c /ap c 3 sc /p c 4 sc /ap c 5l c /p c 6mu code fiber length 1 1 m ete r 22 m ete r s product specifications and descriptions in this document subject to  change without notice. ? 2007 jds uniphase corporation   301 49043 rev. 002 08/07 scnswitch.ds.cc.ae                           august 2007 telcordia is a registered trademark of telcordia technologies incorporated.
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