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		  Datasheet File OCR Text:


		              fiber optic technology    calibration laboratory       is registered trademark of optokon co., ltd. other names and trademarks mentioned herein may be the trademarks of their respect ive owners.  con_02-01_en  21/07/2003    optokon  co., ltd.,   cerveny kriz 250, 586 02 jihlava, czech republic  tel. +420 564 040 111, fax +420 564 040 134, +420  567 311 292, www.optokon.com, info@optokon.cz     1  lc patchcord    description:  the innovative lc design offers a form factor on e-half the size of current industry standards, and  simple features create a new de finition of user-friendliness.  the lc connector is manufactured to meet eia/tia 568a, focis 10, iec 61754-20 and iec 11801  specifications for optical performance and intermateab ility. the lc duplex fits into the rj-45 standard  cutout and uses the smallest diameter cable jacket in the industry.     features:    ?   one-half the size of current industry  standards  ?   increases panel density ? provides  duplex connection in 50% less space  ?   duplex fits rj-45 footprint  ?   available in sm, mm versions with  super, ultra and angle (apc) polishing  ?   user-friendly audible latch to indicate  proper mating  ?   simplex and duplex version available  ?   pull ? proof 1.7 mm simplex mini-cord,  1.8 x 3.6 mm duplex minizip cable      specifications:      insertion loss (il)  typ: 0.10 db  return loss (rl)  >60 db for jumpers up to 3 m  strain relief  90 n  operating temperature  -40c to +80c  durability  min 1000 cycles  assembly procedure  glue and polish  connection physical contact  lock mechanism  snap-on  standards  iso/iec 11801, tia 568a, iec 61754-20, cenelec  ferrule material  full ceramic zirconia  connector material  thermoplastic  adapter material  polymer composite, zirconia sleeve    application:       ?   telecom   ?   lan, wan   ?   catv  ?   sensor systems  ?   measuring technique   ?   utilities  ?   railways    

             fiber optic technology    calibration laboratory       is registered trademark of optokon co., ltd. other names and trademarks mentioned herein may be the trademarks of their respect ive owners.  con_02-01_en  21/07/2003    optokon  co., ltd.,   cerveny kriz 250, 586 02 jihlava, czech republic  tel. +420 564 040 111, fax +420 564 040 134, +420  567 311 292, www.optokon.com, info@optokon.cz     2  ordering code:           aaa (d)  - xx xx - x  - xxx                                    aaa                  xxx   - length [m]      connector  connector                    type  description        x - type (pigtail or jumper)     lc  lc/pc       j  jumper    slc  lc/spc       p  pigtail     ulc  lc/upc           ulc1  lc/upc premium class 1    xx - diameter of fibre, cable   xx - type of fibre    nlc  lc/apc  fibre  m5  mm 50/125 m    nlc1  lc/apc premium class 1    09  fibre ? 0.9 mm  m6  mm 62.5/125 m    nlc2  lc/apc premium class 2    simplex cable  sm  sm 9/125 m (g.652)   (d)*  duplex connector    17  cable ? 1.7 mm  ds  dispersion shifted         20  cable ? 2.0 mm  tw  truewave  premium class 1 il    0.10 db    duplex cable  rs  truewave - rs  premium class 2 il    0.25 db     d1  duplex minizip 1.8 x 3.5 mm  tl  teralight  *) note:     d3  duplex zipcord 2.0 x 4.2 mm   le  leaf  1. lc d   duplex patchcord with duplex connector           2. 2 x lc  duplex patchcord with 2 single connectors                 dimensions:  1,25 19,8 48,8 4,5 1 0     samples:  nlc-20 sm-j-001  sc d-lc d-d1 m5-j-003         lc ?  is trademark of luce nt technologies, inc.  a b  b a cross duplex patchcord
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