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		  Datasheet File OCR Text:


		  d a t a  sh eet product speci?cation supersedes data of october 1991 1996 jun 10 discrete semiconductors bzd27 series voltage regulator diodes o k, halfpage m3d121

 1996 jun 10 2 philips semiconductors product speci?cation voltage regulator diodes bzd27 series features  glass passivated  high maximum operating temperature  low leakage current  excellent stability  zener working voltage range: 3.6 to 270 v for 46 types  transient suppressor stand-off voltage range: 6.2 to 430 v for 45 types  supplied in 8 mm embossed tape. description cavity free cylindrical glass sod87 package through implotec ? (1) technology. this package is hermetically sealed and fatigue free as coefficients of expansion of all used parts are matched. (1) implotec is a trademark of philips. fig.1  simplified outline (sod87) and symbol. handbook, 4 columns mam249 ka limiting values in accordance with the absolute maximum rating system (iec 134). symbol parameter conditions min. max. unit p tot total power dissipation t tp = 105  c; see figs 2 and 3 bzd27-c3v6 to -c6v8 - 1.7 w bzd27-c7v5 to -c510 - 2.3 w p tot total power dissipation pcb mounted (see fig.7) bzd27-c3v6 to -c6v8 t amb =60  c; see fig.2 - 0.8 w bzd27-c7v5 to -c510 t amb =55  c; see fig.3 - 0.8 w p zsm non-repetitive peak reverse power dissipation t p = 100 m s; square pulse; t j =25  c prior to surge; see figs.4 and 5 bzd27-c3v6 to -c6v8 - 300 w bzd27-c7v5 to -c510 - 300 w p rsm non-repetitive peak reverse power dissipation 10/1000 m s exponential pulse (see fig.8); t j =25  c prior to surge bzd27-c7v5 to -c510 - 150 w t stg storage temperature bzd27-c3v6 to -c6v8 - 65 +200  c bzd27-c7v5 to -c510 - 65 +175  c t j junction temperature bzd27-c3v6 to -c6v8 - 65 +200  c bzd27-c7v5 to -c510 - 65 +175  c

 1996 jun 10 3 philips semiconductors product speci?cation voltage regulator diodes bzd27 series electrical characteristics total series t j =25  c unless otherwise specified. per type when used as voltage regulator diodes t j =25  c unless otherwise specified. symbol parameter conditions min. max. unit v f forward voltage i f = 0.2 a; see fig.6 - 1.2 v type no. suffix (1) working voltage differential resistance temperature  coefficient test current reverse current at reverse voltage v z  (v) at i z r dif ( w )ati z s z  (%/k) at i z i z  (ma) i r  ( m a) v r  (v) min. nom. max. typ. max. min. max. max. c3v6 3.4 3.6 3.8 4 8 - 0.14 - 0.04 100 100 1 c3v9 3.7 3.9 4.1 4 8 - 0.14 - 0.04 100 50 1 c4v3 4.0 4.3 4.6 4 7 - 0.12 - 0.02 100 25 1 c4v7 4.4 4.7 5.0 3 7 - 0.10 0.00 100 10 1 c5v1 4.8 5.1 5.4 3 6 - 0.08 - 0.02 100 5 1 c5v6 5.2 5.6 6.0 2 4 - 0.04 0.04 100 10 2 c6v2 5.8 6.2 6.6 2 3 - 0.01 0.06 100 5 2 c6v8 6.4 6.8 7.2 1 3 0.00 0.07 100 10 3 c7v5 7.0 7.5 7.9 1 2 0.00 0.07 100 50 3 c8v2 7.7 8.2 8.7 1 2 0.03 0.08 100 10 3 c9v1 8.5 9.1 9.6 2 4 0.03 0.08 50 10 5 c10 9.4 10 10.6 2 4 0.05 0.09 50 7 7.5 c11 10.4 11 11.6 4 7 0.05 0.10 50 4 8.2 c12 11.4 12 12.7 4 7 0.05 0.10 50 3 9.1 c13 12.4 13 14.1 5 10 0.05 0.10 50 2 10 c15 13.8 15 15.6 5 10 0.05 0.10 50 1 11 c16 15.3 16 17.1 6 15 0.06 0.11 25 1 12 c18 16.8 18 19.1 6 15 0.06 0.11 25 1 13 c20 18.8 20 21.2 6 15 0.06 0.11 25 1 15 c22 20.8 22 23.3 6 15 0.06 0.11 25 1 16 c24 22.8 24 25.6 7 15 0.06 0.11 25 1 18 c27 25.1 27 28.9 7 15 0.06 0.11 25 1 20 c30 28 30 32 8 15 0.06 0.11 25 1 22 c33 31 33 35 8 15 0.06 0.11 25 1 24 c36 34 36 38 21 40 0.06 0.11 10 1 27 c39 37 39 41 21 40 0.06 0.11 10 1 30 c43 40 43 46 24 45 0.07 0.12 10 1 33 c47 44 47 50 24 45 0.07 0.12 10 1 36

 1996 jun 10 4 philips semiconductors product speci?cation voltage regulator diodes bzd27 series note 1. to complete the type number the suffix is added to the basic type number, e.g. bzd27-c51. c51 48 51 54 25 60 0.07 0.12 10 1 39 c56 52 56 60 25 60 0.07 0.12 10 1 43 c62 58 62 66 25 80 0.08 0.13 10 1 47 c68 64 68 72 25 80 0.08 0.13 10 1 51 c75 70 75 79 30 100 0.08 0.13 10 1 56 c82 77 82 87 30 100 0.08 0.13 10 1 62 c91 85 91 96 60 200 0.09 0.13 5 1 68 c100 94 100 106 60 200 0.09 0.13 5 1 75 c110 104 110 116 80 250 0.09 0.13 5 1 82 c120 114 120 127 80 250 0.09 0.13 5 1 91 c130 124 130 141 110 300 0.09 0.13 5 1 100 c150 138 150 156 130 300 0.09 0.13 5 1 110 c160 153 160 171 150 350 0.09 0.13 5 1 120 c180 168 180 191 180 400 0.09 0.13 5 1 130 c200 188 200 212 200 500 0.09 0.13 5 1 150 c220 208 220 233 350 750 0.09 0.13 2 1 160 c240 228 240 256 400 850 0.09 0.13 2 1 180 c270 251 270 289 450 1000 0.09 0.13 2 1 200 type no. suffix (1) working voltage differential resistance temperature  coefficient test current reverse current at reverse voltage v z  (v) at i z r dif ( w )ati z s z  (%/k) at i z i z  (ma) i r  ( m a) v r  (v) min. nom. max. typ. max. min. max. max.

 1996 jun 10 5 philips semiconductors product speci?cation voltage regulator diodes bzd27 series per type when used as transient suppressor diodes t j = 25  c unless otherwise specified. type number reverse breakdown  voltage temperature coefficient test curren t clamping voltage reverse current at stand-off voltage v (br)r  (v) at i test s z (%/k) at i test i test (ma) v (cl)r  (v) at i rsm (a) note 1 i r ( m a) at v r (v) min. min. max. max. max. bzd27-c7v5 7.0 0.00 0.07 100 11.3 13.3 1500 6.2 bzd27-c8v2 7.7 0.03 0.08 100 12.3 12.2 1200 6.8 bzd27-c9v1 8.5 0.03 0.08 50 13.3 11.3 100 7.5 bzd27-c10 9.4 0.05 0.09 50 14.8 10.1 20 8.2 bzd27-c11 10.4 0.05 0.10 50 15.7 9.6 5 9.1 bzd27-c12 11.4 0.05 0.10 50 17.0 8.8 5 10 bzd27-c13 12.4 0.05 0.10 50 18.9 7.9 5 11 bzd27-c15 13.8 0.05 0.10 50 20.9 7.2 5 12 bzd27-c16 15.3 0.06 0.11 25 22.9 6.6 5 13 bzd27-c18 16.8 0.06 0.11 25 25.6 5.9 5 15 bzd27-c20 18.8 0.06 0.11 25 28.4 5.3 5 16 bzd27-c22 20.8 0.06 0.11 25 31.0 4.8 5 18 bzd27-c24 22.8 0.06 0.11 25 33.8 4.4 5 20 bzd27-c27 25.1 0.06 0.11 25 38.1 3.9 5 22 bzd27-c30 28 0.06 0.11 25 42.2 3.6 5 24 bzd27-c33 31 0.06 0.11 25 46.2 3.2 5 27 bzd27-c36 34 0.06 0.11 10 50.1 3.0 5 30 bzd27-c39 37 0.06 0.11 10 54.1 2.8 5 33 bzd27-c43 40 0.07 0.12 10 60.7 2.5 5 36 bzd27-c47 44 0.07 0.12 10 65.5 2.3 5 39 bzd27-c51 48 0.07 0.12 10 70.8 2.1 5 43 bzd27-c56 52 0.07 0.12 10 78.6 1.9 5 47 bzd27-c62 58 0.08 0.13 10 86.5 1.7 5 51 bzd27-c68 64 0.08 0.13 10 94.4 1.6 5 56 bzd27-c75 70 0.08 0.13 10 103.5 1.5 5 62 bzd27-c82 77 0.08 0.13 10 114 1.3 5 68 bzd27-c91 85 0.09 0.13 5 126 1.2 5 75 bzd27-c100 94 0.09 0.13 5 139 1.1 5 82 bzd27-c110 104 0.09 0.13 5 152 1.0 5 91 bzd27-c120 114 0.09 0.13 5 167 0.90 5 100 bzd27-c130 124 0.09 0.13 5 185 0.81 5 110 bzd27-c150 138 0.09 0.13 5 204 0.73 5 120 bzd27-c160 153 0.09 0.13 5 224 0.67 5 130

 1996 jun 10 6 philips semiconductors product speci?cation voltage regulator diodes bzd27 series note 1. non-repetitive peak reverse current in accordance with iec 60-1, section 8  (10/1000 m s pulse); see fig.8. thermal characteristics note 1. device mounted on an epoxy-glass printed-circuit board, 1.5 mm thick; thickness of cu-layer 3 40 m m, see fig.7. for more information please refer to the general part of associated handbook . bzd27-c180 168 0.09 0.13 5 249 0.60 5 150 bzd27-c200 188 0.09 0.13 5 276 0.54 5 160 bzd27-c220 208 0.09 0.13 2 305 0.50 5 180 bzd27-c240 228 0.09 0.13 2 336 0.45 5 200 bzd27-c270 251 0.09 0.13 2 380 0.40 5 220 bzd27-c300 280 0.09 0.13 2 419 0.36 5 240 bzd27-c330 310 0.09 0.13 2 459 0.33 5 270 bzd27-c360 340 0.09 0.13 2 498 0.30 5 300 bzd27-c390 370 0.09 0.13 2 537 0.28 5 330 bzd27-c430 400 0.09 0.13 2 603 0.25 5 360 bzd27-c470 440 0.09 0.13 2 655 0.23 5 390 bzd27-c510 480 0.09 0.13 2 707 0.21 5 430 symbol parameter conditions value unit r th j-tp thermal resistance from junction to tie-point bzd27-c3v6 to -c6v8 55 k/w bzd27-c7v5 to -c510 30 k/w r th j-a thermal resistance from junction to ambient note 1 bzd27-c3v6 to -c6v8 175 k/w bzd27-c7v5 to -c510 150 k/w type number reverse breakdown  voltage temperature coefficient test curren t clamping voltage reverse current at stand-off voltage v (br)r  (v) at i test s z (%/k) at i test i test (ma) v (cl)r  (v) at i rsm (a) note 1 i r ( m a) at v r (v) min. min. max. max. max.

 1996 jun 10 7 philips semiconductors product speci?cation voltage regulator diodes bzd27 series graphical data fig.2 maximum total power dissipation as a function of temperature. types bzd27-c3v6 to -c6v8 solid line: tie-point temperature. dotted line: ambient temperature; device mounted as shown in fig.7. handbook, halfpage 0 200 3 0 1 2 mbh454 p tot (w) 100 t (  c) fig.3 maximum total power dissipation as a function of temperature. types bzd27-c7v5 to -c510 solid line: tie-point temperature. dotted line: ambient temperature; device mounted as shown in fig.7. handbook, halfpage 0 200 3 0 1 2 mbh455 p tot (w) 100 t (  c) t j =25  c prior to surge. see also fig 5. fig.4 maximum non-repetitive peak reverse power dissipation as a function of pulse duration (square pulse). handbook, halfpage 10 - 2 10 10 2 10 3 10 4 10 - 1 1 t p  (ms) p zsm (w) 10 mgd524 t j =25  c prior to surge. fig.5 maximum non-repetitive peak reverse power dissipation as a function of nominal working voltage. handbook, halfpage 0 3v9 4v7 6v8 400 300 100 0 200 mgd525 5v6 v znom  (v) 3v6 4v3 6v2 5v1 p zsm (w)

 1996 jun 10 8 philips semiconductors product speci?cation voltage regulator diodes bzd27 series t j =25  c. fig.6 forward current as a function of forward voltage; typical values. handbook, halfpage 02 2 i f (a) 0 mgd520 1 1 v f  (v) fig.7  printed-circuit board for surface mounting. dimensions in mm. msb213 4.5 2.5 1.25 50 50 fig.8 non-repetitive peak reverse current pulse definition. in accordance with iec 60-1, section 8 . t 1 =10 m s. t 2 = 1000 m s. handbook, halfpage mgd521 i rsm (%) 100 90 50 10 t 1 t 2 t

 1996 jun 10 9 philips semiconductors product speci?cation voltage regulator diodes bzd27 series package outline definitions life support applications these products are not designed for use in life support appliances, devices, or systems where malfunction of these products can reasonably be expected to result in personal injury. philips customers using or selling these products for use in such applications do so at their own risk and agree to fully indemnify philips for any damages resulting from such improper use or sale. data sheet status objective speci?cation this data sheet contains target or goal speci?cations for product development. preliminary speci?cation this data sheet contains preliminary data; supplementary data may be published later. product speci?cation this data sheet contains ?nal product speci?cations. limiting values limiting values given are in accordance with the absolute maximum rating system (iec 134). stress above one or more of the limiting values may cause permanent damage to the device. these are stress ratings only and operation of the device at these or at any other conditions above those given in the characteristics sections of the speci?cation is not implied. exposure to limiting values for extended periods may affect device reliability. application information where application information is given, it is advisory and does not form part of the speci?cation. dimensions in mm. the marking band indicates the cathode. fig.9  sod87. handbook, full pagewidth mba505 0.3 o 2.05     0.05 d = 3.5    0.2 d1 = 1.9     0.1 o

 go to philips semiconductors' home page select & go...     start part catalog & datasheets catalog by function discrete semiconductors audio clocks and watches data communications microcontrollers peripherals standard analog video wired communications wireless communications catalog by system automotive consumer multimedia  systems communications pc/pc-peripherals cross reference models packages application notes selection guides other technical documentation end of life information datahandbook system relevant links about catalog tree about search about this site subscribe to enews catalog & datasheets search   bzd27 series   bzd27 series information as of 2000 - 08 - 21    bzd27 series; voltage regulator diodes   cavity free cylindrical glass sod87 package through implotec tm  (1) technology. this package is hermetically sealed and fatigue free as  coefficients of expansion of all used parts are matched.  (1) implotec is a trademark of philips.  l glass passivated  l high maximum operating temperature  l low leakage current  l excellent stability  l zener working voltage range: 3.6 to 270 v for 46 types  l transient suppressor stand-off voltage range: 6.2 to 430 v for 45 types  l supplied in 8 mm embossed tape.  ?  description ?  features ?  datasheet ?  products, packages, availability and ordering ?  find similar products ?  to be kept informed on bzd27 series, subscribe to enews. subscribe  to enews description features datasheet type nr. title publication release date datasheet status page  count file  size  (kb) datasheet bzd27 series  voltage regulator diodes  10-jun-96  product  specification  9   38    download 

 products, packages, availability and ordering partnumber north american partnumber order code (12nc) marking/packing package device status buy online bzd27-c10  bzd27-c10 t/r  9338 674 70115  standard marking * reel pack,  smd  sod87   full production    bzd27-c10 /t3  9338 674 70135  standard marking * reel pack,  smd, large  sod87   full production  bzd27- c10/mo  bzd27-c10/mo /t3  9340 503 50135  standard marking * reel pack,  smd, large  sod87   full production  bzd27-c100  bzd27-c100 /t3  9338 677 10135  standard marking * reel pack,  smd, large  sod87   full production  bzd27-c11  bzd27-c11 t/r  9338 674 80115  standard marking * reel pack,  smd  sod87   full production    bzd27-c11 /t3  9338 674 80135  standard marking * reel pack,  smd,  large  sod87   full production  bzd27-c110  bzd27-c110 /t3  9338 677 20135  standard marking * reel pack,  smd, large  sod87   full production  bzd27-c12  bzd27-c12 t/r  9338 674 90115  standard marking * reel pack,  smd  sod87   full production    bzd27-c12 /t3  9338 674 90135  standard marking * reel pack,  smd, large  sod87   full production  bzd27-c120  bzd27-c120 /t3  9338 677 30135  standard marking * reel pack,  smd, large  sod87   full production  bzd27-c13  bzd27-c13 /t3  9338 675 00135  standard marking * reel pack,  smd, large  sod87   full production  bzd27-c130  bzd27-c130 /t3  9338 677 40135  standard marking * reel pack,  smd, large  sod87   full production  bzd27-c15  bzd27-c15 t/r  9338 675 10115  standard marking * reel pack,  smd  sod87   full production    bzd27-c15 /t3  9338 675 10135  standard marking * reel pack,  smd, large  sod87   full production  bzd27-c150  bzd27-c150 /t3  9338 677 50135  standard marking * reel pack,  smd, large  sod87   full production  bzd27-c16  bzd27-c16 /t3  9338 675 20135  standard marking * reel pack,  smd, large  sod87   full production  bzd27-c160  bzd27-c160 t/r  9338 677 60115  standard marking * reel pack,  smd  sod87   full production    bzd27-c160 /t3  9338 677 60135  standard marking * reel pack,  smd, large  sod87   full production  bzd27-c18  bzd27-c18 t/r  9338 675 30115  standard marking * reel pack,  smd  sod87   full production  standard marking * reel pack, 

   bzd27-c18 /t3  9338 675 30135  standard marking * reel pack,  smd, large  sod87   full production  bzd27-c180  bzd27-c180 /t3  9338 677 70135  standard marking * reel pack,  smd, large  sod87   full production  bzd27-c20  bzd27-c20 t/r  9338 675 40115  standard marking * reel pack,  smd  sod87   full production    bzd27-c20 /t3  9338 675 40135  standard marking * reel pack,  smd, large  sod87   full production  bzd27-c200  bzd27-c200 /t3  9338 677 80135  standard marking * reel pack,  smd, large  sod87   full production  bzd27-c22  bzd27-c22 t/r  9338 675 50115  standard marking * reel pack,  smd  sod87   full production    bzd27-c22 /t3  9338 675 50135  standard marking * reel pack,  smd, large  sod87   full production  bzd27-c220  bzd27-c220 /t3  9338 677 90135  standard marking * reel pack,  smd, large  sod87   full production  bzd27-c24  bzd27-c24 t/r  9338 675 60115  standard marking * reel pack,  smd  sod87   full production    bzd27-c24 /t3  9338 675 60135  standard marking * reel pack,  smd, large  sod87   full production  bzd27-c240  bzd27-c240 /t3  9338 678 00135  standard marking * reel pack,  smd, large  sod87   full production  bzd27-c27  bzd27-c27 t/r  9338 675 70115  standard marking * reel pack,  smd  sod87   full production    bzd27-c27 /t3  9338 675 70135  standard marking * reel pack,  smd, large  sod87   full production  bzd27-c270  bzd27-c270 /t3  9338 678 10135  standard marking * reel pack,  smd, large  sod87   full production  bzd27-c30  bzd27-c30 t/r  9338 675 80115  standard marking * reel pack,  smd  sod87   full production    bzd27-c30 /t3  9338 675 80135  standard marking * reel pack,  smd, large  sod87   full production  bzd27-c300  bzd27-c300 /t3  9340 012 20135  standard marking * reel pack,  smd, large  sod87   full production  bzd27-c33  bzd27-c33 t/r  9338 675 90115  standard marking * reel pack,  smd  sod87   full production    bzd27-c33 /t3  9338 675 90135  standard marking * reel pack,  smd, large  sod87   full production  bzd27-c330  bzd27-c330 /t3  9340 012 30135  standard marking * reel pack,  smd, large  sod87   full production  bzd27-c36  bzd27-c36 t/r  9338 676 00115  standard marking * reel pack,  smd  sod87   full production    bzd27-c36 /t3  9338 676 00135  standard marking * reel pack,  smd, large  sod87   full production  bzd27-c360  bzd27-c360 /t3  9340 012 40135  standard marking * reel pack,  sod87   full production 

 bzd27-c360  bzd27-c360 /t3  9340 012 40135  standard marking * reel pack,  smd, large  sod87   full production  bzd27-c39  bzd27-c39 t/r  9338 676 10115  standard marking * reel pack,  smd  sod87   full production    bzd27-c39 /t3  9338 676 10135  standard marking * reel pack,  smd, large  sod87   full production  bzd27-c390  bzd27-c390 /t3  9340 012 50135  standard marking * reel pack,  smd, large  sod87   full production  bzd27-c3v6  bzd27-c3v6 /t3  9340 093 80135  standard marking * reel pack,  smd, large  sod87   full production  bzd27-c3v9  bzd27-c3v9 /t3  9340 108 60135  standard marking * reel pack,  smd, large  sod87   full production  bzd27-c43  bzd27-c43 t/r  9338 676 20115  standard marking * reel pack,  smd  sod87   full production    bzd27-c43 /t3  9338 676 20135  standard marking * reel pack,  smd, large  sod87   full production  bzd27-c430  bzd27-c430 /t3  9340 012 60135  standard marking * reel pack,  smd, large  sod87   full production  bzd27-c47  bzd27-c47 t/r  9338 676 30115  standard marking * reel pack,  smd  sod87   full production    bzd27-c47 /t3  9338 676 30135  standard marking * reel pack,  smd, large  sod87   full production  bzd27-c470  bzd27-c470 /t3  9340 012 70135  standard marking * reel pack,  smd, large  sod87   full production  bzd27-c4v3  bzd27-c4v3 /t3  9340 108 70135  standard marking * reel pack,  smd, large  sod87   full production  bzd27-c4v7  bzd27-c4v7 /t3  9340 108 80135  standard marking * reel pack,  smd, large  sod87   full production  bzd27-c51  bzd27-c51 /t3  9338 676 40135  standard marking * reel pack,  smd, large  sod87   full production  bzd27-c510  bzd27-c510 /t3  9340 012 80135  standard marking * reel pack,  smd, large  sod87   full production  bzd27-c56  bzd27-c56 /t3  9338 676 50135  standard marking * reel pack,  smd, large  sod87   full production  bzd27-c5v1  bzd27-c5v1 /t3  9340 108 90135  standard marking * reel pack,  smd, large  sod87   full production  bzd27-c5v6  bzd27-c5v6 t/r  9340 109 00115  standard marking * reel pack,  smd  sod87   full production    bzd27-c5v6 /t3  9340 109 00135  standard marking * reel pack,  smd, large  sod87   full production  bzd27-c62  bzd27-c62 /t3  9338 676 60135  standard marking * reel pack,  smd, large  sod87   full production  bzd27-c68  bzd27-c68 t/r  9338 676 70115  standard marking * reel pack,  smd  sod87   full production    bzd27-c68 /t3  9338 676 70135  standard marking * reel pack,  smd, large  sod87   full production 

 please read  information about some discontinued variants of this product .   bzd27 series  links to the similar products page containing an overview of products that are similar in function or related to the part  number(s) as listed on this page. the similar products page includes products from the same catalog tree(s) , relevant selection guides and  products from the same functional category.   bzd27-c68 /t3  9338 676 70135  smd, large  sod87   full production  bzd27-c6v2  bzd27-c6v2 /t3  9340 109 10135  standard marking * reel pack,  smd, large  sod87   full production  bzd27-c6v8  bzd27-c6v8 /t3  9340 109 20135  standard marking * reel pack,  smd, large  sod87   full production  bzd27-c75  bzd27-c75 t/r  9338 676 80115  standard marking * reel pack,  smd  sod87   full production    bzd27-c75 /t3  9338 676 80135  standard marking * reel pack,  smd, large  sod87   full production  bzd27-c7v5  bzd27-c7v5 t/r  9338 674 50115  standard marking * reel pack,  smd  sod87   full production    bzd27-c7v5 /t3  9338 674 50135  standard marking * reel pack,  smd, large  sod87   full production  bzd27-c82  bzd27-c82 /t3  9338 676 90135  standard marking * reel pack,  smd, large  sod87   full production  bzd27-c8v2  bzd27-c8v2 t/r  9338 674 60115  standard marking * reel pack,  smd  sod87   full production    bzd27-c8v2 /t3  9338 674 60135  standard marking * reel pack,  smd, large  sod87   full production  bzd27-c91  bzd27-c91 /t3  9338 677 00135  standard marking * reel pack,  smd, large  sod87   full production  bzd27-c9v1  bzd27-c9v1 /t3  9338 728 10135  standard marking * reel pack,  smd, large  sod87   full production  find similar products: copyright  ?  2000 royal philips electronics all rights reserved. terms and conditions .
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