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		  Datasheet File OCR Text:


		  www.gowanda.com one magnetics pkwy, gowanda, ny 14070 ? (t) 716-532-2234 ? (f) 716-532-2702 ? sales@gowanda.com    rf inductors - surface mount cc0805lf   rohs ceramic wirewound rf inductors        part   l  l freq    q  q   srf   dcr  current  minimum     number  n h  mh z  min  freq   mhz  ohms   rating  t olerance             mhz   min  max  dc max ma  codes  a v ailable cc0805-0022jlf	 2.2	 250	 55	 1800	 6000	 .050	 1000	 j cc0805-0027jlf	 2.7	 250	 55	 1800	 6000	 .080	 1000	 j cc0805-0033jlf	 3.3	 250	 50	 1500	 6000	 .080	 1000	 j cc0805-0047klf	 4.7	 250	 60	 1500	 5000	 .080	 1000	 k cc0805-0056jlf	 5.6	 250	 60	 1500	 5000	 .090	 1000	 j cc0805-0068jlf	 6.8	 250	 60	 1500	 5500	 							 .10	 1000	 j cc0805-0082jlf	 8.2	 250	 55	 1500	 5000	 							 .10	 1000	 j cc0805-010jlf	 10	 250	 60	 1500	 4500	 							 .13	 1000	 j cc0805-012glf	 12	 250	 65	 500	 4500	 							 .10	 1000	 g cc0805-015glf	 15	 250	 50	 500	 4100	 							 .10	 1000	 g cc0805-018glf	 18	 250	 70	 500	 3500	 							 .13	 1000	 g cc0805-022glf	 22	 250	 55	 500	 3200	 							.13	 		900	 g cc0805-027glf	 27	 250	 60	 500	 2700	 							.13	 		750	 g cc0805-033glf	 33	 250	 60	 500	 2200	 							.16	 		750	 g cc0805-039glf	 39	 250	 70	 500	 2100	 							.20	 		750	 g cc0805-047glf	 47	 250	 65	 500	 2000	 							.22	 		750	 g cc0805-056glf	 56	 250	 60	 500	 1900	 							.25	 		650	 g cc0805-068glf	 68	 250	 70	 500	 1700	 							.28	 		600	 g cc0805-082glf	 82	 150	 65	 500	 1600	 							.31	 		500	 g cc0805-100glf	 100	 150	 65	 500	 1500	 							.35	 		600	 g CC0805-120GLF	 120	 150	 50	 250	 1300	 							.37	 		450	 g cc0805-150glf	 150	 100	 50	 250	 1200	 							.40	 		450	 g cc0805-180glf	 180	 100	 50	 250	 1100	 							.45	 		450	 g cc0805-220glf	 220	 100	 50	 250	 1000	 							.80	 		400	 g cc0805-270glf	 270	 100	 40	 200	 		950	 					1.0	 		320	 g cc0805-330glf	 330	 100	 45	 200	 890	 1.2	 260	 g cc0805-390glf	 390	 100	 45	 200	 830	 1.5	 200	 g cc0805-470glf	 470	 100	 45	 200	 750	 2.5	 170	 g cc0805-560glf	 560	 100	 45	 200	 700	 3.5	 170	 g cc0805-680glf	 680	 		 50	 45	 200	 650	 4.0	 170	 g cc0805-820glf	 820	 		 25	 15	 		 25	 100	 2.5	 170	 g cc0805-101glf	 1000	 		 25	 15	 		 25	 100	 2.5	 170	 g cc0805-181glf	 1800	 						 7.9	 14	 							7.9	 		 65	 3.3	 150	 g cc0805-221glf	 2200	 						 7.9	 15	 							7.9	 	 60	 3.8	 150	 g no tes: ? 	 operating	temperature	-40c	to	+125c ?	 excellent 	 high 	 frequency 	 applications ?	 	 suitable 	 for 	 refow 	 soldering ?	 	 flat 	 top 	 cover 	 for 	 pick 	 and 	 place ? 	 ceramic 	 core, 		 terminations 	 are 	 gold 	 plated 	 	 	nickel 	 ?	 	 inductance 	 and 	 q 	 measured 	 using 	 the 	 	 	 	hp4291a ?	 	srf	measured	using	the	hp8753c 	 	suffx 	 	 k 	 = 	 10% 	 tolerance 		j 	 = 	 5% 		g 	 = 	 2% ?	 	 tape 	 and 	 reel ta p e and reel specs: pcs./reel	 maximum:	 	 2500 pitch	between	 parts:	 	 4mm tape 	width:	 	 8mm reel	diameter	 inches:	 	 	 7	 .060	(1.52) max .070	(1.78) max .095	(2.41) max .008	(.20) ref recommended	foot 	print .040	 (1.016) .070	 (1.78) .070 (1.78) .060	(1.52) max .070	(1.78) max .095	(2.41) max .008	(.20) ref recommended	foot 	print .040	 (1.016) .070	 (1.78) .070 (1.78) in.	(mm)
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