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		  Datasheet File OCR Text:


		  rb2200r-100k-rc rb2200r-150k-rc rb2200r-220k-rc rb2200r-330k-rc rb2200r-470k-rc rb2200r-680k-rc rb2200r-101k-rc rb2200r-151k-rc rb2200r-221k-rc rb2200r-331k-rc rb2200r-471k-rc rb2200r-681k-rc rb2200r-102k-rc rb2200r-152k-rc rb2200r-222k-rc rb2200r-332k-rc rb2200r-472k-rc rb2200r-682k-rc rb2200r-103k-rc RB2200R-153K-RC rb2200r-223k-rc rb2200r-333k-rc rb2200r-473k-rc rb2200r-683k-rc allied part number inductance ( h) srf (mhz) dc current max. 10 15 22 33 47 68 100 150 220 330 470 680 1000 1500 2200 3300 4700 6800 10000 15000 22000 33000 47000 68000 21.2 19.4 17.0 11.4 10.9 8.7 7.0 5.7 4.4 3.7 3.2 2.5 2.1 1.9 1.7 1.2 1.0 0.85 0.62 0.51 0.34 0.28 0.25 0.20 65 60 50 50 50 90 90 90 100 100 110 120 120 130 90 140 150 145 155 140 100 95 90 70 1.62 1.35 1.08 0.90 0.77 0.77 0.67 0.52 0.43 0.38 0.31 0.25 0.17 0.13 0.11 0.10 0.081 0.072 0.063 0.054 0.045 0.036 0.027 0.018 all  specif icat ions  subject t o  change  wit hout not ice. radial bobbin inductors     rb2200r electrical t oleran ce:   10%  over  en tire  range. t ighter  tolerances  available. small foot print radial leaded extensive inductance range features ? ? ? rohs allied  components  interna tional 714-665-1 140 www.a lli edcom pon en ts .com dimensions: inches (mm) t est frequency: 1khz, 0.1v physical packaging: 500 pcs per bag  marking: eia inductance code and   ?f? rohs indentifier   06/07/11 dcr max. (?) 0.05 0.07 0.09 0.14 0.22 0.28 0.39 0.54 0.83 1.21 1.65 2.64 3.63 6.49 8.58 11.0 15.0 22.0 37.4 51.7 82.5 118.8 169.4 242.0 nom. (a) 1000 500 500 500 500 100 100 100 100 100 100 100 100 100 50 150 150 150 150 150 50 50 50 50 q at f khz nom q f ul polyolefin tubing ? test equipment inductance: hp4263b 1khz-0.1v  dcr: hp4263b 1khz-0.1v   dc current: based on inductance change  by no more than 10% of initial value and   operating temperature: -25oc to +70oc inductance range: -10h ~ 68,000h current: ch-301 current source & dcr dcr: hp4263b 1khz-0.1v q: hp4342a q meter temperature rise of no more than 30oc of initial temperature within the coil body. under no circumstances should the  temperature of the part increase to more than 125oc. a: 0.2830.020 b: 0.3350.020 c: 0.413 max d: 1.6140.130 e: 1.7720.130 f: 0.0240.002 g: 0.1180.020 
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