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		  Datasheet File OCR Text:


		  10 the mcgill ?  0801, 0811, 0821 and 0831 series feature industria l grade construction with  electrical ratings up to 25a @ 277vac. available with a va riety of screw or snap mount metal  brackets, the 0801, 0811, 0821, and 0831 series provide  a robust design for the requirements  of industrial type applications. specifications 0801  0811*/0821/0831 series ?  ul recognized  ?   ul recognized   ? 20a, 277vac    ? 15a, 277vac   ? 1 1/2 hp, 125-250vac    ? 3/4 hp, 125-277vac ?  csa certified  ?  csa certified   ? 16a, 277vac    ? 15a, 277vac   ? 1 1/2 hp, 125-250vac    ? 3/4 hp, 125-250vac *dpst only circuit available in 20a,       277vac @ 1 1/2 hp, 125-250vac construction ?   all standard models have .250 x .032 spade terminals and white actuators. coverplate versions  have .375 offset, 1.625 centered 2-hole mounting. ?   .187 spade terminals, solder terminals and 16-gau ge wire leads are also available. consult factory  for other circuits, colors or custom designs.   snap-in version  coverplate version approximate dimensions in inches and (millimeters). mcgill ?   0801, 0811, 0821, 0831 series metal-mount style rocker switches

 11 coverplate variations 0.375 offset (9.52) 0.375(9.52) approximate dimensions in inches and (millimeters).   coverplate  mounting holes  a  b  c flush   .171? dia.  2.500?  1.000?  2.000?     tap 6  - 32  1.912?  .812?  1.625? .110? offset   .171? dia.  2.500?  1.000?  2.000?     tap 6  - 32  1.912?  .812?  1.625? .375? offset   .171? dia.  2.500?  1.000?  2.000?     tap 6  - 32  1.912?  .812?  1.625? ( ) momentary metal-mount standard models   circuit arrangement   single pole  double pole   cat. no.  cat. no.   .375? offset      .375? offset    a  b  c  poles  coverplate  snap-in bezel*  poles  coverplate  snap-in bazel*   on  ?  off  spst  0801-0310  0801-1310  dpst  0811-0310  0811-1310   on  off  on  spdt  0801-0311  0801-1311  dpdt  0831-0311  0831-1311   on  ?  on  spdt  0801-0312  0801-1312  dpdt  0831-0312  0831-1312   (on)  ?  off  spst  0821-0313  0821-1313  dpst  0831-0313  0831-1313   (on)  off  (on)  spdt  0821-0314  0821-1314  dpdt  0831-0314  0831-1314   (on)  off  on  spdt  0821-0316  0821-1316  dpdt  0831-0316  0831-1316   on  ?  (off)  spst  0821-0317  0821-1317  dpst  0831-0317  0831-1317   (on)  ?  on  spdt  0821-0318  0821-1318  dpdt  0831-0318  0831-1318 *panel thickness   nominal           range      .046?            .039?-.052?      .060?           .056?-.071?      .090?           .082?-.096?      .187?          .180?-.199? for positive locking, specify  exact panel thickness.
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