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		  Datasheet File OCR Text:


		  65 www.ittcannon.com centi-d loc-.075" contact spacing cdl how to order a subminiatu re  a l l plasti c high  d e nsit y "d"  r e ctan- g ular connecto r.  t h e cd l is a genera l purpose connector with a peripheral o-ring and wire sealing gasket . connecto r utilizes r ear insertion, fr ont re- lease, crim p snap-in  s i ze 22 , centi-loc  c o ntacts installable by the custormer or, if preferred, by the factory. m ateri al i nsulator : d ielectric  gasket : contact : s eal  ring b lack  nylon p olychloroprene copper alloy,  gold p lated s ilicone s eries series c enti-d l oc seri es 139 (consult customer service for other sizes) p - centi-loc  pin s - centi-loc s ocket f0 - less contacts   2 2a    - no lock (mtg. holes)  - no lock type with  rea r gasket  contact arrangement c ontact st yle modification codes type cdl 2a 139 f0 p * - -- type contact arrangement c ontact st yle modification codes r ohs c ompliance r plug 2 .344 (59.54)  .005 (0.13) .625 (15.88)  .010 (0.25) .260 (6.60)  .010 (0.25) .540 (13.72) max. .150 (3.81)  .010 (0.25) 2.025 (51.44) max. plug receptacle silicone sea l ring con tac t height .035 (0.89) .015 (0.38) 2.625 (66.68) . 560 (14.22) max. c avity #1 . 625 (15.88)  .010 (0.25) .175 (4.44) max. con tac t height .065 (1.65) .045 (1.14) .535 (13.59) max. .150 (3.81)  .010 (0.25) 2.025 (51.44) max. c avity #1 recommended panel cutouts .125 (3.18) dia. typ. .565 (14.35)  .005 (0.13) .2035 (51.69)  .016 (0.41) .063 (1.60) rad. max. 2.344 (59.54)  .005 (0.13) contact arrangements plug receptacle c avity #1 c avity #1 c avity #70 engaging face  view c avity #70 c avity # 1 17 c avity # 1 17 c avity #92 c avity #92 c avity #139 c avity #139 dimensions shown in inch (mm) specifications and dimensions subject to change
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