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		  Datasheet File OCR Text:


		  lpt series  2.5mm spacing (taping) $sjnq$poofdups   features 1. a 2.5mm-pitched crimp connector applicable to those systems in which universal radial parts are inserted. 2. available in six types by number of poles: 3 to 8 poles straight type. 3. a housing of both plug receptacles and plug is provided with a lock mechanism, thereby securely locking and preventing a wrong plug-in. 4. these plug have taping subject to jis c0805.   specifications 1. rating : 3a 50v ac/dc 2. contact resistance : 20m ? max. 3. insulation resistance :  1000m ? min. at 500v dc 4. withstanding voltage : 1000v ac for one minute. 5. operating temperature :   25 ? c to +85 ? c 6. applicable wire size : awg22 to 30 (sheath dia.   0.8 to   1.7mm) 7. applicable pc board thickness : 1.6mm   note custom made models will be available upon request.  ?yy?  
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go 6.7 5.9 10.0 3.35 2.5 +0.05 1.3 (n   1)   2.5      0.1 18 6 25.4 19 16 3 6.35 12.7 pulling out direction (12.7 for 3p) 9
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 nn4qbdjoh /ppg 1jot 3 4 5 6 7 8   material and plating ? housing : polyamide (beige) 94v-0 ? plug pin : brass  tin-lead plating   p~
?	rg ? ??? ????y??y7 ? ??e? +?y
r>?lv ? 1mvh ?? 6.7 3.35 c a 2.5 3 0.64 6 5.5 2 pin no.1 0.5 1bsu/p # " clp1503-0301 5.0 7.2 CLP1504-0301 7.5 9.7 clp1505-0301 10.0 12.2 clp1506-0301 12.5 14.7 clp1507-0301 15.0 17.2 clp1508-0301 17.0 19.7 clp15 -0301 /ppg1jot w-a32 -2b#01 /ppg1jot ? 5fsnjobm ????? ? )pvtjoh ??? 2.4 7.3 1.6 2.4 &mfdusjdbm8jsf 4ifbui%jb ?
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 bc?lv ???	rg  ? 85 ? /ppg 1jot 2 3 4 5 6 7 8 9 10 11 12 13 14 15 1bsu/p # " w-a3202-2b#01 2.5 5.0 w-a3203-2b#01 5.0 7.5 w-a3204-2b#01 7.5 10.0 w-a3205-2b#01 10.0 12.5 w-a3206-2b#01 12.5 15.0 w-a3207-2b#01 15.0 17.5 w-a3208-2b#01 17.5 20.0 w-a3209-2b#01 20.0 22.5 w-a3210-2b#01 22.5 25.0 w-a3211-2b#01 25.0 27.5 w-a3212-2b#01 27.5 30.0 w-a3213-2b#01 30.0 32.5 w-a3214-2b#01 32.5 35.0 w-a3215-2b#01 35.0 37.5   material and plating ? housing : polyamide (beige) 94v-0   p~
?	rg ? ??? ????y??y7 a b 8.0 5.6 0.8 6.0 pin no.1 2.5(spacing)
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