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		  Datasheet File OCR Text:


		  st st andard  specifica andard  specifica tions tions 29  journey    ?     aliso  v iejo,  ca  92656  (949)  448-7070        ?         f ax :  (949) 448-8484 e- mail : abinfo @ abracon.com ?     i nternet a ddress :  ww w . abracon.com abracon  is  iso  9001  /    q s  9000 certified note: left  blank  if  standard  ?     all  specifications  and  markings  subject  to  change  without  notice high  frequency ,  surf ace-mount ,    w ashable  industrial  grade buil t-in  cap  ceramic  resona t ors a wscr  series applica tions: ? remote  control  systems  in  vehicles. ? clock  oscillation  for  microcontrollers. ? t elephones. ? household  electric  appliances. ? industrial  electric  appliances. ?         mobile  phone,  dvd,  cd-rom fea tures: ? industrial  grade. ? small  size,  light  weight ? high  stability  washable  type,  reflow  capable. ? excellent  environmental  resistance. a wscr -  frequency -  cxx -  i0xx -  s0xx -  a0xx -  3731 -  packaging - t    (t ape  and  reel) ordering  options ordering  options package frequency  range              frequency  t olerance                            stability                                                  aging                                        t otal style                                                  (mhz)                                                (%  at  25  c )                          (%  at  -40  c  to  125  c )                          (10  yrs) 7230 2.00  ~  6.00  0.5% (see  options)  0.3% (see  options)  0.2% (see  options)  1.0% 7230 6.01  ~  8.00  0.5% (see  options)  0.3% (see  options)  0.2% (see  options)  1.0% 3731  or  2520 8.01  ~  13.49  0.5% (see  options)  0.9% (see  options)  0.3% (see  options)  1.7% 3731  or  2520 13.50  ~  20.00  0.5% (see  options)  0.3% (see  options)  0.1% (see  options)  0.9% 3731  or  2520 20.01  ~  50.00  0.5% (see  options)  0.3% (see  options)  0.1% (see  options)  0.9% operating temperature:  -40  c to  125  c storage  temperature:  -40  c to  125  c (*)  stability  vs.  temperature:   0.3%  @  -20  c to  +80  c packaging:  option  t ape  and  reel  2,000pcs  (7230)  and  4,000pcs  (3731  or  2520) w e  perform  ic  characterization  to  match  your  application. environmental  and  mechanical  specification,  group  5a. t ype 3731 2520 l     0.2                            3.7                                2.5                        w     0.2                            3.1                                2.0 h                            1.30     0.1                      1.5  max. a                                      0.5                                  0.5 b                            1.60     0.2              1.00     0.2 c                            1.85     0.3              1.25     0.2 d                                      0.5                                  0.5 dimensions:  mm package  dimensions t est  circuit 3731  or  2520 for  8.01mhz  to  50mhz  3731  or  2520 7230 0xx:  %  freq.  t olerance  (**)    xx  cap  v alue  0xx:  %  freq.  stability  (**)  0xx:  %  aging  (**)  (**)  please  contact  us  for  availability . c1  =  c2  =15pf  0.15%  of  tolerance  0.3%  of  stability  0.1%  of  aging ex:  a wscr  -  4.00mhz  -  c15  -  i015  -  s03  -  a01t ?
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