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		  Datasheet File OCR Text:


		  renco electronics, inc. 595 international place, rockledge, fl 32955-4200 usa  (321) 637-1000 ?toll free engineering hot line 800-645-5828 since 1955 fax: (321) 637-1600  web site:www.rencousa.com  e-mail:sales@rencousa.com    168 rl-2505 rl-2515, rl-2525 surface mount inductors t he rl-2505, rl-2515, and rl-2525 chipductor series offers over a hundred standard values of miniature inductors that are designed specifically for compact assemblies requiring surface mount components.  they can be supplied on reels for automated assemblies or in bulk packaging. specifications: operating temperature: -25 to +85  c. ordering information: rl-2525-xxx-x "t" or "b" for tape or bulkpackaging. order quantity:           500 pieces for  tape           and reel, any quantity           for bulk packaging. inductance value. rl-2505-xxx-x "t" or "b" for tape or bulkpackaging. order quantity:           2,000 pieces for  tape           and reel, any quantity           for bulk packaging. inductance value. rl-2515-xxx-x "t" or "b" for tape or bulkpackaging. order quantity:           2,000 pieces for  tape           and reel, any quantity           for bulk packaging. inductance value. rl-2505 = 1008 size rl-2515 = 1210 size rl-2525 = 1812 size surface mount chip inductors

 renco electronics, inc. 595 international place, rockledge, fl 32955-4200 usa  (321) 637-1000 ?toll free engineering hot line 800-645-5828 since 1955 fax: (321) 637-1600  web site:www.rencousa.com  e-mail:sales@rencousa.com    169 peeling strength peeling angle peeling speed :  .045 ~ .158 lbs :  165   ~ 180   from adhesive surface of tape :  11.81 in. / min. all dimensions in inches (mm) mechanical dimensions empty compartments compartments with components leader 10 holes or more tape running direction 5.9 ~ 7.9 in. empty compartments 10 holes or more taped configuration .055   .004 (1.40   0.1) .071    .008 (1.80   0.1) .018 (.457   0.01) .018 (.457   0.01) .098    .009 (2.50    .1) (.457    0.01) .018 reel-packed dimensions 7.00    .08 .394    .060 taped dimensions .060    .004 .069    .004 .091    .004 .079    .002 0.315    0.012 .157    .004 .138    .002 .157    .004 .083    .004 .106    .004 .012    .002 tape running direction sealing tape separation strength. 165 ~ 180  pull top cover tape emboss carrier tape .079   .008 (2.0   .1) rl-2505 nominal self-resonant dc maximum measuring inductance inductive frequency q resistance dc current frequency renco part no. (h) tolerance (mhz. min.) (min.) (ohms) max. (ma) (mhz) rl-2505-0.12 0.12  10% 600 30 0.37 520 25.2 rl-2505-0.15 0.15  10% 550 30 0.42 480 25.2 rl-2505-0.18 0.18  10% 500 30 0.46 460 25.2 rl-2505-0.22 0.22  10% 450 30 0.52 430 25.2 rl-2505-0.27 0.27  10% 425 30 0.56 420 25.2 rl-2505-0.33 0.33  10% 400 30 0.60 400 25.2 rl-2505-0.39 0.39  10% 375 30 0.65 375 25.2 rl-2505-0.47 0.47  10% 350 30 0.68 350 25.2 rl-2505-0.56 0.56  10% 300 30 0.75 325 25.2 rl-2505-0.68 0.68  10% 270 30 0.85 300 25.2 rl-2505-0.82 0.82  10% 250 30 1.00 260 25.2 rl-2505-1.0 1.0  5% 220 30 1.10 245 7.96 rl-2505-1.2 1.2  5% 180 30 1.20 230 7.96 rl-2505-1.5 1.5  5% 135 30 1.30 220 7.96 rl-2505-1.8 1.8  5% 100 30 1.45 210 7.96 rl-2505-2.2 2.2  5% 75 30 1.55 200 7.96 rl-2505-2.7 2.7  5% 55 30 1.70 195 7.96 rl-2505-3.3 3.3  5% 48 30 1.90 185 7.96 rl-2505-3.9 3.9  5% 43 30 2.10 180 7.96 rl-2505-4.7 4.7  5% 40 30 2.30 175 7.96 rl-2505-5.6 5.6  5% 36 25 2.50 170 7.96 rl-2505-6.8 6.8  5% 33 25 2.70 165 7.96 rl-2505-8.2 8.2  5% 30 25 3.05 160 7.96 rl-2505-10 10  5% 27 25 3.50 155 7.96 rl-2505-12 12  5% 23 25 3.80 150 2.52 rl-2505-15 15  5% 20 25 4.40 140 2.52 rl-2505-18 18  5% 18 25 4.80 130 2.52 rl-2505-22 22  5% 17 25 5.50 125 2.52 rl-2505-27 27  5% 16 25 6.30 115 2.52 rl-2505-33 33  5% 15 25 7.10 110 2.52 rl-2505-39 39  5% 14 20 9.50 90 2.52 rl-2505-47 47  5% 13 20 11.10 80 2.52 rl-2505-56 56  5% 12 20 12.10 75 2.52 rl-2505-68 68  5% 11 20 16.60 70 2.52 rl-2505-82 82  5% 10 20 19.00 65 2.52 rl-2505-100 100  5% 9 15 21.00 60 0.796 taped dimensions

 renco electronics, inc. 595 international place, rockledge, fl 32955-4200 usa  (321) 637-1000 ?toll free engineering hot line 800-645-5828 since 1955 fax: (321) 637-1600  web site:www.rencousa.com  e-mail:sales@rencousa.com    170 peeling strength: peeling angle: peeling speed: .045 ~ .158 lbs. 165 to 180   from adhesive surface of tape 11.81 in./min. mechanical dimensions 0.024 (.609   0.01) 0.126    0.008 (3.2   0.1) 0.04 (1.01) 0.09    0.008 (2.28   0.01) sealing tape separation strength. taped dimensions 0.06    .004 0.069    0.004 0.094 0.138 0.250.010 0.112 0.079    0.002 0.315    0.012 0.157    .004 0.138    0.002 empty space chipmounting space leader section not less than 10 pitches direction of withdrawal 5.91 ~ 7.9 empty space not less than 10 pitches taped configuration ...... ...... .... .... 165 ~ 180  sealing tape 0.157    .004 reel-packed dimensions all dimensions in inches (mm) 7.0    0.08 0.39    0.06 rl-2515 renco part no. rl-2515-0.15 rl-2515-0.18 rl-2515-0.22 rl-2515-0.27 rl-2515-0.33 rl-2515-0.39 rl-2515-0.47 rl-2515-0.56 rl-2515-0.68 rl-2515-0.82 rl-2515-1.0 rl-2515-1.2 rl-2515-1.5 rl-2515-1.8 rl-2515-2.2 rl-2515-2.7 rl-2515-3.3 rl-2515-3.9 rl-2515-4.7 rl-2515-5.6 rl-2515-6.8 rl-2515-8.2 rl-2515-10 rl-2515-12 rl-2515-15 rl-2515-18 rl-2515-22 rl-2515-27 rl-2515-33 rl-2515-39 rl-2515-47 rl-2515-56 rl-2515-68 rl-2515-82 rl-2515-100 inductive tolerance  20%  20%  20%  20%  20%  20%  20%  20%  20%  20%  20%  20%  20%  20%  20%  20%  10%  10%  10%  10%  10%  10%  10%  10%  10%  10%  10%  10%  10%  10%  10%  10%  10%  10%  10% self-resonant frequency (mhz. min.) 290 260 230 210 190 170 150 130 120 100 90 85 70 60 50 45 40 37 32 30 28 25 23 20 19 17 16 14 13 12 10 9 9 8 7 q (min.) 30 30 30 30 30 30 30 30 30 30 30 30 30 30 30 30 30 30 30 30 30 30 30 30 30 30 30 30 30 30 30 30 30 30 20 dc resistance (ohms)   40% 0.16 0.18 0.2 0.22 0.24 0.26 0.29 0.33 0.35 0.39 0.44 0.48 0.54 0.58 0.67 0.72 0.8 0.88 0.95 1.1 1.2 1.3 1.4 1.6 1.8 1.9 3.1 3.5 3.9 4.3 6.0 6.5 7.3 10.2 11.3 maximum dc current (ma) 610 580 550 520 500 480 460 430 410 390 370 350 330 320 300 290 270 260 250 230 220 215 200 190 180 175 140 130 125 120 100 95 90 75 70 measuring frequency (mhz) 25.2 25.2 25.2 25.2 25.2 25.2 25.2 25.2 25.2 25.2 7.96 7.96 7.96 7.96 7.96 7.96 7.96 7.96 7.96 7.96 7.96 7.96 2.52 2.52 2.52 2.52 2.52 2.52 2.52 2.52 2.52 2.52 2.52 2.52 0.796 nominal inductance (  h) 0.15 0.18 0.22 0.27 0.33 0.38 0.47 0.56 0.68 0.82 1.0 1.2 1.5 1.8 2.2 2.7 3.3 3.9 4.7 5.6 6.8 8.2 10 12 15 18 22 27 33 39 47 56 68 82 100 0.024 (.609   0.01) 0.10    0.008 (2.54   0.01)

 renco electronics, inc. 595 international place, rockledge, fl 32955-4200 usa  (321) 637-1000 ?toll free engineering hot line 800-645-5828 since 1955 fax: (321) 637-1600  web site:www.rencousa.com  e-mail:sales@rencousa.com    171 .035 (.889) 0.126    0.008 (3.20   0.01 ) reel-packed dimensions mechanical dimensions 0.177+ 0.012 (4.50   0.01) .035 (.889) .069 (1.75   0.01) 0.126   0.008 (3.20   0.01) all dimensions in inches (mm) .551   9.8   .079     .02 3.15    .04 tape material carrier tape: polystyrene cover type: polyethylene taped configuration 13.0 min. empty space chip mounting space empty space leader section direction of withdrawal ..  ... ... .... ..... ...... .......... ....... 6.3 min. 165 ~ 180  sealing tape peeling strength: peeling angle: peeling speed: .045 ~ .158 lbs. 165 to 180   from adhesive surface of tape 11.81 in./min. sealing tape separation strength. nominal inductance (  h) 0.22 0.27 0.33 0.39 0.47 0.56 0.68 0.82 1.0 0 1.2 0 1.5 0 1.8 0 2.2 0 2.7 0 3.3 0 3.9 0 4.7 0 5.6 0 6.8 0 8.2 0 10 .00 12 .00 15 .00 18 .00 22 .00 27 .00 33 .00 39 .00 47 .00 56 .00 68 .00 82 .00 100 .00 120 .00 150 .00 180 .00 220  00 dc resistance (ohms) max. 0.32 0.36 0.40 0.45 0.50 0.55 0.60 0.67 0.50 0.55 0.60 0.65 0.70 0.75 0.80 0.90 1.00 1.10 1.20 1.40 1.60 2.00 2.50 2.80 3.20 3.60 4.00 4.50 5.00 5.50 6.00 7.00 8.00 8.00 9.00 9.50 12.00 rl-2525 renco part no. rl-2525-0.22 rl-2525-0.27 rl-2525-0.33 rl-2525-0.39 rl-2525-0.47 rl-2525-0.56 rl-2525-0.68 rl-2525-0.82 rl-2525-1.0 rl-2525-1.2 rl-2525-1.5 rl-2525-1.8 rl-2525-2.2 rl-2525-2.7 rl-2525-3.3 rl-2525-3.9 rl-2525-4.7 rl-2525-5.6 rl-2525-6.8 rl-2525-8.2 rl-2525-10 rl-2525-12 rl-2525-15 rl-2525-18 rl-2525-22 rl-2525-27 rl-2525-33 rl-2525-39 rl-2525-47 rl-2525-56 rl-2525-68 rl-2525-82 rl-2525-100 rl-2525-120 rl-2525-150 rl-2525-180 rl-2525-220 inductive tolerance  20%  20%  20%  20%  20%  20%  20%  20%  20%  20%  20%  20%  20%  20%  20%  10%  10%  10%  10%  10%  10%  10%  10%  10%  10%  10%  10%  10%  10%  10%  10%  10%  10%  10%  10%  10%  10% self-resonant frequency (mhz.min.)        350 .0 320 .0 300 .0 350 .0 220 .0 180 .0 160 .0 140 .0 100 .0 80 .0 70 .0 60 .0 55 .0 50 .0 45 .0 40 .0 35 .0 33 .0 27 .0 25 .0 20 .0 18 .0 17 .0 15 .0 13 .0 12 .0 11 .0 10 .0 10 .0 9.0 9.0 8.0 7.0 6.0 5.0 5.0 4.0 q (min.) 30 30 30 30 30 30 30 30 50 50 50 50 50 50 50 50 50 50 50 50 50 50 50 50 50 50 50 50 50 50 50 50 40 40 40 40 40 maximum dc current (ma) 450 450 450 450 450 450 450 450 450 430 410 390 380 370 355 330 315 300 285 270 250 225 200 190 180 170 160 150 140 135 130 120 110 110 105 102 100 measuring frequency (mhz) 25.2 00 25.2 00 25.2 00 25.2 00 25.2 00 25.2 00 25.2 00 25.2 00 7.96 0 7.96 0 7.96 0 7.96 0 7.96 0 7.96 0 7.96 0 7.96 0 7.96 0 7.96 0 7.96 0 7.96 0 7.96 0 2.52 0 2.52 0 2.52 0 2.52 0 2.52 0 2.52 0 2.52 0 2.52 0 2.52 0 2.52 0 2.52 0 2.52 0 0.796 0.796 0.796 0.796 taped dimensions 0.079    0.004 0.158    0.004 .315     0.04 .059   .004 0.069 .202    .004 0.217    0.004 0.472    0.12 0.142    .004 0.138 .0118    .02 .035 (.889) .090   .012 (2.20   0.01)
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