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		  Datasheet File OCR Text:


		  led & application technologies          optosupply limited      http://www.optosupply.com   1                   product specification for  e27 led bulb     descriptions:                                                         y   a unique optics design, no light solution,  no glare, the light evenly distributed,  no stroboscopic.  y   good color rendering performance,    y   the power efficiency is 90% typically , the power factor 0.9 typically,  y  color temperature 2700k  and 6500k available.    features:                                                            y   standard e27 plug contact directly with ac110v  y   long life using  y  quick start up    a pplication:                                                           y   the products are apply to supermarket , office, hotel, home, conference room  and the exhibition room,  and all indoor lightings    product picture and sizes:                                            module no ibaaxs  rev. c3 

 led & application technologies          optosupply limited      http://www.optosupply.com   2         device selection guide                                             module no.    led no  color  color  temperature  (typ.)  led qty  (pcs)  total luminous  flux   (typ.)  ibaaws  osw44356a2a  white 6327k  24  73 lm  IBAADS  osmx4356a2a  warm white 2700k  24   60lm    electrical parameter:                                                     mode no  min  typ.  max  unit  working voltage  100  110  120  v  operating current  9  10  11  ma  gross power  0.9  1.1  1.2  w  power factor  0.86  0.9  0.91        use parameter:                                                     project parameter values  operating temperature  -20 j 45    storage temperature  -40 j 85    humidity 90  'i   overall dimensions  110mm*60mm  interface e27  weight 38g  recommend mounting height  2.5m    module no ibaaxs  rev. c3 
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