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		  Datasheet File OCR Text:


		  sod-523 unit: mm 0.77max 0.6 +0.1 -0.1 0 . 3 + 0 . 0 5 - 0 . 0 5 0 . 8 + 0 . 0 5 - 0 . 0 5 1.2 +0.1 -0.1 1.6 +0.1 -0.1 0 . 1 + 0 . 0 5 - 0 . 0 2 0 . 0 7 m a x + -   features   peak  powe r up to 200 w atts  @  8 x  20   s  puls e   low  leakage   response tim e is  typically   1 ns   esd rati ng of class  3 (> 16 k v) per hum an body m odel   absolute  maxim um  rating s t a = 2 5  paramet er sym bol rating unit esd v oltage                                   p er human body mo del 16 kv                                   p er m achine mo del 400 v elect rostatic  disc harg e                                  ie c61 000- 4-2 air disc harg e 30 kv                                  ie c61 000- 4-2 co ntacta ir disc harg e 30 elect rostatic  disc harg e                                 iec61000 -4- 4 40 a total powe r diss ipation on fr-5  board*1, @ t a  = 25  p d 100  m w junct ion tem pera ture ran ge t l 260( 10s)  lead  solder tem pera ture -m ax im um t j 150  storage temperature ra nge t stg  -55 to +150  *1 fr-5 = 1.0 x  0.75 x  0.62 in.   ele ctr ical characteristics   (ta = 25   un les s o the rw is e n ote d, v f  = 0. 9 v max . @ i f  = 1 0 m a for  all  types ) v rw m (v) i r (  a  @ v rw m v br  v)@ i t *2 i t v c (v)*1 @i pp =5.0a v c (v)*1 @ma x  i pp i pp (a) *1 p pk (w )*1 c( pf) ma x ma x min  m a typ ma x ma x ma x typ esd5z2.5 2.5 6.0 4.0 1.0 6.5 10.9 11.0 120 145 * 1.  surge curren t wav eform  per fig.1   2.  v br  is  m easured w ith a  pulse tes t c urre nt i t at  an am bient tem pera ture of 25  . dev ice    mark ing mar king zd 1 2 sales@twtysemi.com 1 of 2 http://www.twtysemi.com s m d  ty p e es d5 z2.5 product specification 4008-318-123

 s m d  ty p e uni ? directional tvs i pp i f v i i r i t v rwm v c v br v f figure 1. 8 x 20   s pulse waveform 100 90 80 70 60 50 40 30 20 10 0 020406080 t, time (  s) % of peak pulse current t p t r pulse width (t p ) is defined as that point where the peak current decay = 8   s peak value i rsm  @ 8   s half value i rsm /2 @ 20   s es d5 z2.5   t y pical ch aracteristics sales@twtysemi.com 2 of 2 http://www.twtysemi.com product specification 4008-318-123
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