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		  Datasheet File OCR Text:


		  510 series cmp 25 pair cat 5e utp cable    cut sheet te 510p25 description te connectivity enhanced category 5 (cat5e) cables meet ansi/tia-568-c.2 enhanced category 5 (category 5e) performance  requirements. the te enhanced category 5 system complies with all of the performance requirements for current and proposed  applications such as gigabit ethernet (1000base-tx), 10 and 100base-tx, token ring, 155 mbps atm, 100 mbps tp-pmd, isdn,  analog and digital video, and analog and digital voice (voip). te connectivity 25 pair category 5e cables are available in standard colors white, gray, blue and yellow. packaging  is on wooden  reels . additional jacket colors are also available. specification   backbone cabling shall be 24 awg, 25-pair utp, nec/nfpa cmp rated and be independently verifed for compliance. cable  jacketing shall be white, gray, blue or yellow and shall be lead-free. cable shall be independently verifed by etl and shall meet  all ansi/tia requirements as well as meet the performance requirements listed in the table on page 2. cable performance shall be independently verifed and characterized to 100mhz. cable shall be supplied on reels. cable shall  be independently verifed for fammability by ul. flammability shall comply to nec article 800 and cmp nfpa 262. backbone  cable shall be te catalog number te510p25. ordering information catalog numbers product description packaging blue white gray yellow category 5e utp cable, 100 mhz, 25-pair, plenum    (cmp) rated 1000 ft reel te510p25-bl02 te510p25-wt02 te510p25-gy02 te510p25-yl02  packaging: rl = 1000ft reel 

 data sheet te connectivity, te connectivity (logo), tyco electronics, te (logo), are trademarks of the te connectivity ltd. family of companies and  its licensors.   while te connectivity has made every reasonable effort to ensure the accuracy of the information in this document, te?connectivity does  not guarantee that it is error-free, nor does te connectivity make any other representation, warranty or guarantee that the information is  accurate, correct, reliable or current. te connectivity reserves the right to make any adjustments to the information contained herein at  any time without notice. te connectivity expressly disclaims all implied warranties regarding the information contained herein, including,  but not limited to, any implied warranties of merchantability or fitness for a particular purpose. the dimensions in this document are  for reference purposes only and are subject to change without notice. specifications are subject to change without notice. consult  te?connectivity for the latest dimensions and design specifications. tyco electronics corporation, a te connectivity ltd. company. all rights reserved. 312706ae?04/12?original  ? 2012 510 series cmp 25 pair cat 5e cable cut sheet te510p25 performance data frequency (mhz) insertion loss (attenuation) db/100m max next (db) min psnext  (db) min acrf   (db) min psacrf   (db) min rl   (db)   min 1  2.0  65.3  62.3  63.8  60.8  20.0 4  4.1  56.3  53.3  51.8  48.8  23.0 8  5.8  51.8  48.8  45.7  42.7  24.5 10  6.5  50.3  47. 3  43.8  40.8  25.0 16  8.2  47. 2  44.2  39.7  36.7  25.0 20  9.3  45.8  42.8  37. 8  34.8  25.0 25  10.4  44.3  41.3  35.8  32.8  24.3 31.25  11.7  42.9  39.9  33.9  30.9  23.6 62.5  17.0  38.4  35.4  27. 9  24.9  21.5 100  22.0  35.3  32.3  23.8  20.8  20.1 specifications mutual capacitance:   5.6 nf/100 m maximum characteristic impedance:   100     15%, 1 - 100 mhz conductor dc resistance:    28.6   /1000 ft (9.38   /100 m) maximum voltage:   300 vdc delay skew:   45ns/100m maximum propagation delay:   538ns/100m maximum @ 100mhz nominal velocity of propagation:   72% operating temperature:   -20c C 60c (-4f C 140f) storage temperature:   -20c C 80c (-4f C 176f) installation temperature:   5c - 50c (41f - 122f) bend radius:   4  cable diameter packaging:    1000ft reel:   142 lbs/kft  materials:    conductors:   24 awg, solid copper, (?.0201 nominal)      insulation:    0.037" nominal, fep               jacket:   0.460" nominal, fr pvc compliances:    ul subject 444     (ul)-c(ul) type cmp     icea s-90-661     etl verified tia-568-c.2 category 5e backbone cable requirements     2002/95/ec rohs contact us: greensboro, nc  usa 27409-8420 tel: 1-800-553-0938  fax: 1-717-986-7406 www.te.com/enterprisenetworks   
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