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		  50 schoolhouse lane portsmouth, ri 02871 tel (401) 683-9700 fax (401) 683-5571 e-mail: ims@ims-resistors.com http://www.ims-resistors.com features thin  film technology full wraparound temperature variable - 8 different temperature characteristics attenuation from 1 db to 10 db in 1 db increments vswr 1.3:1 max. thin film surface mount temperature variable chip attenuator the  ims  av-0805 thin film surface mount temperature variable chip attenuator is ideal for applications requiring precision attenuation with integrated temperature compensation in a small form factor package. the attenuator is provided in the ? p ? configuration.  thin film technology insures a low noise, precise attenuator at a very affordable price. eight different temperature characteristics are available. the wraparound terminations include a nickel barrier layer which affords excellent solderability and mechanical integrity. this chip attenuator has the following features: ? precision thin film attenuator element ? 99.5% al 2 o 3  substrate material ? nickel barrier layer for excellent solderability and mechanical    integrity ? ultra low noise attenuator element ? usable up to 3 ghz ? eight different temperature characteristics ? stable characteristics over temperature and time ? polyimide passivation of attenuator element ? available in bulk or on tape and reel terminations full wraparound termination solder plated nickel barrier attenuation ranges temperature characteristics  av- 0805 the av-0805 is available in values from 1db to 10 db in 1 db increments.  each attenuation value is available in 8 different temperature characteristics - n1 to n8.

 50 schoolhouse lane portsmouth, ri 02871 tel (401) 683-9700 fax (401) 683-5571 e-mail: ims@ims-resistors.com http://www.ims-resistors.com dimensions characteristics   operating temperature -40 o c to +100 o c   impedance 50  w   frequency range dc to 3 ghz   vswr 1.3:1 maximum   attenuation 0; 1; 2; 3; 4; 5; 6; 7; 8; 9; 10 db   attenuation tolerance  0.5 db   temperature characteristic n1, n2, n3, n4, n5, n6, n7, n8 maximum working voltage 2.24 v rated power (70c) 100 mw specifications ordering information part number      length     width    height    terminal av-0805   0.079  .008 0.049  .008 0.020 max. 0.024  .010 av-0805 ver.1 05/01   specifications subject to change without notice. example: 3 db, n1 temperature characteristic, 100 mw,                surface mount 0805 attenuator. attenuator (temperature variable) form factor 0805 impedance 50 w attenuation level 00, 01, 02, 03, 04, 05, 06, 07, 08, 09, or 10 db temperature characteristic n1, n2, n3, n4, n5, n6, n7, n8 av    -0805     - c       -03dbn1 l w t h
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