

	
			
			
			[image: ]	

	
				
			 
				
			
				
	
		
			
	 
	Part Number	Hot Search : 
			

						30014			TDA8118			SS3P5LH			331ME			CP16C60			SDR680			KA1458IS			BGY204			

			
	
	Product Description

			
	
	Full Text Search




				


		
		
		


			




			
				 	
				To Download 
				2051-09-SM-RPLF Datasheet File

	
				 
				If you can't view the 
				Datasheet, Please click here to try to view without PDF Reader .	
				 



[image: ]


			
				
					





				　



			 



	

	



		



			
				


				


			



		
 
		





		  Datasheet File OCR Text:


		  features   compact size    low capacitance     performance stability over life    high insulation resistance   rohs compliant*                ul recognized  applications    mdc / pci modems    splitters    telecom cpe   datacom characteristics     2051 series gas discharge tube surge protector *rohs directive 2002/95/ec jan 27, 2003 including annex.  speci cations are subject to change without notice. customers should verify actual device performance in their speci c applications. test methods per itu-t (ccitt) k.12 and ieee c62.31 insulation resistance (ir) ................................ 50 / 100 v dc  ......................................................>  1g   glow voltage ................................................... 10 ma.......................................................... ......~ 70 v arc voltage ...................................................... 1 a  .....................................................................~ 10 v   glow-arc transition current ................................................................................................... ....< 1 a  capacitance .................................................... 1 mhz ......................................................... ......< 1 pf   impulse discharge current .............................. 2000 a, 8/20 s  .................................................10 operations   100 a, 8/20 s  ...................................................300 operations       10 a, 10/1000 s  ...............................................100 operations     alternating discharge current ......................... 2 a, 50 hz, 1 sec  ...............................................10 operations        operating & storage temperature  ..............................................................................................-40 to +90 c climatic category (iec 60068-1) ............................................................................................... .40 / 90 / 21 notes:  �  ul recognized component, ul file e153537. �  at delivery aql 0.65 level ii, din iso 2859. characteristic model no. 2051-09 2051-15 2051-20 2051-23 2051-30 dc sparkover  30 % @ 100 v/s  90 v 150 v 200 v 230 v 300 v impulse sparkover  100v/  s 1000v/  s   speci cations are subject to change without notice. customers should verify actual device performance in their speci c applications.     2051 series gas discharge tube surge protector product dimensions how to order 2051  -  xx  -  sm  -  rp  lf model number designator voltage  (divided by 10)   09 = 90 v  35 = 350 v   15 = 150 v  40 = 400 v   20 = 200 v  42 = 420 v   23 = 230 v  47 = 470 v   30 = 300 v  60 = 600 v surface mount packaging     rp = reelpack (2,500 pieces per reel) rohs compliancy     lf = rohs compliant product recommended pad layout packaging speci  cations the model 2051-xx-sm ships standard reelpack (-rp),  2500 pieces per reel. reel is 330 mm in diameter and 14 mm  wide. rev. a 04/11 4.5 ?0.3 (0.177 ?0.012) 3.2 ?0.3 (0.126 ?0.012) 0.5 ?0.1 (0.020 ?0.004) 2.7 ?0.3 (0.106 ?0.012) 3.0 (0.118) 4.2 (0.165) 1.5 (0.059) dimensions:  mm  (inches) 1.55 ?0.05 (0.061 ?0.002) 4.0 ?0.1 (0.157 ?0.004) 0.4 ?0.1 (0.016 ?0.004) 12.0 ?0.3 (0.472 ?0.012) 1.75 ?0.1 (0.069 ?0.004) dia. 5.45 ?0.1 (0.215 ?0.004) 3.1 ?0.1 (0.122 ?0.004) 8.0 ?0.1 (0.315 ?0.004) 330 (12.992) dia. 1.5 (0.059) min. typ. typ. 100.0 (3.937) 14.0 (0.551)
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