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		  Datasheet File OCR Text:


		  (2,54 mm) .100" tst, htst, zst series zst?113?03?l?d?0735 htst?125?01?l?dv www.samtec.com mates with: idsd, smsd note:  some lengths, styles  and options are non-standard,  non-returnable. zst is  non-standard, non-returnable. plating option lead style no. pins per row 1 for complete speci cations  www.samtec.com?tst,  www.samtec.com?htst or www.samtec.com?zst insulator material: black glass  filled polyester  (tst, zst) natural pct (htst) insulation resistance: 5000 m min terminal material: phosphor bronze plating:  au or sn over  50? (1,27 ?) ni  current rating:  3a per contact operating temp  range: -55? to +125? with gold  -55? to +105? with tin flammability rating: ul 94v-o withstanding voltage: 1000 vrms rohs compliant: yes  processing: lead?free solderable:  yes (htst) wave only (tst, zst) smt lead coplanarity: (0,15 mm) .006" row  option ?alignment pins  ?single row   ?locking leads ?polarized call samtec. application  specific option specifications note: other gold plating  options available. contact samtec. shrouded  .025"  sq  post  idc  headers f-213-1 type  strip specify  lead  style  from  chart. ?d = double row  through-hole (lead style ?01,  ?02 & ?03 only) ?dv = double row  surface mount (lead style  ?01 only) (htst only) ?d?ra = double row  right angle  (lead style ?04  & ?05 only) tst = cable strip htst = high temp  cable strip 05, 07, 08, 10,  12, 13, 15, 17,  20, 25, 32, 36 (call samtec for other sizes.) (2,54) .100 (2,54) .100 (0,64) .025 sq typ 02 01 (8,89) .350 (0,38) .015 a (2,54) .100 x no. of positions + (5,08) .200 (2,54) .100 x no. of positions + (7,62) .300 (9,27) .365 (10,16) .400 (6,35) .250 (11,18) .440 b (5,08) .200 ?dv (htst only) ?d?ra ?d lead  style t/h (a) ?01 (2,92)  .115 ?02 (4,19)  .165 ?03 (14,35)  .565 lead  style right  angle (b) ?04 (3,30) .130 ?05 (5,84) .230 05, 07, 08, 10, 12, 13,  15, 17, 20, 25, 32, 36 (call samtec for other sizes.) zst d no. pins per row 1 plat ing option body height lead style specify  lead  style  from  chart. ??xxxx? = body height  ?f = gold ? ash on post,  matte tin on tail ?l = 10" (0,25 m)  gold on post,  matte tin on tail ?t = matte tin lead  style c  (oal) max body  height ?01 (16,00) .630 (13,72) .540  ?02 (18,54) .730 (16,26) .640  ?03 (21,08) .830 (18,80) .740  ?04 (23,62) .930 (21,34) .840  ?05 (26,16) 1.030 (23,88) .940  ?06 (28,70) 1.130  (26,42) 1.040 ?07 (31,24) 1.230 (28,96) 1.140 ?08 (33,78) 1.330 (31,50) 1.240 ?09 (36,32) 1.430 (34,04) 1.340 (0,64) .025 sq typ (2,54) .100 (2,54) .100 02 01 (8,89) .350 (0,38) .015 (2,54) .100 x no. of positions + (5,08) .200 (2,54) .100 x no. of positions + (7,62) .300 (2,54) .100 (6,35) .250 (2,29) .090 min body height c (oal) (9,27) .365 ?f  = gold ? ash on post,  matte tin on tail (not available on ?dv) ?l  = 10" (0,25 m)  gold on post,  matte tin on tail ?t = matte tin also  available shrouded board-to-board  headers and stackers to  mate with ssw, ssq,  esw, esq, ssm and bcs series.  see tss, htss and  zss series. note:  for added mechanical stability, samtec  recommends mechanical board spacers be  used in applications with gold or selective  gold plated connectors.  contact ipg@ samtec.com for more information.
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