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		  Datasheet File OCR Text:


		  krp-11dg-24 product details detailed product features are not currently available online. product features can often be found by referring to the available documents.  contact us  for information about this product. no image available krp-11dg-24   te internal number: 8-1393101- 8  active krp-11dg-24=ka/kb/kc/kr  converted to eu rohs but not elv compliant (statement of compliance ) documentation & additional information product drawings: none available catalog pages/data sheets: krpa, krp, ka, kr 5 to 10 amp general purpose relay  (pdf, english) product specifications: none available application specifications: none available instruction sheets: none available cad files: none available related products: tooling ?2013 tyco electronics corporation, a te connectivity ltd. company. all rights reserved

 1 11-2012, rev. 1112 www.te.com ? 2012 tyco electronics corporation, a te connectivity ltd. company. catalog and product specifcation according  to iec 61810-1 and to be used only together  with the defnitions section. catalog and product data is subject to the  terms of the disclaimer and all chapters of  the defnitions section, available at   http://relays.te.com/definitions   catalog product data, defnitions section,  application notes and all specifcations are  subject to change.  general purpose panel/plug-in relays krpa series panel plug-in relay potter & brumfeld coil data (continued)    coil versions, ac coil      coil  rated  operate  coil  rated coil   code  voltage  voltage  resistance   power     vac   vac   ?15%  va    6  6  5.1  6  2.01     12  12  10.2  24  2.02     24  24  20.4  85  2.02     20  120  102.0  2250  2.1      240  240  204.0  9110  2.1 all fgures are given for coil without preenergization, at ambient temperature +23c. insulation data     initial dielectric strength     between open contacts     1000v rms     between contact and coil     1000v rms     between adjacent contacts     1000v rms  initial insulation resistance         between insulated elements     krpa: 1000m?         ka: 100m? other data     material compliance: eu rohs/elv, china rohs, reach, halogen content       refer to the product compliance support center at       www.te.com/customersupport/rohssupportcenter ambient temperature         dc coil    krpa: -45oc to 70oc         ka: -45oc to 85oc    ac coil    krpa: -45oc to 55oc         ka: -45oc to 70oc  category of environmental protection     iec 61810    rti - dust protected krpa and          rt0 - open style ka terminal type     krpa: 8- or 11-pin octal-type plug         ka: solder terminals  weight    85g packaging/unit    tray/25 pcs., box/150pcs. accessories   for details see datasheet  sockets and accessories, krpa relays   product code   description 27e891   two pole din socket (use 20c318 clip) 27e892   three pole din socket (use 20c318 clip) 27e122   two pole track mount socket (use 20c318 clip) 27e123   three pole track mount socket (use 20c318 clip) n   5 to 10a current capability n   contact arrangements of 1, 2 and 3 form c (co) n   octal type termination for quick installation n   indicator lamp available on certain models   typical applications   baggage handling, lighting, inspection equipment, marine.   approvals    ul e22575; csa lr15734 technical data of approved types on request.     contact data contact arrangement    1 form c (co), 2 form c (co), 3 form c (co) rated voltage    240vac   rated current     10a contact material     ag  agcdo min. recommended contact load   100ma, 12vdc  300ma, 12vdc frequency of operation     360 ops./hour  360 ops./hour   contact ratings type  load  cycles ul 508  krpa, ag     5a, 120vac   100x10 3     3a, 240vac    100x10 3     1/10hp, 120vac    1x10 3     1/6hp, 240vac   1x10 3   krpa, agcdo       10a, 240vac    100x10 3     1/3hp, 120vac    1x10 3     1/2hp, 240vac    1x10 3   ka, ag    5a, 120vac     3a, 240vac      1/10hp, 120vac     1/6hp, 240vac   ka, agcdo      10a, 120vac     6a, 240vac     1/6hp, 120vac     1/3hp, 240vac   mechanical endurance    10x10 6  ops.  coil data     coil voltage range    6 to 220vdc        6 to 240vac coil insulation system according ul     class b coil versions, dc coil      coil  rated  operate  coil  rated coil   code  voltage  voltage  resistance   power     vdc  vdc  ?10%  w    6  6  4.5  32  1.15     12  12  9.0  120  1.2      24  24 18.0 472  1.25     48  48  36.0  1800  1.3      110  110  82.5  10000  1.2      C  220               use 110v relay with 10k?, 5w resistor in series all fgures are given for coil without preenergization, at ambient temperature +23c.     potter & brumfeld

 2 11-2012, rev. 1112 www.te.com ? 2012 tyco electronics corporation, a te connectivity ltd. company. catalog and product specifcation according  to iec 61810-1 and to be used only together  with the defnitions section. catalog and product data is subject to the  terms of the disclaimer and all chapters of  the defnitions section, available at   http://relays.te.com/definitions   catalog product data, defnitions section,  application notes and all specifcations are  subject to change.  general purpose panel/plug-in relays krpa series panel plug-in relay  (continued) potter & brumfeld dimensions krpa ka terminal assignment krpa   krpa  krpa   ka  ka  ka 1 form c  2 form c  3 form c  1 form c  2 form c  3 form c 1.406 max. (35.71) 1.406 max. (35.71) 2.0 max. (50.8) .25 (6.4) .44 (1 1 .2) 1 .06 max. (26.9) 1. 468 max. (37 .29) 1 st ud  #6-32 thread .1 5 (3.8) .312 (7 .92) 1. 375 max. (34.93) 1 .92 max. (48.8) 1 2 3 4 5 6 7 8 1 2 3 4 5 6 7 8 2 3 4 5 6 7 8 9 10 11 1 product code structure   typical product code   krpa  -5  a  y     -120 type   krpa   enclosed relay with octal-style plug   ka   open style relay with solder terminals contact arrangement and rating   5  1 form c (co)  11  2 form c (co)   14  3 form c (co) coil input   a  ac, 50/60hz  d  dc contact material and indicator lamp option   y  ag, no indicator lamp  g  agcdo, no indicator lamp   n  agcdo, with indicator (code n only available with relay type krpa) options   leave blank   no additional options   f  au fashed contacts  p  push to test button      (options f and p only available with relay type krpa) coil voltage   coil code: please refer to coil versions table    potter & brumfeld

 3 11-2012, rev. 1112 www.te.com ? 2012 tyco electronics corporation, a te connectivity ltd. company. catalog and product specifcation according  to iec 61810-1 and to be used only together  with the defnitions section. catalog and product data is subject to the  terms of the disclaimer and all chapters of  the defnitions section, available at   http://relays.te.com/definitions   catalog product data, defnitions section,  application notes and all specifcations are  subject to change.  general purpose panel/plug-in relays krpa series panel plug-in relay  (continued) potter & brumfeld product code arrangement contact material coil option part number ka-5ag-120 1 form c, 1 co agcdo 120vac open style 7-1393099-1 ka-5ay-120 ag 7-1393099-3 ka-5dg-6 agcdo 6vdc 7-1393099-9 ka-5dg-12 12vdc 7-1393099-7 ka-5dg-110 110vdc 7-1393099-6 ka-11ag-120 2 form c, 2 co 120vac 3-1393099-6 ka-11ay-6 ag 6vac 4-1393099-1 ka-11ay-24 24vac 4-1393099-0 ka-11ay-120 120vac 3-1393099-9 ka-11dg-12 agcdo 12vdc 4-1393099-3 ka-11dg-24 24vdc 4-1393099-5 ka-11dg-110 110vdc 4-1393099-2 ka-14ag-120 3 form c, 3 co 120vac 5-1393099-0 ka-14ay-120 ag 5-1393099-4 ka-14dg-24 agcdo 24vdc 5-1393099-7 ka-14dg-110 110vdc 5-1393099-5 krpa-5ag-24 1 form c, 1 co 24vac none 9-1393104-9 krpa-5ag-120 120vac 9-1393104-8 krpa-5dg-6 6vdc 1393105-5 krpa-5dg-12 12vdc 1393105-3 krpa-5dg-24 24vdc 1393105-4 krpa-5dy-12 ag 12vdc 1393105-6 krpa-5dy-24 24vdc 1393105-7 krpa-11ag-6 2 form c, 2 co agcdo 6vac 2-1393104-8 krpa-11ag-12 12vac 2-1393104-4 krpa-11ag-24 24vac 1-1393105-2 krpa-11ag-120 120vac 2-1393104-5 krpa-11ag-240 240vac 2-1393104-7 krpa-11an-12 12vac indicator 3-1393104-1 krpa-11an-24 24vac 3-1393104-3 krpa-11an-120 120vac 3-1393104-2 krpa-11an-240 240vac 3-1393104-4 krpa-11ay-6 ag 6vac none 3-1393104-9 krpa-11ay-12 12vac 3-1393104-5 krpa-11ay-24 24vac 3-1393104-7 krpa-11ay-120 120vac 3-1393104-6 krpa-11ay-240 240vac 3-1393104-8 krpa-11dg-6 agcdo 6vdc 4-1393104-7 krpa-11dg-12 12vdc 4-1393104-3 krpa-11dg-24 24vdc 4-1393104-5 krpa-11dg-48 48vdc 4-1393104-6 krpa-11dg-110 110vdc 4-1393104-2 krpa-11dg-125 125vdc 4-1393104-4 krpa-11dg-24 24vdc 4-1393104-5 krpa-11dg-48 48vdc 4-1393104-6 krpa-11dn-12 12vdc indicator 5-1393104-0 krpa-11dn-24 24vdc 5-1393104-1 krpa-11dn-110 110vdc 4-1393104-9 krpa-11dy-12 ag 12vdc none 5-1393104-6 krpa-11dy-24 24vdc 5-1393104-7 krpa-14ag-12 3 form c, 3 co agcdo 12vac 6-1393104-4 krpa-14ag-24 24vac 6-1393104-7 krpa-14ag-120 120vac 6-1393104-5 krpa-14ag-240 240vac 6-1393104-8 krpa-14an-24 24vac indicator 7-1393104-4 krpa-14an-120 120vac 7-1393104-3 krpa-14an-240 240vac 7-1393104-5 krpa-14ay-24 ag 24vac none 7-1393104-8 krpa-14ay-120 120vac 7-1393104-7 krpa-14ay-240 240vac 7-1393104-9 krpa-14dg-12 agcdo 12vdc 8-1393104-2 krpa-14dg-24 24vdc 8-1393104-4 krpa-14dg-48 48vdc 8-1393104-5 krpa-14dg-110 110vdc 8-1393104-1 krpa-14dg-125 125vdc 8-1393104-3 krpa-14dn-24 24vdc indicator 9-1393104-0 krpa-14dy-24 ag none 9-1393104-3   potter & brumfeld
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