

	
			
			
			[image: ]	

	
				
			 
				
			
				
	
		
			
	 
	Part Number	Hot Search : 
			

						TSM1212D			20LM3			EW32F00			51021			1028DI			24LC0			20MTC			MMSZ5			

			
	
	Product Description

			
	
	Full Text Search




				


		
		
		


			




			
				 	
				To Download 
				P08-100PL-C-G Datasheet File

	
				 
				If you can't view the 
				Datasheet, Please click here to try to view without PDF Reader .	
				 



[image: ]


			
				
					





				　



			 



	

	



		



			
				


				


			



		
 
		





		  Datasheet File OCR Text:


		  3 electronic solutions division interconnect solutions http://www.3mconnectors.com 3m is a trademark of 3m company. for technical, sales or ordering information call 800-225-5373 3m ?   pak 8 plug connector 0.8 mm, vertical, surfacemount, 3 mm to 8 mm stack height   p08 series ?	 0.8 	 mm	 pitch	 connector	 system ?	 mated 	 heights	 available 	 from	 3	 mm	 to	 8	 mm ?	 surface 	 mount	 design ?	 locking 	 mechanism	 with	 audible	 click	 when	 fully- mated ?	 tape 	 and	 reel	 with	 suction	 covers 	 available 	 for	 automated	 assembly	 placement ?	 rohs 	 compliant.	 see the regulatory information  appendix (ria) in the rohs compliance section of  www.3mconnectors.com for compliance information  (ria e1 & c1 apply) date modifed: july 6, 2012   ts-1096-f        sheet 1 of 2 physical insulation material: high	 temp 	 thermo	 plastic flammability: ul	 94v -0 color: natural contact: material: copper	 alloy plating: underplating: 50 ? [1.25 m] nickel wiping 	 area: 8	 ?	 [	 0.20	 m	 ]	 gold solder	 tails: gold	 flash mating	 compatibility: p08	 series	 sockets. 	 ts-1150 electrical current rating: 0.5	 a voltage rating:  60 v ac/dc insulation resistance: 10 3  mw  min. at 500 v dc withstanding voltage: 250 v ac  for 1 minute environmental temperature rating: -55?c	 to	 +85?c process rating:   260c	 (profle	 per	 j-std-020) moisture sensitivity level: msl	 1	 (per	 j-std-020)

 3 electronic solutions division interconnect solutions http://www.3mconnectors.com 3m is a trademark of 3m company. for technical, sales or ordering information call 800-225-5373 3m ?   pak 8 plug connector 0.8 mm, vertical, surfacemount, 3 mm to 8 mm stack height   p08 series ts-1096-f  sheet 2 of 2 ordering information p08 - xxx - plxx - x - g  height options: a = 2.72 mm height   b = 3.72 mm height, (excludes 24 contact) c = 4.72 mm height, (excludes 16 contact) c = suction cover   blank = none packaging: t = tape & reel (opt)   blank = tube pack contact quantity      see table (ria e1 & c1 apply) d0.05 e0.05 min.7.33 4.430.1 1.950.1 0.800.05 0.800.05 0.500.05 2-0.9     dia.  hole +0.1 0    c0.1 a b0.15 c1.10 g 5.23 5.95 6.83 0.80.05 dia. +0.2 C0.1 0.40 0.800.1 0.800.1 0.350.1 1.950.1 t er m inal coplana r ity f mm   (inch) tolerance unless noted .0 .00 .000 mm .3 .3 ( ) dimensions used for    reference only stacking matrix stack height when mated to: plug type dim g a skt b skt a 2.72 3 6 b 3.72 4 7 c 4.72 5 8 dimensions no of  contacts a b c d e f 16 10.05 5.6 7.9 7.9 5.6 0.1 20 11.65 7.2 9.5 9.5 7.2 0.1 24 13.25 8.8 11.1 11.1 8.8 0.1 26 14.05 9.6 11.9 11.9 9.6 0.1 30 15.65 11.2 13.5 13.5 11.2 0.1 40 19.65 15.2 17.5 17.5 15.2 0.1 50 25.85 19.2 21.5 21.5 19.2 0.15 60 29.85 23.2 25.5 25.5 23.2 0.15 80 37.85 31.2 33.5 33.5 31.2 0.15 100 45.85 39.2 41.5 41.5 39.2 0.15 not available: 16    contact:  b socket & c plug     (5, 6, 7, and 8mm) 24 contact:  b plug (4 and 7mm)  

 important notice all statements, technical information, and recommendations related to 3ms products are based on information believed to be reliable, but the accuracy or completeness is not guaranteed. before using this product, you must evaluate it and determine if it is suitable for your intended application. you assume all risks and liability associated with such use. any statements related to the product which are not contained in 3ms current publications, or any contrary statements contained on your purchase order shall have no force or effect unless expressly agreed upon, in writing, by an authorized offcer of 3m. warranty; limited remedy; limited liability.  this product will be free from defects in material and manufacture for a period of one (1) year from the time of purchase.   3m makes no other warranties  including, but not limited to, any implied warranty of merchantability or fitness for a particular purpose.   if this product is defective within the  warranty period stated above, your exclusive remedy shall be, at 3ms option, to replace or repair the 3m product or refund the purchase price of the 3m product.   except  where prohibited by law, 3m will not be liable for any indirect, special, incidental or consequential loss or damage arising from this 3m product, regardless of  the legal theory asserted.    please recycle. printed in usa. ? 3m 2012.  all rights reserved. ria-2217b-e 3 3m electronics solutions division 6801 river place blvd. austin, tx  78726-9000 u.s.a. 1-800-225-5373 www.3mconnectors.com 3m is a trademark of 3m company.
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