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		  Datasheet File OCR Text:


		  amphenol infocom europe   |   www.amphenolinfocom.eu   |   info@amphenol-nl.com   |   specifcations subject to change modular jacks 59 modular jacks    

 amphenol infocom europe   |   www.amphenolinfocom.eu   |   info@amphenol-nl.com   |   specifcations subject to change modular jacks amphenol infocom europe   |   www.amphenolinfocom.eu   |   info@amphenol-nl.com   |   specifcations subject to change 60   specifcations: contact resistance: 20 milliohms maximum insulation resistance: 500 megohms minimum current rating: 1,5 amps dc maximum voltage rating:   125 volts ac materials: contacts: phosphor bronze; gold over nickel insert: high temp thermoplastic suitable for refow  solder process. wave solder process recommended  for connectors with leds shell: copper alloy; nickel plated with pure tin  dipped pcb tail  rjhse series rj45 part numbers: part number shielding led number of ports rjhse-5080 no blocked single port rjhse-5081 no led 1 green, led 2 yellow single port rjhse-5084-04 no led 1 yellow, led 2 green 4 ports rjhse-5085 no led 1green, led 2 green single port rjhse-5085-02 no led 1green, led 2 green 2 ports rjhse-5380 yes blocked single port rjhse-5381 yes led 1 green, led 2 yellow single port rjhse-5381-04 yes led 1 green, led 2 yellow 4 ports rjhse-5382 yes led 1 green single port rjhse-5384 yes led 1 yellow, led 2 green single port rjhse-5384-02 yes led 1 yellow, led 2 green 2 ports rjhse-5385 yes led 1green, led 2 green single port rjsse-5080 no blocked single port rjsse-5380 yes blocked single port rjsse-5381-02 yes led 1 green, led 2 yellow 2 ports    

 amphenol infocom europe   |   www.amphenolinfocom.eu   |   info@amphenol-nl.com   |   specifcations subject to change amphenol infocom europe   |   www.amphenolinfocom.eu   |   info@amphenol-nl.com   |   specifcations subject to change modular jacks 61   specifcations: contact resistance: 20 milliohms maximum insulation resistance: 500 megohms minimum current rating: 1,5 amps dc maximum voltage rating:   125 volts ac materials: contacts: phosphor bronze; gold over nickel insert: high temp thermoplastic suitable for refow  solder process. wave solder process recommended  for connectors with leds shell: copper alloy; nickel plated with pure tin  dipped pcb tail rjhse series rj45 ver tical mount part numbers: part number shielding led RJHSE-3080 no blocked rjhse-3081 no led 1 green, led 2 yellow rjhse-3085 no led 1green, led 2 green rjhse-3380 yes blocked rjhse-3381 yes led 1 green, led 2 yellow rjhse-338b yes led 1 + 2 C bi- colour red/green rjhse-3384 yes led 1 yellow, led 2 green rjhse-3385 yes led 1green, led 2 green rjhse-338a yes led 1 +2 C bi-colour yellow/green    

 amphenol infocom europe   |   www.amphenolinfocom.eu   |   info@amphenol-nl.com   |   specifcations subject to change modular jacks amphenol infocom europe   |   www.amphenolinfocom.eu   |   info@amphenol-nl.com   |   specifcations subject to change 62 specifcations: contact resistance: 20 milliohms maximum insulation resistance: 500 megohms minimum current rating: 1,5 amps dc maximum voltage rating:   125 volts ac materials: contacts: phosphor bronze; gold over nickel insert: high temp thermoplastic suitable for refow  solder process. wave solder process recommended  for connectors with leds shell: copper alloy; nickel plated with pure tin  dipped pcb tail  rjsae part numbers: part number number of ports led rjsae538102 2 ports (1 over 1) led 1 green, led 2 yellow rjsae538104 4 ports (2 over 2) led 1 green, led 2 yellow rjsae538108 8 ports (4 over 4) led 1 green, led 2 yellow rjsae538a02 2 ports (1 over 1) led 1 +2 C bi-colour yellow/green rjsae538a04 4 ports (2 over 2) led 1 +2 C bi-colour yellow/green rjsae538a08 8 ports (4 over 4) led 1 +2 C bi-colour yellow/green    

 amphenol infocom europe   |   www.amphenolinfocom.eu   |   info@amphenol-nl.com   |   specifcations subject to change amphenol infocom europe   |   www.amphenolinfocom.eu   |   info@amphenol-nl.com   |   specifcations subject to change modular jacks 63 specifcations: contact resistance: 20 milliohms maximum insulation resistance: 500 megohms minimum current rating: 1,5 amps  voltage rating:   125 volts ac materials: contacts: phosphor bronze; gold over 30 inches  (0.76 microns) over nickel insert: thermoplastic polyester (complies with ul 94v-0) shield: copper alloy nickel plated filter: high impedance, high resistivity, ferrite block frjae part numbers: part number options frjae-408 non fltered, non shielded frjae-418 filtered with front tab shield frjae-438 shield (front tab) frjae-468 filtered with rear tab shield frjae-488 shielded (rear tab)    

 amphenol infocom europe   |   www.amphenolinfocom.eu   |   info@amphenol-nl.com   |   specifcations subject to change modular jacks amphenol infocom europe   |   www.amphenolinfocom.eu   |   info@amphenol-nl.com   |   specifcations subject to change 64 specifcations: mating cycles: 5000 mated/unmated insulator resistance: 500 m min at 500v dc dielectric withstanding voltage: 1000v ac for 1 minute operating temperature: -0c to +70c storage temperature: -40c to +105c soldering temperature: -235c for 5 seconds materials: rj contact: phosphor bronze c5210, t=0.25mm housing: thermoplastic, ul94v-0 black shielding: brass, nickel plated or stainless steel rjmag single por t 10/100  pth cable latch up, shielded, with side tabs, 5 cores part numbers: part number t ermination led 1 right led 2 left rjmg163213101nr 4x75ohm, 68pf yellow green  rjmg163117101nr 4x75ohm, 1000pf transmit shunt choke green green rjmg163217101nr yellow green rjmg163118101nr 4x75ohm, 1000pf green green rjmg163218101nr yellow green    

 amphenol infocom europe   |   www.amphenolinfocom.eu   |   info@amphenol-nl.com   |   specifcations subject to change amphenol infocom europe   |   www.amphenolinfocom.eu   |   info@amphenol-nl.com   |   specifcations subject to change modular jacks 65 specifcations: mating cycles: 5000 mated/unmated insulator resistance: 500 m min at 500v dc dielectric withstanding voltage: 1000v ac for 1 minute operating temperature: -0c to +70c storage temperature: -40c to +105c soldering temperature: -235c for 5 seconds materials: rj contact: phosphor bronze c5210, t=0.25mm housing: thermoplastic, ul94v-0 black shielding: brass, nickel plated or stainless steel rjmag single por t gigabit long body, pth, cab le la tch up , 8 & 12 cores part numbers: part number t ermination cores led 1 right led 2 left rjmg201021110nr 4x75ohm, 1000pf 8 green green rjmg201021210nr green yellow rjmg201021610nr green green/ orange rjmg201022610nr yellow green/ orange rjmg201021120nr 12 green green    
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