

	
			
			
			[image: ]	

	
				
			 
				
			
				
	
		
			
	 
	Part Number	Hot Search : 
			

						SR205			IRFAE30			FR305P			MV61V1AG			TB251G			54HC4075			LD1100H			OAH330T			

			
	
	Product Description

			
	
	Full Text Search




				


		
		
		


			




			
				 	
				To Download 
				FC-L01DV1 Datasheet File

	
				 
				If you can't view the 
				Datasheet, Please click here to try to view without PDF Reader .	
				 



[image: ]


			
				
					





				　



			 



	

	



		



			
				


				


			



		
 
		





		  Datasheet File OCR Text:


		  emc filte r   FC-L01DV1 series      201 4 .02.18- a /1         page 1of 3 mornsun guangzhou science & te chnology co., ltd. reserves the copyright and right of final interpretation   emc filter   features   z   compact size  z   design to suppress the ac power surge to  achieve primary protection  z   ensure the power supply module to meet the requirement of cispr22/ en55022 class b    z   cost-effective  z   low temperature rise          rohs   this model applies to analog circuit which  is noise-sensitive. put FC-L01DV1 on to th e input of ac/dc module can ensure the mod ule meet  surge level of iec/en61000-4-5 1kv (2 ?  internal resistance)/2kv (12 ?  internal resistance)and emi requirement of cispr22 /en 55022 class  b.  emc filter used with the mornsun ac/dc module, ac/dc module?s ma x. input voltage must less than emc filter?s max. voltage, ac/d c  module?s max. input current must less than emc filter?s max current.      selection guide   model   input voltage range (vac) current (a)(max) FC-L01DV1 85~305  0.3      general specifications   item test conditions  min. typ. max. unit  operating temperature    -40  --  85   c  storage temperature    -40  --  105  casing temperature rise  220vac @0.3a  --  --  5  isolation voltage  in(l)~ ,in(n)~ tested for 1 minute and  leaka g e current: 1 m a   2000 --  -- vac      general specifications   casing material  black flame-retardant heat-proof epoxy resin (ul94-v0)  package dimensions  33.70x22.20x18.00 mm  weight 20g (typ)      devise standard   put FC-L01DV1 on to the input of ac/d c module can ensure the module meet  surge level of iec/en61000-4-5 1kv (2 ?  internal  resistance)/2kv (12 ?  internal resistance)and emi requirement of cispr22 /en 55022 class b.      desi g n reference   1.   inside schematic    in(n) in(l) mov1 cx cy1 cy2 lm 2 1 2 14 23 lm1 out(l) out(n)  

 emc filte r   FC-L01DV1 series      201 4 .02.18- a /1         page 2of 3 mornsun guangzhou science & te chnology co., ltd. reserves the copyright and right of final interpretation 2.   typical application     l n l n + vo fuse in(l) in(n) out(l) out(n) FC-L01DV1 output - 5 03-r2 + c1 cy 01 7 05 ls ls ls 0       l n l n + vo fuse in(l) in(n) out(l) out(n) FC-L01DV1 output - ls03-05bxxk 10 ls03-05bxxkc ls03-05bxxsc ls03-05bby7s ls + c1 cy 03   fuse: due to the difference of the power mo dule input current, the fuse of the recomme nded values, please refer to the technica l manual  for the power module.    c1, cy0, cy, ldm: parameter selection plea se refer to power supply technical manual.    3.   supporting the product model   model   emi(without  external  circuit)   emi(with  FC-L01DV1)   surge (without  external circuit) surge (with  FC-L01DV1)   eft (without  external circuit)   eft (with  FC-L01DV1)   ls01  series  --  cispr22/en55022  class b  --  iec/en61000-4-5  1kv/2kv  perf. criteria b  --  iec/en61000-4-4  4kv  perf. criteria b  ls03  series  --  cispr22/en55022  class b  --  iec/en61000-4-5  1kv/2kv  perf. criteria b  --  iec/en61000-4-4  4kv  perf. criteria b  ls03-r2  series  --  cispr22/en55022  class b  --  iec/en61000-4-5  1kv/2kv  perf. criteria b  --  iec/en61000-4-4  4kv  perf. criteria b  ls05  series  --  cispr22/en55022  class b  --  iec/en61000-4-5  1kv/2kv  perf. criteria b  --  iec/en61000-4-4  4kv  perf. criteria b  ls03-05bxxk --  cispr22/en55022  class b  --  iec/en61000-4-5  1kv/2kv  perf. criteria b  --  iec/en61000-4-4  4kv  perf. criteria b      4.   for more information please find the application notes on www.mornsun-power.com                                          

 emc filte r   FC-L01DV1 series      201 4 .02.18- a /1         page 3of 3 mornsun guangzhou science & te chnology co., ltd. reserves the copyright and right of final interpretation FC-L01DV1 dimensions and recommended layout                 note:   1.   packing information please refer to 'product packing information'. packing bag number: 58220014;  2.   unless otherwise specified, data in this datasheet  should be tested under the conditions of ta=25  c, humidity


		


		
			

			▲Up To 
				Search▲    



		 
	
Price & Availability of FC-L01DV1 
	[image: ]
	
			


	


	
			
		


				
	
				All Rights Reserved © 
				IC-ON-LINE 2003 - 2022  



	



	
			[Add Bookmark] [Contact 
				Us] [Link exchange] [Privacy policy]
	
				Mirror Sites :  [www.datasheet.hk]   
				[www.maxim4u.com]  [www.ic-on-line.cn] 
				[www.ic-on-line.com] [www.ic-on-line.net] 
				[www.alldatasheet.com.cn] 
				[www.gdcy.com] 
				[www.gdcy.net]





	

	


.
.
.
.
.




		 	We use cookies to deliver the best possible 
	web experience and assist with our advertising efforts. By continuing to use 
	this site, you consent to the use of cookies. For more information on 
	cookies, please take a look at our 
	Privacy Policy.	
	X




 
 























