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		  Datasheet File OCR Text:


		  1 nic components  corp.    www.niccomp.com    www.lowesr.com     www.rfpassives.com     www.smtmagnetics.com specifications are subject to change operating temperature range -25 ~ +85c rated voltage range 200 ~ 450vdc rated capacitance range 68 ~ 2,200  f capacitance tolerance 20% (m) max. leakage current (  a) after 5 minutes (20c) 0.02cv or 3,000  a max. tan   at 120hz/20c w.v. (vdc) 200 220 250 400 420 450 tan    max. 0.20 0.20 0.20 0.20 0.20 0.20 surge voltage w.v. (vdc) 200 220 250 400 420 450 s.v. (vdc) 250 270 300 450 470 500 ripple current frequency correction factors frequency (hz) 50 (60) +120 +300 +1k 10k< - multiplier at 85c 200 ~ 250vdc 0.80 1.0 1.15 1.17 1.20 - 400 ~ 450vdc 0.77 1.00 1.10 1.12 1.15 - ripple current temperature correction factors temperature (c) +65 +85 - multiplier 1.15 1.0 low temperature stability (impedance ratio) temperature (c) 200 220 250 400 420 450 z-25c/+20c 7 load life test 3,000 hours at +85c capacitance change within 20% of initial measured value tan   less than 200% of speci   ed maximum value leakage current less than speci   ed maximum value shelf life test 1,000 hours at +85c (no load) capacitance change within 20% of initial measured value tan   less than 200% of speci   ed maximum value leakage current less than speci   ed maximum value surge voltage test 1,000 cycles 30 seconds "on" and 5.5 minutes  "off" @ +15c ~ +35c capacitance change within 15% of initial measured value tan   less than speci   ed maximum value leakage current less than speci   ed maximum value soldering effect solder bath temp.: +260  5c pre-heat: 120  2 sec. to +120  2c capacitance change within 10% of initial measured value tan   less than speci   ed maximum value leakage current less than speci   ed maximum value large can aluminum electrolytic capacitors nrlc series features ? long life at +85c (3,000 hours) ? high ripple current ? high density design ? suitable for switching power supplies specifications  nrlc   221  m  400v  22x45  s  f                                                                         rohs compliant                                                                                                                                                                  lead length (s=4mm)                                                                 case size (mm)                                           voltage rating                                   tolerance code                           capacitance code              series part number system precautions please review the notes on correct use, safety and precautions found on  pages t10  &  t11  of nic?s   electrolytic capacitor catalog .  also found at  www.niccomp.com/precautions   if in doubt or uncertainty, please review your speci   c application - process  details with nic?s technical support personnel:  tpmg@niccomp.com  *see part number system for details rohs compliant includes all homogeneous materials notice for mounting the space from the top of the can shall be more than (3mm) from chassis or  other construction materials so that safety vent has room to expand in case  of emer  gen  cy. recommended pc board mounting holes: sleeve color:   black can top safety vent pet sleeve with minus   polarity marking d+1 max. l    2 10 (-) (+) maximum ex  pan  sion for  safety vent approx.  3.0mm 10    0.5 ? = 2    0.1 d ?   0.5 chassis pc board 4.0  0.5 mechanical characteristics: 1. safety vent: the capacitors are provided with a pressure sensitive safety vent on the top of can. the vent is designed to rupture in the eve nt that high internal  gas pressure is developed by circuit mal  func  tion or mis-use like reverse voltage. 2. terminal strength: each terminal of the capacitor shall withstand an axial pull force of 4.5kg for a period 10 seconds or a radial bent force of 2 .5kg for a period     of 30 seconds. note: please note nrlc product series is speci   cally designed for use in commercial & consumer applications. for mission critical or industrial applications,  nic recommends our nrlf / nrlm / nrlp / nrlr series products. please consult nic product speci   cations available on www.niccomp.com. if in doubt,  please contact nic to review your requirements (appreview@niccomp.com) 

 2 nic components  corp.    www.niccomp.com    www.lowesr.com     www.rfpassives.com     www.smtmagnetics.com specifications are subject to change large can aluminum electrolytic capacitors nrlc series standard product list, case size and specifications part number cap. (  f) voltage (vdc) case size (mm) esr (   @ 20c) max. ripple current  (arms@85c) load life @ +85c (hours) 120hz 120hz 10k ~ 50khz nrlc271m200v22x25sf 270 200 22x25 1.23 1250 1500 3,000 nrlc331m200v22x25sf 330 22x25 1.01 1320 1584 3,000 nrlc391m200v22x31sf 390 22x31 0.85 1510 1812 3,000 nrlc391m200v25x25sf 390 25x25 0.85 1560 1872 3,000 nrlc471m200v22x31sf 470 22x31 0.71 1730 2076 3,000 nrlc471m200v25x31sf 470 25x31 0.71 1780 2136 3,000 nrlc561m200v22x35sf 560 22x35 0.59 1910 2292 3,000 nrlc561m200v25x31sf 560 25x31 0.59 1960 2352 3,000 nrlc561m200v30x25sf 560 30x25 0.59 1960 2352 3,000 nrlc681m200v22x41sf 680 22x41 0.49 2170 2604 3,000 nrlc681m200v25x35sf 680 25x35 0.49 2260 2712 3,000 nrlc681m200v30x31sf 680 30x31 0.49 2270 2724 3,000 nrlc821m200v22x45sf 820 22x45 0.40 2450 2940 3,000 nrlc821m200v25x41sf 820 25x41 0.40 2540 3048 3,000 nrlc821m200v30x31sf 820 30x31 0.40 2530 3036 3,000 nrlc102m200v22x55sf 1000 22x55 0.33 2880 3456 3,000 nrlc102m200v25x45sf 1000 25x45 0.33 2990 3588 3,000 nrlc102m200v30x35sf 1000 30x35 0.33 2870 3444 3,000 nrlc122m200v25x51sf 1200 25x51 0.28 3290 3948 3,000 nrlc122m200v30x41sf 1200 30x41 0.28 3280 3936 3,000 nrlc122m200v35x35sf 1200 35x35 0.28 3250 3900 3,000 nrlc152m200v30x51sf 1500 30x51 0.22 3760 4512 3,000 nrlc152m200v35x41sf 1500 35x41 0.22 3710 4452 3,000 nrlc182m200v30x55sf 1800 30x55 0.18 4200 5040 3,000 nrlc182m200v35x45sf 1800 35x45 0.18 4190 5028 3,000 nrlc222m200v35x51sf 2200 35x51 0.15 4780 5736 3,000 nrlc331m220v22x31sf 330 220 22x31 1.01 1450 1740 3,000 nrlc391m220v22x35sf 390 22x35 0.85 1640 1968 3,000 nrlc391m220v25x31sf 390 25x31 0.85 1590 1908 3,000 nrlc471m220v22x35sf 470 22x35 0.71 1870 2244 3,000 nrlc471m220v25x35sf 470 25x35 0.71 1900 2280 3,000 nrlc561m220v22x41sf 560 22x41 0.59 2030 2436 3,000 nrlc561m220v25x35sf 560 25x35 0.59 2170 2604 3,000 nrlc561m220v30x31sf 560 30x31 0.59 1990 2388 3,000 nrlc681m220v22x45sf 680 22x45 0.49 2390 2868 3,000 nrlc681m220v25x41sf 680 25x41 0.49 2330 2796 3,000 nrlc681m220v30x35sf 680 30x35 0.49 2290 2748 3,000 nrlc821m220v25x48sf 820 25x48 0.40 2650 3180 3,000 nrlc821m220v30x41sf 820 30x41 0.40 2590 3108 3,000 nrlc821m220v35x31sf 820 35x31 0.40 2540 3048 3,000 nrlc102m220v30x45sf 1000 30x45 0.33 3060 3672 3,000 nrlc102m220v35x35sf 1000 35x35 0.33 3000 3600 3,000 nrlc122m220v30x51sf 1200 30x51 0.28 3390 4068 3,000 nrlc122m220v35x41sf 1200 35x41 0.28 3360 4032 3,000 nrlc152m220v35x45sf 1500 35x45 0.22 3730 4476 3,000 nrlc182m220v35x51sf 1800 35x51 0.18 4120 4944 3,000 nrlc221m250v22x31sf 220 250 (continue next page) 22x31 1.51 1130 1356 3,000 nrlc271m250v22x31sf 270 22x31 1.23 1370 1644 3,000 nrlc331m250v22x35sf 330 22x35 1.01 1520 1824 3,000

 3 nic components  corp.    www.niccomp.com    www.lowesr.com     www.rfpassives.com     www.smtmagnetics.com specifications are subject to change large can aluminum electrolytic capacitors nrlc series standard product list, case size and specifications part number cap. (  f) voltage (vdc) case size (mm) esr (   @ 20c) max. ripple current  (arms@85c) load life @ +85c (hours) 120hz 120hz 10k ~ 50khz nrlc331m250v25x31sf 330 250 25x31 1.01 1470 1764 3,000 nrlc391m250v22x41sf 390 22x41 0.85 1720 2064 3,000 nrlc391m250v25x35sf 390 25x35 0.85 1720 2064 3,000 nrlc471m250v22x45sf 470 22x45 0.71 1960 2352 3,000 nrlc471m250v25x41sf 470 25x41 0.71 1960 2352 3,000 nrlc471m250v30x31sf 470 30x31 0.71 1860 2232 3,000 nrlc561m250v22x51sf 560 22x51 0.59 2270 2724 3,000 nrlc561m250v25x45sf 560 25x45 0.59 2140 2568 3,000 nrlc561m250v30x35sf 560 30x35 0.59 2140 2568 3,000 nrlc681m250v25x51sf 680 25x51 0.49 2440 2928 3,000 nrlc681m250v30x41sf 680 30x41 0.49 2470 2964 3,000 nrlc821m250v30x45sf 820 30x45 0.40 2720 3264 3,000 nrlc821m250v35x35sf 820 35x35 0.40 2700 3240 3,000 nrlc102m250v30x51sf 1000 30x51 0.33 3240 3888 3,000 nrlc102m250v35x41sf 1000 35x41 0.33 3180 3816 3,000 nrlc122m250v35x51sf 1200 35x51 0.28 3500 4200 3,000 NRLC820M400V22X25SF 82 400 22x25 4.05 760 874 3,000 nrlc101m400v22x31sf 100 22x31 3.32 900 1035 3,000 nrlc121m400v22x31sf 120 22x31 2.76 1000 1150 3,000 nrlc121m400v25x25sf 120 25x25 2.76 1030 1184 3,000 nrlc151m400v22x35sf 150 22x35 2.21 1130 1299 3,000 nrlc151m400v25x31sf 150 25x31 2.21 1160 1334 3,000 nrlc181m400v22x41sf 180 22x41 1.84 1290 1483 3,000 nrlc181m400v25x35sf 180 25x35 1.84 1320 1518 3,000 nrlc181m400v30x25sf 180 30x25 1.84 1380 1587 3,000 nrlc221m400v22x45sf 220 22x45 1.51 1440 1656 3,000 nrlc221m400v25x41sf 220 25x41 1.51 1500 1725 3,000 nrlc221m400v30x31sf 220 30x31 1.51 1520 1748 3,000 nrlc271m400v25x45sf 270 25x45 1.23 1630 1874 3,000 nrlc271m400v30x35sf 270 30x35 1.23 1660 1909 3,000 nrlc331m400v25x51sf 330 25x51 1.01 1820 2093 3,000 nrlc331m400v30x41sf 330 30x41 1.01 1870 2150 3,000 nrlc331m400v35x31sf 330 35x31 1.01 1870 2150 3,000 nrlc391m400v30x45sf 390 30x45 0.85 2060 2369 3,000 nrlc391m400v35x35sf 390 35x35 0.85 2080 2392 3,000 nrlc471m400v30x51sf 470 30x51 0.71 2280 2622 3,000 nrlc471m400v35x41sf 470 35x41 0.71 2310 2656 3,000 nrlc561m400v35x45sf 560 35x45 0.59 2600 2990 3,000 nrlc681m400v35x51sf 680 35x51 0.49 2830 3254 3,000 nrlc820m420v22x25sf 82 420 (continue next page) 22x25 4.05 780 897 3,000 nrlc101m420v22x31sf 100 22x31 3.32 880 1012 3,000 nrlc101m420v25x25sf 100 25x25 3.32 890 1023 3,000 nrlc121m420v22x31sf 120 22x31 2.76 980 1127 3,000 nrlc121m420v25x31sf 120 25x31 2.76 990 1138 3,000 nrlc151m420v22x35sf 150 22x35 2.21 1100 1265 3,000 nrlc151m420v25x31sf 150 25x31 2.21 1150 1322 3,000 nrlc151m420v30x25sf 150 30x25 2.21 1190 1368 3,000 nrlc181m420v22x41sf 180 22x41 1.84 1210 1391 3,000 nrlc181m420v25x35sf 180 25x35 1.84 1300 1495 3,000

 4 nic components  corp.    www.niccomp.com    www.lowesr.com     www.rfpassives.com     www.smtmagnetics.com specifications are subject to change large can aluminum electrolytic capacitors nrlc series standard product list, case size and specifications part number cap. (  f) voltage (vdc) case size (mm) esr (   @ 20c) max. ripple current  (arms@85c) load life @ +85c (hours) 120hz 120hz 10k ~ 50khz nrlc181m420v30x31sf 180 420 30x31 1.84 1350 1552 3,000 nrlc221m420v22x48sf 220 22x48 1.51 1410 1621 3,000 nrlc221m420v25x41sf 220 25x41 1.51 1440 1656 3,000 nrlc221m420v30x35sf 220 30x35 1.51 1510 1736 3,000 nrlc271m420v25x48sf 270 25x48 1.23 1580 1817 3,000 nrlc271m420v30x41sf 270 30x41 1.23 1740 2001 3,000 nrlc271m420v35x31sf 270 35x31 1.23 1770 2035 3,000 nrlc331m420v25x55sf 330 25x55 1.01 2010 2311 3,000 nrlc331m420v30x45sf 330 30x45 1.01 1800 2070 3,000 nrlc331m420v35x35sf 330 35x35 1.01 1980 2277 3,000 nrlc391m420v30x51sf 390 30x51 0.85 2030 2334 3,000 nrlc391m420v35x41sf 390 35x41 0.85 2070 2380 3,000 nrlc471m420v30x55sf 470 30x55 0.71 2280 2622 3,000 nrlc471m420v35x45sf 470 35x45 0.71 2380 2737 3,000 nrlc561m420v35x51sf 560 35x51 0.59 2690 3093 3,000 nrlc680m450v22x25sf 680 450 22x25 4.88 640 736 3,000 nrlc820m450v22x25sf 820 22x25 4.05 790 908 3,000 nrlc101m450v22x31sf 100 22x31 3.32 860 989 3,000 nrlc101m450v25x25sf 100 25x25 3.32 880 1012 3,000 nrlc121m450v22x35sf 120 22x35 2.76 980 1127 3,000 nrlc121m450v25x31sf 120 25x31 2.76 1000 1150 3,000 nrlc121m450v30x25sf 120 30x25 2.76 1020 1173 3,000 nrlc151m450v22x41sf 150 22x41 2.21 1080 1242 3,000 nrlc151m450v25x35sf 150 25x35 2.21 1130 1299 3,000 nrlc151m450v30x25sf 150 30x25 2.21 1180 1357 3,000 nrlc181m450v22x45sf 180 22x45 1.84 1200 1380 3,000 nrlc181m450v25x41sf 180 25x41 1.84 1280 1472 3,000 nrlc181m450v30x31sf 180 30x31 1.84 1320 1518 3,000 nrlc221m450v25x45sf 220 25x45 1.51 1450 1667 3,000 nrlc221m450v30x35sf 220 30x35 1.51 1500 1725 3,000 nrlc221m450v35x31sf 220 35x31 1.51 1460 1679 3,000 nrlc271m450v25x51sf 270 25x51 1.23 1570 1805 3,000 nrlc271m450v30x41sf 270 30x41 1.23 1730 1989 3,000 nrlc271m450v35x31sf 270 35x31 1.23 1730 1989 3,000 nrlc331m450v30x45sf 330 30x45 1.01 1930 2219 3,000 nrlc331m450v35x35sf 330 35x35 1.01 1960 2254 3,000 nrlc391m450v30x51sf 390 30x51 0.85 2170 2495 3,000 nrlc391m450v35x41sf 390 35x41 0.85 2170 2495 3,000 nrlc471m450v35x45sf 470 35x45 0.71 2450 2817 3,000 nrlc561m450v35x51sf 560 35x51 0.59 2630 3024 3,000
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