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		  previous page |  return to index |  next page 1/4" enclosed phone jacks 1. series 11* 2. pc terminal view* 3. series n11* click here to download a schematic drawing (you will need to have adobe acrobat installed on your system to do this)

 hi-d? jax 2- and 3-conductor hi-d jax? 2- and 3-conductor enclosed phone jacks are ideal for panel/chassis and pc  board mounting. unitized molded housing protects springs, provides mechanical and  electrical reliability, minimizes leakage and provides low capacity between springs.  mounts on .625 inch minimum centers in rows or arrays. .25 inch or .21 in inside diameter  bushing types, metal or thermoplastic bushings (for insulated mounting). insulated hi-d  jax ?  jacks are specifically designed for in-circuit (insulated) mounting from mounting  surface and have fully protected enclosed internal sleeve feature. solder lugs or pc  terminals may be selected. mounting jacks mount in a single .375 inch diameter hole on .625 inch minimum centers. series  11*, n11*, ns11* and s11* mount in panels up to .156 inch thick. series l11* and  nl11* (long bushing) mount in panels up to .25 inch thick. jacks with pc terminals  mount on pc boards up to .094 inch thick. formed "shoulders" on each terminal provide  stable stand-off mount. threaded bushing permits mechanical connection to equipment  panel. mounting hardware is supplied.  series 11* - 2- and 3-conductor types, threaded metal bushing .276 inch long. .25 inch inside diameter bushings. series l11* - same as series 11*, except bushing is .375 inch long for mounting in panels up to .25 inch thick. series n11* - same as series 11*, except bushing is molded thermoplastic for insulated mounting. series nl11* - same as series n11*, except bushing is .375 inch long for insulated mounting in panels up to

 .25 inch thick. series s11* - same as series 11*, except bushing has .21 inch inside diameter. smaller diameter protects against accidental insertion of plugs with .25 inch diameter fingers. y ns11* - (special order only) - same as series n11*, except bushing is .21 inch inside diameter. 113bpc1m and 114bpc1m - versatile, 3-conductor 113bpc1m and 114bpc1m  feature springs which accept a wide variety of 1/4 inch plug designs. self-aligning pc  terminals allow for easier insertion into a printed circuit board. also feature a metric  thread mounting.  two conductor part numbers solder lug  part number pc terminals part number description jack schematic 1 typical mating plug 2 111 111pc open circuit i 250 n111 n111pc insulated bushing i 250 nl111 - .375 " long insulated  bushing i 250 112a 112apc single closed circuit iii 250 l112a l112apc .375" long bushing iii 250 n112a n112apc insulated bushing iii 250 nl112a - .375" long insulated  bushing iii 250 113 113pc isolated "make" circuit v 250 n113 - insulated bushing v 250 y 113d 113dpc transfer circuit (1-c) vi 3 250 113e 113epc isolated "break" circuit ix 250 three conductor part numbers 112b 112bpc double open circuit iv 267

 L112B - .375" long bushing iv 267 n112b n112bpc insulated bushing iv 267 nL112B - .375" long bushing iv 267 - s112bpc .210" inside diameter  bushing iv s-267 113b 113bpc single closed circuit vii 267 - 113bpc1m single closed circuit vii - l113b - .375" long bushing vii 267 n113b n113bpc insulated bushing vii 267 nl113b - .375" long bushing vii 267 113f 113fpc ring circuit closed xxviii 267 114b 114bpc double closed circuit xii 267   114bpc1m double closed circuit xii - l114b l114bpc .375" long bushing xii 267 n114b n114bpc insulated bushing xii 267 nl114b nl114bpc .375" long bushing xii 267 1 other circuits available; contact factory. schematics pages 65 and 66. 2 see plug section for other options. 3 two tip springs.  y special order only. contact switchcraft. specifying note:  unless otherwise shown in "description", jacks have .276 inch long threaded bushings  with .25 inch inside diameter.  hi-d jax? 2- and 3-conductor specifications  material mounting bushing: series 11*, l11*, s11* - nickel-plated copper alloy. series n11*,  nl11*, ns11* - molded thermoplastic over nickel-plated copper alloy sleeve.  previous page |  return to index |  next page

 online catalog  switchcraft, inc. 5555 n. elston ave. chicago, il 60630 ? 773 792-2700 ? fax: 773 792-2129 www.switchcraft.com 1/4" enclosed telephone jacks dimensions are for reference only note:  contact your switchcraft representative for price and delivery. inch (mm) .375 (long bushing only)   [9.53] hi-d jax ? hi-d jax ? recommended pc board layout (for hi-d jax ? ). (component side)
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