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		  Datasheet File OCR Text:


		                            smd power inductors  sm06 3 series isat dc curren (a) irms dc curren (a) typical max typical typical 0.10 1.50 1.70 60.0 32.5 0.15 1.90 2.50 45.0 30.0 0.20 2.40 3.00 41.0 24.0 0.22 2.50 2.80 40.0 23.0 0.33 3.50 3.90 30.0 20.0 0.36 2.60 3.90 26.0 20.0 0.47 4.00 4.20 26.0 17.5 0.56 4.70 5.00 25.5 16.5 0.68 5.00 5.50 25.0 15.5 0.82 6.70 8.00 24.0 13.0 1.00 9.00 10.00 22.0 11.0 1.50 14.00 15.00 18.0 9.0 2.20 18.00 20.00 14.0 8.0 2.50 20.00 22.00 14.0 7.0 3.30 28.00 30.00 13.5 6.0 4.70 37.00 40.00 10.0 5.5 5.60 39.00 42.00 6.0 5.5 6.80 54.00 60.00 8.0 4.5 7.50 54.00 60.00 7.8 4.2 8.20 64.00 68.00 7.5 4.0 10.00 102.00 105.00 7.0 3.0 special inquiries besides the above common used typ es can be met on your requirement. SM063T-1r5m-r-s SM063T-2r2m-r-s SM063T-r56m-r-s SM063T-r68m-r-s SM063T-r82m-r-s SM063T-1r0m-r-s   part number inductance (uh) 20% dcr(m  ) SM063T-r10m-r-s SM063T-r15m-r-s SM063T-r20m-r-s SM063T-r22m-r-s SM063T-r33m-r-s SM063T-8r2m-r-s SM063T-100m-r-s SM063T-r36m-r-s SM063T-5r6m-r-s SM063T-6r8m-r-s SM063T-7r5m-r-s SM063T-r47m-r-s SM063T-2r5m-r-s SM063T-3r3m-r-s SM063T-4r7m-r-s       sm063 series ,ultra low cost,shielded construc tion,high current rating up to dc 65amp,high frequency range up to 5m hz,very low dc resistance,low noise,rohs compliant.        mainly used by pda/notebook/desktop/server a pplications, dc/dc converter. inductance: 100khz 0.1v tolerance of inductance: 20% isat: the value of curret  indicates that  inductance drops 20%( typcial ) from its initial value irms:the value of current indicates that the temperature of the coil is increase 40   (typical) test condition :ta= 25  packing : reel size: 16 mm quantity: 1000pcs/reel fenfa electronics ltd. address: rm 621, 6/f., shing yip industrial buildin g,                19-21 shing yip street, kwun tong,   hong kong tel:         (852) 2372 0880,  fax: (852) 2372 0131 e-mail: sales@coilsfenfa.com fenfa electronics  (dongguan) co., ltd. address: xiakeng industrial district,changping town ,                dongguan city,guangdong,china tel:          86-769-86291668    fax:86-769-8399902 8 hot line:   86-769-89112128    e-mail:fenfa@coilsfe nfa.com http://www.coilsfenfa.com fenfa@coilsfenfa.com ? 2009  fenfa  electronics  ltd.   all rights reserv ed.  www..net
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